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Signcomplex Ltd., founded in 2008, is a state-level
high-tech enterprise and TtV ISO 9001:2008 certified and
registered company. Currently there are over 600
employees, and a fabrication area of more than 25,000
square meters. Our company has advanced LED luminaire
manufacturing facilities such as auto soldering and SMT
machines, electrical testing device such as integrating
spheres and distribution photometer, and an independent
EMI laboratory as well. We also have a professional trained
QC team to ensure the quality of all the products. And all
the products are CE certified as well as RoHS compliant.
Signcomplex enjoys a high reputation as a LED luminaire

supplier throughout Europe and the US.

Signcomplex devotes itself to developing new products
with state-of-the-art technologies. Our 50 people R&D
team has abundant experience in industrial design,
electronic driver, heat simulation analysis, optical lens
design light control system. Most of our products are
self-designed with private moulds. We have more than 40
patents of shape design, utility model patents and
software copyright. We monthly develop more than 2 new
products and 10 customized products. All our designs
fully follow UL and EU electrical safety standards. A
customized design can be provided in 3 days tailored to

customer’s request.

Excellent Signcomplex LED luminaires have already
provided inspiration for thousands of designers, architects
and engineers all over the world. With our customer, we
actively explore the ideas in architectural, residential,
commercial, industrial lighting and special auxiliary lighting.
We have already help to offer lots of LED lighting solutions
to many famous brands, e.g., Marlboro, L'OREAL, Hilton,
Four Seasons, Coca-Cola, McDonald’s, Armani,The Body

Shop, H&M, Cartier and Nissan,etc.

Our excellent sales and after-sales team are always at your
service and will take good care of you, our valued

customer.
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LED Str.

We are dedicated to providing high reliability and quality LED
strip. Our company is one of the most reliable suppliers of
LED strips, suitable for indoor and outdoor use, I1P20, IP64,
IP65, IP67, IP68 are available. Our strips can be widely

used for furniture, advertising, business lighting, also for

outdoor field lighting, auxiliary lighting or decoration lighting.
Variety of brightness strips can be supplied to customers,

including 140lm/w high energy-saving series, also providing

kinds of professional aluminum profiles for customers for

easy install.

We have strict inspection standards for whole

production, each strip quality is tested,

followed 100% full inspection and 8-10 hours

aging testing. LED BIN and color Ra are carried !- ' d“ 4 r -Jf_f ?ﬁ{ i 3 Fami -
IH‘ i - § |J..‘I h #.Il ':J'
out under strict supervision in order to provide Gt vl ii eyl i PATR e

uniform illumination of strips.

No matter closet lighting or outdoor building

decoration you can find quality strip here.







LED Strip 4 PR e : E— . il Model No.+Color+Light output+Power

Model Leds/M  Watt/M Input Voltage Lumens/M CRI FPCmVr¥1idth Color IP Grade Mirrwn%ut
SC-IE-X 60 7.2W/M 12/24V DC 760 650 600 80/90 8 W/NW/WW/R/G/B/Y 20/64/65/68 50/100
SC-IE2-X 120 14.4W/M 12/24V DC 1500 1320 1200 80/90 10 W/NW/WW/R/G/B/Y 20/64/65/68 25/50

SC-IE3-X 204 24.5W/M 12/24V DC 2100 1980 1540 80/90 10 W/NW/WW/R/G/B/Y 20/64 14.7/29.4

140Im/W series

Model Leds/M  Watt/M Input Voltage Lumens/M CRI FPCmVr¥1idth color IP Grade Mipn%ut
SC-IE-PX 64 5.8W/M 12/24V DC 810 800 740 80/90 8 W/NW/WW 20/64/65/68 62.5/125
SC-IE2-PX 128 11.5W/M 12/24Vv DC 1610 1590 1470 80/90 10 W/NW/WW 20/64/65/68 31.2/62.4
SC-IE3-PX 192 17.2W/M 12/24v DC 2410 2370 2200 80/90 10 W/NW/WW 20/64 20.8/41.6

“ % A IES c€ RoHS ﬂus @ ZS

. ) so0 4 Warranty
12vDC| [24vDC| |cutiape| | 120 e || N\ 3 years




Interior LED

2835 Series

Model No.+Color+Light output+Power

Model Leds/M  Watt/M Input Voltage Lumens/M CRI FPCmVr¥1idth Color IP Grade Mipﬂ%ut
SC-IG1-X 30 7.2W/M 12/24V DC 710 660 620 80/90 8 W/NW/WW 20/64/65/68 100/200
SC-IG2-X 60 14.4W/M 12/24V DC 1380 1250 1230 80/90 10 W/NW/WW 20/64/65/68 50/100
SC-IG3-X 120 28.8W/M 12/24V DC 2760 2710 2390 80/90 10 W/NW/WW 20/64 25/50
140Im/W series

Model Leds/M Watt/M Input Voltage Lumens/M CRI FPCmVn\Qidth color IP Grade Mirr}]%ut
SC-IG-PX 32 5.8W/M 12/24V DC 760 740 660 80/90 8 W/NW/WW 20/64/65/68 125/250
SC-IG2-PX 64 11.5W/M 12/24V DC 1530 1490 1330 80/90 10 W/NW/WW 20/64/65/68 62.5/125
SC-IG3-PX 120 21.6W/M 12/24V DC 2880 2800 2500 80/90 10 W/NW/WW 20/64 33.3/66.6
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LED Strip Model No.+Color+Light output+Power

5050 Series

Model  Leds/M Watt/M  Input Voltage  Lumens/M CRI FPG Width Color IP Grade Min Cut
SC-50501A-X 30 7.2W/M  12/24VDC 5100 480 450 70 10 W/NW/WW 20/64/65 100/200
SC-50501B2-X 30 7.2W/M 12/24v DC 510 480 450 70 10 W/NW/WW 20/64/65/68 100/200
SC-50501B-X 30 7.2W/M 12/24vV DC 490 470 390 80/90 10 W/NW/WW/R/G/B/Y 20/64/65/68 100/200
SC-5050P-X 30  7.2W/M  12/24VDC 650 640 600 80/90 10 W/NW/WW/R/G/B/Y  20/64/65/68  100/200
SC-5050IA-X2 60 14.4W/M 12/24v DC 1020 960 900 70 10 W/NW/WW 20/64/65 50/100
SC-50501B2-X2 60 14.4W/M 12/24v DC 1020 960 900 70 10 W/NW/WW 20/64/65/68 50/100
SC-50501B-X2 60 144W/M  12/24V DC 980" 940 780  80/90 10 W/NW/WW/R/G/B/Y — 20/64/65/68  50/100
SC-5050IP-X2 60 14.4W/M 12/24V DC 1400 1380 1260 80/90 10 W/NW/WW/R/G/B/Y 20/64/65/68 50/100

I RESIZa RoHs| |{@s| | €| | =
12voc| | 24v 00| |cunsivel | 120° 1ES CE ¢ e =P | 'Sy




LED Strip

Model Leds/M Watt/M Input Voltage FPCmVr\T/]idth Color IP Grade Mipﬂ%ut
SC-IB-RGB 30 7.2W/M 12/24v DC 10 RGB 20/64/65/68 100/200
SC-IC-RGB 30 7.2W/M 12/24v DC 10 RGB 20/64/65/68 100/200
SC-50501P-RGB 30 7.2W/M 12/24vV DC 10 RGB 20/64/65/68 100/200
SC-IB-RGB2 60 14.4W/M 12/24v DC 10 RGB 20/64/65/68 50/100
SC-IC-RGB2 60 14.4W/M 12/24vV DC 10 RGB 20/64/65/68 50/100
SC-5050IP-RGB2 60 14.4W/M 12/24v DC 10 RGB 20/64/65/68 50/100
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LED Strip Model No.+Color+Light output+Power

3528 Series

Model Leds/M  Watt/M Input Voltage Lumens/M CRI FPC Width Color IP Grade Mipn%ut
mm
SC-IA-X 60 4.8W/M 12/24V DC 380 370 360 70 8 W/NW/WW/R/G/B/Y 20/64/65 50/100
SC-IB2-X 60 4.8W/M 12/24V DC 380 370 360 70 8 W/NW/WW/R/G/B/Y 20/64/65/68 50/100
SC-IB-X 60 4.8W/M 12/24V DC 390 360 350 80/90 8 W/NW/WW/R/G/B/Y 20/64/65/68 50/100
SC-IC-X 60 4.8W/M 12/24V DC 420 400 390 80/90 8 W/NW/WW/R/G/B/Y 20/64/65/68 50/100
UV/P
SC-IB2-X2 120 9.6W/M 12/24V DC 760 740 720 70 8 W/NW/WW/R/G/B/Y 20/64/65/68 25/50
SC-IB-X2 120 9.6W/M 12/24V DC 780 690 680 80/90 8 W/NW/WW/R/G/B/Y 20/64/65/68 25/50
SC-IC-X2 120 9.6W/M 12/24V DC 850 810 790 80/90 8 W/NW/WW/R/G/B/Y 20/64/65/68 25/50
UVv/pP
N TdeE & & SC-IB-X4 240 19.2W/M 12/24V DC 1565 1490 1455 80/90 10 W/NW/WW/R/G/B/Y 20/64 12.5/25
4| A==l N A= i (L =]
SC-IC-X4 240 19.2W/M 12/24V DC 1700 1620 1580 80/90 10 W/NW/WW/R/G/B/Y 20/64 12.5/25
SC-HID-X 78 12.4W/M 12/24v DC 700 650 550 80/90 8 W/NW/WW/R 20/64/65/68  38.46/76.9
SC-XID-X 240 19.2W/M 12/24V DC 1700 1560 1400 80/90 16 W/NW/WW/R 20/65 25/50

‘00 L=

IR AN RoHs | |{@x| || | =
12vpc| |24voC| |cunape| | 120 1ES C€ oS et =P | |
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Model No.+Color+Light output+Power

Model Leds/M  Watt/M Input Voltage Lumens/M CRI FPCmVry]idth Color IP Grade Mirr}]%ut

SC-BID-X 120 19.2W/M  12/24V DC 1220 1090 850 80/90 10 W/NW/WW 20/64/65/68 25/50
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Model No.+Color+Light output+Power

Model Leds/M  Watt/M Input Voltage Lumens/M CRI FPCmVr¥1idth Color IP Grade Mirr1anut

SC-IF-X 36 21.6W/M 24V DC 11920 1760 1650 80/90 10 W/NW/WW 20/64 166.66

18







LED Strip Model No.+Color+Light output+Power

Model Leds/M  Watt/M Input Voltage Lumens/M CRI  FPC Width Color IP Grade Migq%ut
mm
W/NW/WW
SC-ESID-X-24 60 14.4 24V DC 410 380 350 80 10 R/G/B/Y/RGE 68 50
SC-ESID-X-220 60 15 220-240 AC 410 380 350 80 10 W/NW/WW/G/B 65 333.3
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LED Strip Model No.+Color+Light output+Power

Neon Flex

5050(BUILT-IN IC)

Model Leds/M Watt/M Input Voltage FPC Width Color IP Grade Mirr%%ut
mm

SC-ESID-943-12/24 60 14.4 24V DC 10 RGB 68 50

24




LED Strip Model No.+Color+Light output+Power

Model Leds/M  Watt/M  Input Voltage Lumens/M CRI FPC Width Color IP Grade Mirrwr]lg)nut
mm
SC-ESID-X-M-24 182 12.5 24V DC 510 460 400 80 6 W/NW/WW 67 385

R/G/B/Y/O
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LED Strip Model No.+Color+Light output+Power

High-voltage waterproof strip 2835
Model Leds/M Watt/M Input Voltage Lumens/M CRI FE%Width Color IP Grade Mirrwmgnut
SC-TWF9-X-120 60 13 110-130 AC 1100 1050 1000 80 12 W/NW/WW 65 500
SC-TWF9-X-220 78 6.5 220-240 AC 850 800 750 80 12 W/NW/WW 65 1000

28
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5050(built-in IC)

Model

SC-DID-RGB2812-30A

SC-DID-RGB2812-60A

SC-DID-RGB2-943

Leds/M Watt/M

30

60

Input Voltage

5v DC

5V DC

12/24V DC

FPC Width
mm
10

10

Model No.+Color+Light output+Power

IP Grade Min Cut
mm

20/64/65/68 33.33

20/64/65/68 16.66

20/64/65/68 50/100




Model No.+Color+Light output+Power

5225

Model Leds/M Watt/M Input Voltage CRI

FPC Width Color IP Grade Min Cut
mm mm

SC-YID3-W+WW-12 60 (2in 1) 28.8 12v DC 10 2IN 1 (W+WW) 20/64 50

5050

Model Leds/M Watt/M Input Voltage FPCmVr¥1idth Color IP Grade Mirr]n%ut

SC-OID2 30RGB+30 single 14.4 12v/24v DC 12 RGB+SINGLE COLOR 20/64/65/68 50/100

SC-OID3 20RGB+40 single 14.4 24V/12V DC 12 RGB+SINGLE COLOR 20/64/65/68 50/100

SC-OID4 60 (4in1) 19.2 12V/24V DC 10 4IN 1 (RGB+SIGNEL COLOR) 20/64 50/100

Leds/M Watt/M Input Voltage FPCm¥Vnidth Color IP Grade

SC-YID-1-A 120 E 80/90 wHWwW 20/64/65/68

) SC-YID-W+WW-12 120 80/90 wWHWW 20/64/65/68

SC-YID2-W+WW 60 (2in1) . 70/90 2N 1 (W+WW) 20/64/65/68
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LED Strip Model No.+Color+Light output+Power

Super slim strip (3.5mm width) 3020

Model Leds/M  Watt/M Input Voltage Lumens/M CRI FPC Width Color IP Grade Min Cut
mm mm
SC-ID35-X 78 12.4 12v DC 990 980 940 80/90 35 W/NW/WW 20 385
Model Leds/M  Watt/M Input Voltage Lumens/M CRI FPC Width Color IP Grade Min Cut
mm mm
W/NW/WW
SC-IE35-90-X 90 11 12v DC 990 980 940 80/90 35 20 33.33
R/G/B/Y/O
W/NW/WW
SC-IE35-120-X 120 14.4 12v DC 1200 1150 1100 80/90 35 20 25
R/G/B/Y/O

3
Warranty
e

¥ Agé/'\ AES|| C€ ||RoHs

12vDC| |cutaie| | 120

@
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LED Strip Model No.+Color+Light output+Power

Unique CCT strip 3528

Model Leds/M  Watt/M  Input Voltage Color Lumens/M FPC Width P Grade Min Cut
sc-Ic-B 60 48 12/24V DC Ice blue 250 8 20/64/65/68 50/100
scC-IC-B2 120 9.6 12/24V DC Ice blue 510 8 20/64/65/68 25/50
sC-IC-GY 60 4.8 12/24V DC Golden yellow 310 8 20/64/65/68 50/100

SC-IC-GY2 120 9.6 12/24V DC Golden yellow 630 8 20/64/65/68 25/50
5050
Model Leds/M Watt/M Input Voltage Color Lumens/M FPCm\{quidth |P Grade Mirr}w(r%m
SC-5050ID-IB 30 7.2 12/24V DC Ice blue 430 10 20/64/65/68 100/200
SC-5050ID-1B2 60 14.4 12/24V DC Ice blue 850 10 20/64/65/68 50/100
SC-5050ID-GY 30 7.2 12/24V DC Golden yellow 500 10 20/64/65/68 100/200
SC-5050ID-GY2 60 14.4 12/24V DC Golden yellow 1010 10 20/64/65/68 50/100

. o (1w (37N 1Es| c€llroms

12vDC| | 24vDC| |cuttapie| | 120 3jears

Warranty
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LED Strip

S-type flexible strip 3528

Model No.+Color+Light output+Power

Model Leds/M Watt/M Input Voltage Lumens/M CRI FPC Width Color IP Grade Min Cut
mm mm
W/NW/WW
SC-IS-X-8mm 60 4.8 12v DC 420 400 390 80/90 8 20 50
R/G/B/Y/O
W/NW/WW
SC-IS-X-6mm 72 5.76 12v DC 500 480 460 80/90 6 20 41.66
R/G/B/Y/O

N
Warranty
years

$ X7\ Es| e Roms

12v0C| |cutabie| | 120

©
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3014

Model

SC-SID-3014-X

Leds/M  Watt/M

60 4.8

Input Voltage

12/24v DC

Lumens/M

[720° 660 600

CRI

80

FPC Width
mm

8

Color

W/NW/WW

Model No.+Color+Light output+Power

IP Grade Min Cut
mm

20/65 50/100




LED Strip Model No.+Color+Light output+Power

Model Leds/M  Watt/M  Input Voltage Lumens/M CRI FPC Width Color IP Grade Mirr]n(r%m
mm
W/NW/WW
SC-SS-X 30 2.4 12/24V DC 200 180 160 80/90 8 RIG/BIY 20 100/200
W/NW/WW
SC-WLS30-X 30 3 12/24V DC 190 170 150 80/90 8 R/G/B/Y/RGB 65 100/200
W/NW/WW
SC-WLS60-X 60 6 12/24V DC 380 340 300 80/90 8 R/G/B/Y/RGE 65 50/100
Model Leds/M  Watt/M Input Voltage Lumens/M CRI FPC Width Color IP Grade Min Cut
mm mm
W/NW/WW
SC-ASS30-X 30 7.2 12/24V DC 500 450 400 80 10 R/G/B/V/RGE 65 100/200
W/NW/WW
SC-ASS60-X 60 14.4 12/24V DC 1000 900 800 80/90 10 R/G/B/Y/RGB 65 50/100
SC-SS-RGB 30 7.2 12/24V DC 500 450 400 80 10 RGB 20 50/100
Model Leds/M  Watt/M  Input Voltage Lumens/M CRI FPC Width color IP Grade Min Cut
mm mm
SC-WLS30-M-W 30 7.2 12/24V DC 720 690 590 80/90 8 W/NW/WW 20 100/200
SC-WLS60-M-W 60 14.4 12/24v DC 1440 1380 1180 80/90 8 W/NW/WW 20 50/100

v |9 X N s ce | Rons| |20

Warranty
12voc | |2avpe| |cutane| | 120 S oms
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o]y ircial Lighting

How can attract or even fascinate your customers with
the products? Maybe you hope that customers entering
into your restaurant sit down, order a coffee and quietly
enjoy the life. Does your lighting atmosphere highlight
your brand concept? Do you still use traditional CFL,

halogen lamp,metal halide ?

Its time to replace them with LED lamp.
LED is solid light source, UV free,
mercury free, and it is healthy and green
lighting; at the same time it is more

energy-saving, up to 85%.

Signcomplex commercial lighting products are designed

based on scene and mood lighting, different light efficiency,

maximum up to 120lm/W, can meet general iluminance
requirement. CCT 3000K,4000K,5000K,6000K,

and 2700K(customized), minimum CRI >80,

maximum 95. No matter glorious hotel or warm

and sweet coffee shop, you can find suitable

lamp from Signcomplex.

Since 2006, Signcomplex supply thousands
of our products to brand company like Louis
Vuitton, Burburry, Sheraton, Four-Seasons,
Marriott, Marlboro, NIKE, Walmart etc, and
Signcomplex is the vendor of Schneider,

Simon, SLV, Philips and Electrolux.

46
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LED Panel Light

LED Troffer Series  ----------- oo 51-58
X Series Square Panel Light ~ --------oooomnoieane 59-60
J Series Square Panel Light ~ --------------nenoooennene 61-62
F Series Square Panel Light ~ ---------ooommeemmneeaaas 63-66
UGR,19 Series  ---------=--momremme e 67-68
K Series color temperature and brightness adjustable === ==============-- 69-70
Narrow frame Panel series ~ ------------r-omummnnannes 71-72
F Series Round Panel Light ~ -----------------omemeem 79-80
F Series Surface Mounted Round Panel Light ------- 81-82
Waterproof Round Panel Light — ------------coomeeee 83-84
Ulapproved J Series ~ ----------rmmmmmmmneea 85-86
R S 87-88
LED Light BOX ~ --------snmessmmesmemesmemesmeeeeceeaes 89-90
Dimmable Panel Light  ------------rmmmmmmmmmmmmmeemees 91-94

48






Commercial Lighting

LED Troffer series

white housing, RAL9003.
6063 aluminum frame and
aluminum PCB plate makes
excellent heat dissipation
performance.

LED driver: isolated constant current design,

LED: high efficiency 2835 SMD LED.

51

low heat, and high efficiency up to 85%,PF>0.95.

PC cover, 120 degree high temperature resistant.
Two options: frosted and wave lens.

PF
110° ([ =0.9

Code composition: Model No.+CCT+Light output+CRI

Original Warranty
design 3years

Size:(mm)

Size:(mm)

Size:(mm)

600/2362"

Size:(mm)

600

600

600/2362"

600/2362"

600/2362"

Size:(mm)

600/2362"

Model number

CCT ng(lLto%L‘Jmtput

CRI

SC-GL-45-AW-01W-6060
SC-GL-45-AW-01NW-6060
SC-GL-45-AW-01WW-6060

Model number

CCT ng(lLto%L‘Jmtput

>80
>80
>80

CRI

SC-GL-60-AW-01W-6060
SC-GL-60-AW-01NW-6060
SC-GL-60-AW-01WW-6060

Model number

CCT ng(tho%l‘Jn:(put

>80
>80
>80

CRI

SC-GL-35-AW-01-CW-C
SC-GL-35-AW-01-NW-C
SC-GL-35-AW-01-WW-C

Model number

CCT Ligh1t00utput

>80
>80
>80

CRI

SC-GL-45-AW-01-CW-C
SC-GL-45-AW-01-NW-C
SC-GL-45-AW-01-WW-C

Model number

CCT ngmo%ymtput

>80
>80
>80

CRI

600/2362"

SC-GL-55-AW-01-CW-C
SC-GL-55-AW-01-NW-C
SC-GL-55-AW-01-WW-C

>80
>80
>80

o180

11T

SRS
S

Ve

SC-GL-45-AW-01W-6060 SC-GL-45-AW-01NW-6060

180

117
2%

SC-GL-60-AW-01NW-6060

SC-GL-35-AW-01CW-6060 SC-GL-35-AW-01NW-6060

=y
35W

ST
S
g
A
4

IS
% “I&‘
Wit

150>
Z

%

‘ ;“I..'
S

|7
!\l"

77
X
D

25

SC-GL-45-AW-01NW-6060

SC-GL-55-AW-01CW-6060

W

SC-GL-55-AW-01NW-6060
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Commercial Lighting Code composition: Model No.+CCT+Light output+CRI

LED Troffer series . esion

Size:(mm) 40W

68mm/2.68"
Model number CCT Lig(h:[Oo)L‘Jtput CRI
+10%)Im
R SC-GLN-040-AW-01W 5000 K 4330 >80
<
ﬁ SC-GLN-040-AW-01INW 4000 K 4310 >80
E SC-GLN-040-AW-01WW 3000 K 3680 >80
3
white housing,RAL9003 aluminum frame and ‘ ‘
aluminum PCB plate makes excellent heat dissipation PP
performance
Size:(in.) 55W
68mm/2.68" .
] Model number CCT L|g(h¥09)L‘Jtput CRI
+10%)Im
. ( ) SC-GLN-055-AW-01W 5000 K 5490 >80
5 SC-GLN-055-AW-01INW 4000 K 5520 >80
E SC-GLN-055-AW-01WW 3000 K 4920 >80
°l )
©

1212mm/a7.7"

PC cover ,120 degree
high temperture resistant

54




Commercial Lighting

LED Troffer series

55

Less cost of maintenance,
Easy to install or replace
fluorescent tubes.

40%~50% energy saving
effect by SMD LED

30,000 hours life time

DIALux lllumination Simulation Diagram

Industrial Area / Office Building / Ground Floor / Calculation surface 1/ Isolines/Horizontal illuminance

Calculation surface 1/ Isolines/Horizontal illuminance

Scale: 1:50
Horizontal illuminance (Grid)
Average: 226 Ix, Min: 148 Ix, Max: 268 Ix, Min/average: 0.655, Min/max: 0.552, Points: 3 x 9 (Relevant: all)

Industrial Area / Office Building / Ground Floor / Calculation surface 2 / Isolines/Horizontal illuminance

Calculation surface 2 / Isolines/Horizontal illuminance

Scale:1:10

Horizontal illuminance (Grid)
Average: 336 Ix, Min: 245 Ix, Max: 385 Ix, Min/average: 0.729, Min/max: 0.636, Points: 7 x 3 (Relevant: all)

LED Troffer series

220
250
. Ix
O
N -
2%
o
g
£ E
8 B
.
5 8

250
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Commercial Lighting

LED Troffer series

57

LED Troffer series
CRI>80

= Hotels

= Conference / Meeting rooms

= Factories & Offices

=> Commercial Purposes.

= Residential / Institution Buildings

=> Schools, Colleges & Universities

=» Hospitals

=> Places where energy saving and
high color rendering index lighting

are needed.

Scene Effect Diagram
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Commercial Lighting Code composition: Model No.+CCT+Light output+CRI

X Series Square Panel Light  soim/w

white housing,RAL9003. Size:mm) - 40W
6063 aluminum frame. . .
595/23. 43 9,0/04‘375” 600/23. 62 9.0/&,&5”
super slim 8.6mm thickness. Model number CCT Ligrw(t1g/LJ)Itput CRI
+10%)Im
b 3 @ 8 SC-PSC24CE6060-X40W  5500-6500K 3557 >80
5 E 3 3 SC-PSC24NEBO0BO-X40W  3700-4500K 3628 >80
SC-PSC24WEG060-X40W  2700-3200K 3346 >80
549/21.61" 554/21.81"

Use reflective
sheeting and
aluminum back

cover to prevent

light leaking.
9 9 3 mm thickness light guide plate,

PS diffuser panel with high light
transmittance.

4014 SMD LED chip, high luminous
efficacy with reliable quality,

more than 50,000 hours life time.

LED driver: isolated constant
el | current design, Low heat, and
high efficiency up to 85%,PF>0.95.

LED ™ )

¥ PF .
o |=00s| | 777 | |oaama| [-1ES| | CE€ oy
220-240V AC| E‘g{;‘g, design 3 years
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Commercial Lighting Code composition: Model No.+CCT+Light output+CRI

J Series Square Panel Light  100m/w 130im/w
white housing, RAL9003.

. Size:(mm) 40W
6063 aluminum frame.
super slim 8.6mm thickness. 600123, 62° 5.6/0.34”
Model number CCT Ligr}twg)/u)‘tput CRI
+ %)lm
] 9 SC-PSC24CE6060-J40W-01 5500-6500K 4300 >80
g 8 SC-PSC24NE6060-J40W-01 3700-4500K 4200 >80
S B
° b SC-PSC24WE6060-J40W-01 2700-3200K 3650 >80
552/21. 73"
Size:(mm) 40W
600/23. 62" B.fLO.EAN
Model number CCT  Light output CRI
(+10%)Im
: N o X - x 5500-6500K 5180
Use reflective 2 M SC-PSC24CE6060-J40W-02 >80
i S 3 SC-PSC24NE6060-J40W-02  3700-4500K 5200 >80
S 3
sheeting and © ‘" SC-PSC24WE6060-J40W-02  2700-3200K 4600 >80
aluminum back —

cover to prevent

light leaking.
ghtieaing 3 mm thickness light guide plate,

brand: Mitsubishi from Japan.
PS diffuser panel with high light

transmittance.

4014 SMD LED chip, high luminous

efficacy with reliable quality,

more than 50,000 hours life time.

LED driver: isolated constant
-« 4 < current design, Low heat, and
high efficiency up to 85%,PF>0.95.
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Commercial Lighting

F Series Square Panel Light  300300mm  300*600mm  600*600mm  600*1200mm  90Im/w

white housing,RAL9003.
6063 aluminum frame.

super slim 9mm thickness.

3 mm thickness light guide plate,
brand: Mitsubishi from Japan.
PC diffuser panel with high light
transmittance, 120 degree high

temperature resistant.

Use reflective
sheeting and
aluminum back
cover to prevent
light leaking.

2835 SMD LED chip, high luminous

efficacy with reliable quality,

more than 50,000 hours life time.

LED driver: isolated constant
- | current design, Low heat, and
high efficiency up to 85%,PF>0.95.

sranty
5 years
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Code composition: Model No.+CCT+Light output+CRI

18W

300

24W

600

300

35W

600

600

45W

600

600

55W

600

600

55W

1200

600

Model number

CRI

SC-PSC24CE3030-F18W
SC-PSC24NE3030-F18W
SC-PSC24WE3030-F18W

Model number

>80
>80
>80

CRI

SC-PSC24CE3060-F24W
SC-PSC24NE3060-F24W
SC-PSC24WE3060-F24W

Model number

>80
>80
>80

CRI

SC-PSC24CE6060-F35W
SC-PSC24NE6060-F35W
SC-PSC24WE6G060-F35W

Model number

>80
>80
>80

CRI

SC-PSC24CE6060-F45W
SC-PSC24NE6060-FA5W
SC-PSC24WE6G060-FA5W

Model number

>80
>80
>80

SC-PSC24CE6060-F55W
SC-PSC24NE6060-F55W
SC-PSC24WE6G060-FS5W

Model number

CRI

SC-PSC24CE6012-F55W
SC-PSC24NE6012-F55W
SC-PSC24WE6012-F55W

>80
>80
>80

SC-PSC24CE3060-F24W

T

N

75
23

STt

e
%%
50

17

7N

SC-PSC24CE6060-F35W

Sy
s

NS
/] \;,,

o JI
R

LN ¢
20
"’ﬁ‘

iz

7

i

8!
X
N \\\!

il
LT
LTS,

S TS

P

il

XS
%

%,

SC-PSC24NE3030-F18W

150
SEHAD
passNlv casy
BES=apSSun

&
4
A

SC-PSC24WE3060-F24W

S
SNz
o

NS

SO

o

7> :
L1750
11752
%
NS
B

W

S
Al
/i
l‘

T
LS,

S
Q“:

SC-PSC24NE6060-F35W

SC-PSC24CE6060-F45W

117
TG
Nwze
e

SC-PSC24CE6060-F55W

wSSS
NS,
N
e

(e

SC-PSC24CE6012-F55W

SC-PSC24NE6060-F45W

SC-PSC24NE6060-F55W

SC-PSC24WE6012-F55W
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Commercial Lighting

Code composition: Model No.+CCT+Light output+CRI

F Series Square Panel Light  300v1200mm 90im/w

Size:(mm) 35W
Model number CCT Light output CRI L7
o (10%)Im "' 120
L SC-PSC24CE3012-F35W  5000-6500K 2837 >80 ég w an
<9 NG 2N
SC-PSC24NE3012-F35W 3700-4500K 2652 >80 @7/‘2‘.&\%‘?’ :’?f;/l[‘
1 ) o
Liss I SC-PSC24WE3012-F35W  2700-3200K 2413 >80
SC-PSC24CE3012-F35W SC-PSC24NE3012-F35W
Size:(mm) 45W
Model number CCT Light output CRI
9, (£10%)Im
oo SC-PSC24CE3012-F45W  5000-6500K 3754 >80
1 SC-PSC24NE3012-FA5W  3700-4500K 3770 >80
11 ]
. ' w SC-PSC24WE3012-F45W  2700-3200K 3505 >80
Use reflective sheeting e |
and aluminum back SC-PSC24CE3012-Fa5W SC-PSC24NE3012-F45W
cover to prevent light leaking.
white housing,RAL9003. Size:(mm) 55W
) . T yIeuil
6063 aluminum frame. g Model number CCT  Light output CRl SAR o ST AN e
. R RS
super slim 9mm thickness. EE SC-PSC24CE3012-F55W  5000-6500K 3919 >80 ==E§QQ%§== . EEESQQ/%% .
b E== i SSMeC- - i =
— - SC-PSC24NE3012-FS5W  3700-4500K 4021 >80 w@lﬂ;\k\\s‘gg we’lﬂ%\‘?b
1200 ‘ SC-PSC24WE3012-F55W 27003200 3910 >80 '0‘.'.!”“{" ’Q‘"E;}““

SC-PSC24NE3012-F55W
SC-PSC24CE3012-F55W

3mm thickness light guide plate,
brand: Mitsubishi from Japan.
PC diffuser panel with high light
transmittance, 120 degree high
temperature resistant.

2835 SMD LED chip, high luminous
efficacy with reliable quality,

more than 50,000 hours life time.

LED driver: isolated constant
L «| current design, Low heat, and
high efficiency up to 85%,PF>0.95.

PF
110°| |=0.95

)] o ) 2 D B o e
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Commercial Lighting

UGR<19 series 600*600mm  80-90Im/W

Code composition: Model No.+CCT+Light output+CRI

Size:(mm) 35W
600/23.62"
e Model number OCT _ Light output CRI
&3 m
Flat frame with RAL9003 white color, [ o0n o
no any slight gap at the junction part. A SC-PSC24NEG0G0-F35W-01 40004500K 2845 >80
&8 SC-PSC24WEB060-F35W-01  2700-3200K 2430 >80
Size:(mm) 45W
600/23.62"
556/21.89"
Model number CCT  Light output CRI
(=10%)Im
SC-PSC24CE6060-FASW-01  5500-6500K 3234 >80
SC-PSC24NEB060-FA5W-01  4000-4500K 3340 >80
H SC-PSC24WEB060-F45W-01  2700-3200K 3040 >80
9.0/0.35"
Size:(mm) 35W
Model number CCT  Light output CRI
(£10%)im
: SC-PSC24CE6060-H35W-01  5500-6500K 3259 >80
B SC-PSC24NE6060-H35W-01  4000-4500K 3093 >80
§ SC-PSC24WEB060-H35W-01 2700-3200K 2850 >80
3
3
600/23.62"
|
Size:(mm) 35W
Model number CCT  Light output CRI
(=10%)Im
: SC-PSC24CE6060-H45W-01  5500-6500K 4072 >80
2835 SMD LED chip, high luminous g SC-PSC24NE6060-H45W-01  4000-4500K 4030 >80
®
. . . o SC-PSC24WEB060-H45W-01 2700-3200K 3632 >80
efficacy with reliable quality, g
more than 50,000 hours life time.
600/23.62"

LED driver: isolated constant
current design, Low heat, and
high efficiency up to 85%,PF>0.95.

EA ] PR =
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Commercial Lighting

K Series 600*600mm  Color temperature and brightness adjustable

white housing,RAL9003.
6063 aluminum frame.

super slim 9.5mm thickness.

Use reflective
sheeting and
aluminum back
cover to preven
light leaking.

Combine the controller and driver in one housing,

work with 2.4G wireless remote control signal,

quickly respond,high sensitivity.

LED PF
e 2 ] 5 e ] e o e
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Code composition: Model No.+CCT+Light output+CRI

Model number

CRI

SC-PSD24DE6060-K45W

556/21.89"

>80
>80
>80
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Commercial Lighting Code composition: Model No.+CCT+Light output+CRI

Narrow frame panel series 600°600mm

Size:(mm) 40W
600
587 265
I Model number CCT  Light output CRI
(£10%)im
SC-PSC24CE6060-240W  5500-6500K 4000 >80
SC-PSC24NE6060-Z40W  4000-4500K 4000 >80
EE SC-PSC24WEB060-Z40W  2700-3200K 3400 >80

White housing,RAL9003,
6063 aluminum frame Very narrow frame,only 8.5MM width.

3mm thickness light guide plate:
PMMA from mitsubishi

4014 SMD LED chip, high luminous efficacy with reliable quality,
more than 50,000 hours life time.

LED driver: isolated constant current design,
- low heat, and high efficiency up to 85%,PF>0.95.

o PF <
L] e s ce



Commersial Lighting DIALux lllumination Simulation Diagram

Suspended installation

T11.75m T11.75m
1049 T1052
1983 Tos3
Ts10 810
1721 T71
1532 1532
T4.43 T443
Vaes inLux, Scale 1:100
Position of surface in room 0 1
Marked point: [ I 232 T2
(0.000 m, 5.880 m, 0.000 m) P P
S S /9‘ 1.43 . I 143
Position of surface in room Values in Lux, Scale 1:100 150 | 200 | 150 Q 150 ’
Grid: 128 x 128 Points gz)" i Marked point: !
- ) " 000 (0.000 m, 5.880 m, 1.500 m) Looo
E_ [Ix] EninliX] E nax [IX] 0 E.i,/E } ' ' . | | } ;o
Vs "6.00 ™07 0.1 :lo ™ 0,056 oot % e Grid: 128 x 128 Points 000 111 593 775m
Eav [Ix] Emin[IX] Emax [Ix] uo Emin/ Emax
94 8.71 216 0.093 0.040
T11.75m
T1047
Tos3
Ts.10
Tr
1532
Ta43
B i | T232
Position of surface in room Valuesin Lux, Scale 1:100 1143
Marked point:
(0.000 m, 5.880 m, 0.750 m)
‘ ‘ . 0,00
Grid: 128 x 128 Points 000 111 386660 775m
E av [IX] E min [IX] E max [IX] u0 Emin/ E max
70 6.44 139 0.092 0.046
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Commercial Lighting Scene Effect Diagram

Embedded Installation

Indoor Space / Calculation Surface 1/  Isolines (E, Perpendicular)

[1.60

[1.40

110
100 [0.91

120

o / To.52

NN
120.120

Values in Lux, Scale 1:26 . 1 30/
F130— 130

= ~0.00
H—H——p— - —— ]
0.00 0.200.39 0.59 080 1.05 133 1.60m

Position of surface in room
Marked point:
(2.406 m, 11.446 m, 0.850 m)

Grid: 128 x 128 Points
f E,, [Ix] E nin[IX] E__ [Ix] u0 E

max min/ E max

121 96 136 0.791 0.704
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Commercial Lighting

77

Indoor Space / Workplane /

LED

Square panel light
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Commercial Lighting

F Series Round Panel Light 2835smp LED

Use reflective sheeting and aluminum
6063 aluminum, white housing, back cover to prevent light leaking.

RAL9003.With springs for pan ! TLLRE i seT I "
jaild g,
L I.'.
L}

recessed installation.
]
y | ]

2

of )

PMMA diffuser panel with
high light transmittance

3mm thickness light guide plate,
brand: Mitsubishi from Japan.

‘ LED: 2835 SMD LED chip, high luminous efficacy with reliable quality,
‘__z more than 50,000 hours life time.

LED driver: isolated constant current design, low heat,
and high efficiency up to 85%,PF>0.95

LED ™
‘ PF '/
. Origina
283 | [ =
too2uovac| | 2535 0.9 design
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Code composition: Model No.+CCT+Light output+CRI

Size:(mm)

Size:(mm)

@180

Size:(mm)

2190
@240

Model number

DL-008-AW-01INW-F
DL-008-AW-01WW-F

2130

Model number

DL-011-AW-01INW-F
DL-011-AW-01WW-F

Model number

I

—

DL-014-AW-01INW-F
DL-014-AW-01WW-F

- J240
@190 —

/180 /4180

RESE % SREEs e ceE
SN SR

SSHRIS- R
ST SO

DL-008-AW-01W-F DL-008-AW-01NW-F

o ) o
DL-011-AW-01W-F DL-011-AW-01WW-F

7%
LA
e
N

HDS
=

=
S

V1]
W
i
/ll
i
[

!

i1
!
N
N
(===
]
1]

DL-014-AW-01W-F DL-014-AW-01WW-F
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Commercial Lighting

Code composition: Model No.+CCT+Light output+CRI

F Series Surface Mounted Round Panel Light

Size:(mm)
. 2383
2180 Model number CCT  Light output CRI
T (=10%)im
2 DL-011-AW-02W-F 5000-6500K 871 >80
surface installation & DL-011-AW-02NW-F  37004500K 885 >80
l DL-011-AW-02WW-F 2700-3200K. 841 >80
DL-011-AW-02W-F DL-011-AW-02NW-F
6063 aluminum, white housing,
Size:(mm)
RAL9003. .
T Model number CCT  Light output CRI
(£10%)Im
S
g DL-014-AW-02W-F 5000-6500K 1185 >80
l DL-014-AW-02NW-F 3700-4500K 1188 >80
- DL-014-AW-02WW-F 2700-3200K 1109 >80

DL-014-AW-02W-F DL-014-AW-02NW-F

PMMA diffuser panel with

high light transmittance
3 mm thickness light guide plate,

brand: Mitsubishi from Japan.

LED: 2835 SMD LED chip, high luminous efficacy with reliable quality,
more than 50,000 hours life time.

LED driver: isolated constant current design, low heat,
and high efficiency up to 85%,PF>0.95

b PF o >
IES C€ ErP 3years
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Commercial Lighting

Waterproof round Panel Light  pe4

PMMA diffuser and LGP
with high light transmittance

waterproof design,|IP64

Die casting aluminum frame,
white housing,with springs for
recessed installation

e ] [ pE s 2

83

Size:(mm)

Size:(mm)

Model number

CCT

Code composition: Model No.+CCT+Light output+CRI

Light output CRI
g (i10%)lmp
DL-008-AW-W-W 5000-6500K 567 >80
DL-008-AW-NW-W 3700-4500K 564 >80
DL-008-AW-WW-W 2700-3200K 523 >80
Model number CCT  Light output CRI
(+10%)Im
DL-011-AW-W-W 5000-6500K 808 >80
DL-011-AW-NW-W 3700-4500K 820 >80
DL-011-AW-WW-W 2700-3200K 735 >80
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Commercial Lighting

UL Approved J Series LED Panel Light  2*2feet 80-90Im/w

white housing,RAL9003.
6063 aluminum frame.

super slim 11/32" thickness.

5/32" thickness light guide plate,
Brand: Mitsubishi from Japan.
PC diffuser panel with high light
transmittance, 120 degree high
temperature resistant.

Use reflective
sheeting and
aluminum back
cover to prevent
light leaking.

With junction box on the back for LED driver.

2835 SMD LED chip, high luminous

efficacy with reliable quality,

«N

more than 50,000 hours life time.

N
10v oy |Gy
dimming 10277 40W | |55W

PF < c€ @ >
o] [ e e e od [0 B 22
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Code composition: Model No.+CCT+Light output+CRI

Size:(in.) 40W
2feet 0.032 feet
o N
R
N &
SO e
Size:(in.) 40W
[ E——
4feet
¥
: (Rl
N
[ ——
Size:(in.) 55W
| ——
4feet
4 N
R
i Vi
—=

0.032 feet

0.032 feet

0.15 feet

Model number CCT Ligh(tmo/u)‘tput CRI
+10%)Im
SC-PSCAWCEG060-J40W 5000 K 3880 >80
SC-PSCAWNEG060-J40W 4000 K 3747 >80
SC-PSCAWWEB060-J40W 3000 K 3330 >80
Model number CCT Ligh(tmo/u)‘tput CRI
+10%)Im
SC-PSCAWCE3012-J40W 5000 K 3609 >80
SC-PSCAWNE3012-J40W 4000 K 3714 >80
SC-PSCAWWE3012-J40W 3000 K 3190 >80
Model number CCT Ligh(twg/u)‘tput CRI
+10%)Im
SC-PSCAWCEG012-J55W 5000 K 4862 >80
SC-PSCAWNEG012-J55W 4000 K 5179 >80
SC-PSCAWWEB012-J55W 3000 K 4705 >80
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Commercial Lighting Code composition: Model No.+Color

RGB series Square Panel Light

Size:(mm)
. ) ) ) ) ) SC-PSF24FE2020 RGB
6063 aluminum, white housing, Use reflective sheeting and aluminum
RALQOOS d I SC-PSF24FE3030 RGB 1200
.recessed installation. i i g 4 o J
back cover to prevent light leaking. SC.PSF2AFE3012 RGB 8 . 4 n
SC-PSF24FE3060 RGB N : : 8 ﬁl
- B
SC-PSF24FE6060 RGB Ti0z 16 st is
SC-PSF24FE3030 SC-PSF24FE6060 SC-PSF24FE6012 SC-PSF24FE3012

SC-PSF24FE6012 RGB

PMMA diffuser panel with high light transmittance
6mm thickness light guide plate, brand: Mitsubishi from Japan.

LED: 5050 SMD LED chip, high luminous

~‘ efficacy with reliable quality,
v more than 50,000 hours life time.

B 000656000

E RGB controller included
for color changing

8W |[25W|| s <
10°| W o) L ES) € ErP s
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Commercial Lighting

LED Light Box

AL ™
A ‘.'J

VEADONS

89

The frame can be easily opened by hand for picture changing.

super slim:19.5mm

Origi
design

Work

Code composition: Di

g

Size:(mm)

LED Light Box

Dimension Working Voltage Power

Al 607X853mm 24V DC 28W
A2 433X607mm 24V DC 20w
A3 310X433mm 24V DC 15W
A4 223X310mm 24V DC 8W

According to custom size but Maximum size:
1500X800mm
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Commercial Lighting Interior LED

D H b I I I H ht Signcomplex has three dimmable versions of LED panel light:0-10V, Dall and Triac, D H b I I I H ht Signcomplex has three dimmable versions of LED panel light:0-10V, Dall and Triac,
I m m a e pa n e I g just simply replace the regular driver with dimmable driver. I m m a e pa n e I g just simply replace the regular driver with dimmable driver.

0-10V Driver Electrical Connection Dali Driver Electrical Connection

. e onetoone
onetoone |l
I
| | B Constant current[~————<mll 1= Cle==CFO=————{|  LED Panel Light
| : DaLi dimmable
[P Y driver T
- NN——= | Dpali |
2 5C 0-10 black - | dimmer
L DC 0-10V red +
one to more
77777777 I
| | B Constant current =il 1= (===  LeD PanelLight
| ! DaLi dimmable NO. 1
[ ) driver ~N——
,,,,,,, | it |
: ! \L one to more ! | » Constant current = Ce==CES=————] LEp PanelLight
h : J | : DaLi dimmable NO. 2
) = ! .
[ \j/ LED::S.,:_,U,“ o ____ B driver ~
L]
L]
L]
L]
ol g :
| I \J& .
- L]
e - ! \\}/ LED Panel Light °
NO. 2
- |
H | | )’ Constant current ML= (=== LD PanelLight
: : : J DalLi d&w\g?ble o NO. 20
N
S e X N | DaLi |
. "o dimmer
[PPSR, " w o T
| I \J&
Losomeons ! B Constant current S R
(e G—— ght
\“‘J‘/ DC 0-10V black - NO. 20

DC 0-10V red +
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Commercial Lighting

Dimmable panel light

Triac Driver Electrical Connection

Signcomplex has three dimmable versions of LED panel light:0-10V, Dall and Triac,
just simply replace the regular driver with dimmable driver.

Interior LED

93

| AC 220-240V 50Hz |

TRIAC %if one to one
o E‘lﬂl % e0 dimnag E%
Dim npu jriver = =l J—CIm=CF—————] LEDPanel Light
| AC 220-240V 50Hz
TRIAC |ACOutput § one to more
Dim AC Input S ;E\/D;\mm.)b\e %
=N, —cilll = CIw==)==——=| LED Panel Light
NO.1
Nl L : .
| AC 220-240V 50Hz |
w LED aimmabie|
= |driver = =l = Dw==CF——————|| LEDPanelLight
NO.2
| AC 220-240V 50Hz
i .
.
.
.
.
.
.
.
.
= [orver =
= =l = e =—————x| D Panel Light

NO.20
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97

LED TUBES

B 170LPW MT8 LED Tube -------------=ssmmmmemmeeeanan.

I New Type MT8 Series  -------eoommeimee 101-102
I MT8 LED Tube With External Power Supply --------- 103-104
B Super Brightness ST8 Series ~ ---------------==-====xxoo: 105-106
B ST8 LED Tube With External Power Supply -------... 107-108
B High Brightness CT8 Series  -------------conommomnanne 109-110
B Microwave Sensor LED T8 Tube  --------------c-nnmunnne 111-112
B Compatible XT8 Tube -------cmeemememeeeeL 113-114
B LED U Tube Series  ---------=rmsrmsrmermmrmenancenanee 115-116
B New Type XT5 Tube  -----rre-mmmmmmmmmmemnecaeeeee 117-118
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Commercial Lighting Code composition: Model No.+CCT+Light output+LED Q’ty+CRI

170LPW MT8 LED Tube

Size:(mm)

o, X

At 0.6m=3588mm 1.2m=1198mm 1.5m=1498mm

B 28'4mm
Model number CCT Light output LED CRI
+10%)Im Q't
y
Adopt high lumen 2835 LEDs, lighting efficiency of whole tube Frosted
with milky cover can be up to be 170LM/W; (High brightness)
Energy-saving, eco-friendly,no UV, IR or mercury, RoHS compliant;
9y 9, Y, ’ . pliant; MT8-009-AW-WW-16F 2800-3200K 1220 96 =80
MT8-009-AW-NW-16F 4000-4500K 1402 96 >80
MT8-009-AW-W-16F 5700-6300K 1366 96 =80 o
MT8-018-AW-WW-17F
18 0
Clear ¥
(High brightness) ‘t:‘“"":" 20
) o - W7 .
Transparent or milky lamp cover, high lighting efficiency, MT8-009-AW-WW-16C 2800-3200K 1257 96 =80 \\\w/,;'@"
uniform luminous surface, no dark spot; MT8-009-AW-NW-16C 4000-4500K 1468 96 =80 “é,‘ N
- MT8-009-AW-W-16C 5700-6300K 1422 926 =80
!
MT8-022-AW-WW-16F
Frosted
(High brightness)
MT8-018-AW-WW-17F 2800-3200K 2448 168 =80
MT8-018-AW-NW-17F 4000-4500K 2725 168 =80
F | MT8-018-AW-W-17F 5700-6300K 2670 168 =80
Kl Clear
’, P) (High brightness)
/ ’
(7T =80
MT8-018-AW-WW-17C 2800-3200K 2624 168 =
MT8-018-AW-NW-17C 4000-4500K 2857 168 =80
MT8-018-AW-W-17C 5700-6300K 2827 168 =80
Frosted
(High brightness)
MT8-022-AW-WW-16F 2800-3200K 3053 216 >80
MT8-022-AW-NW-16F 4000-4500K 3463 216 =80
- MT8-022-AW-W-16F 5700-6300K 3469 216 =80
N
' Clear
\ (High brightness)
B MT8-022-AW-WW-16C  2800-3200K 3318 216 =80
’ MT8-022-AW-NW-16C 4000-4500K 3823 216 =80
v MT8-022-AW-W-16C 5700-6300K 3725 216 =80
.
¥ ow LED PE || >
] 25 | & oo} S 5] o] - B £
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Commercial Lighting

New Type MTS8 series

CRI > 80, CE and RoHS compliant, PF > 0.95,
no glare, no interference, human body induction.

Long lifetime, energy-saving, high bright,
h high efficiency thermal management, high lumen,
5 years warranty, highly cost-efective.

Code composition: Model No.+CCT+Light output+LED Q’ty+CRI

ow LED PF || >
w3 || 8 "GGD 0,05 Suzg "ESH e R°“S||@"°@“’
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Size:(mm)

Foee
Ai 0.6M=603mm/23.7° 12M=1213mm/47.7* L5M=1513mm/59.5"
B 0.6M=588Bmm/23.2* 12M=1198mm/47.2* 15M=1498mm/59.0"
C: 12.7mm/0.5"
Model number CCT Light output LED CRI
(+10%)Im Q'ty
Frosted
(High brightness)
MT8-009-AW-WW-03F 2800-3200K 1011 96 =80
MT8-009-AW-NW-03F 4000-4500K 1018 96 =80
MT8-009-AW-W-03F 5700-6300K 1090 96 =80
MT8-018-AW-WW-04F 2800-3200K 1976 168 =80
MT8-018-AW-NW-04F 4000-4500K 2057 168 =80
MT8-018-AW-W-04F 5700-6300K 2151 168 =80
MT8-022-AW-WW-02F 2800-3200K 2408 216 =80
MT8-022-AW-NW-02F 4000-4500K 2591 216 =80
MT8-022-AW-W-02F 5700-6300K 2771 216 =80
Clear
(High brightness)
MT8-009-AW-WW-01C 2800-3200K 1167 96 =80
MT8-009-AW-NW-01C 4000-4500K 1149 926 =80
MT8-009-AW-W-01C 5700-6300K 1257 96 =80
MT8-018-AW-WW-01C 2800-3200K 2258 168 =80
MT8-018-AW-NW-01C 4000-4500K 2355 168 =80
MT8-018-AW-W-01C 5700-6300K 2431 168 =80
MT8-022-AW-WW-01C 2800-3200K 2888 216 =80
MT8-022-AW-NW-01C 4000-4500K 2779 216 =80
MT8-022-AW-W-01C 5700-6300K 3139 216 =80
Frosted
(Normal brightness)
MT8-009-AW-WW-04F 2800-3200K 788.9 48 =80
MT8-009-AW-NW-04F 4000-4500K 874.2 48 =80
MT8-009-AW-W-04F 5700-6300K 858.2 48 =80
MT8-018-AW-WW-05F 2800-3200K 1701 96 =80
MT8-018-AW-NW-05F 4000-4500K 1873 96 =80
MT8-018-AW-W-05F 5700-6300K 1894 96 =80
MT8-022-AW-WW-03F 2800-3200K 1997 120 =80
MT8-022-AW-NW-03F 4000-4500K 2250 120 =80
MT8-022-AW-W-03F 5700-6300K 2340 120 =80
Clear
(Normal brightness)
MT8-009-AW-WW-02C 2800-3200 891.5 48 =80
MT8-009-AW-NW-02C 4000-4500K 987.9 48 =80
MT8-009-AW-W-02C 5700-6300 986.2 48 =80
MT8-018-AW-WW-02C 2800-3200 1867 96 =80
MT8-018-AW-NW-02C 4000-4500K 2066 96 =80
MT8-018-AW-W-02C 5700-6300 2078 96 =80
MT8-022-AW-WW-02C 2800-3200 2326 120 =80
MT8-022-AW-NW-02C 4000-4500K 2550 120 =80
MT8-022-AW-W-02C 5700-6300 2541 120 =80
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Commercial Lighting

MTS8 LED Tube With External Power Supply

Code composition: Model No.+CCT+Light output+LED Q’ty+CRI

Size:(mm)
| A ‘
127 ‘ . B , ‘
oAl C § ) IF
A: 0.6M=603mm/23.7"  1.2M=1213mm/47.7"  1.5M=1513mm/59. 5"
B: 0.6M=588mm/23.2"  1.2M=1198mm/47.2"  1.5M=1498mm/59.0"

103

The LED tube is designed with external power supply,

convenient to be disassembled and replaced;

Adopt high lumen 2835 LEDs, lighting efficiency of

whole tube with transparent cover can be up to be 140LM/W;
Energy-saving, eco-friendly,no UV, IR or mercury, RoHS compliant;

The LED tube is designed with external power supply to
reduce heat, so LEDs and power supply work in low temperature,
high stability of continuous working;

Y |[ow ][ = PF || >
]| 22 || 52 [|000]|0.55]umga| 1 ES| C€ Rots

Frosted
(High brightness)

Clear
(High brightness)

Model number CCT Light output LED CRI
1+10%)Im )
Q'ty
MT8-009-AW-WW-07F 2800-3200K 1081 96 =80
MT8-009-AW-NW-07F 4000-4500K 1128 96 — g0
MT8-009-AW-W-07F 5700-6300K 1160 96 >80
MT8-014-AW-WW-04F 2800-3200K 1796 144 =80
MT8-014-AW-NW-04F 4000-4500K 1878 144 ~80
MT8-014-AW-W-04F 5700-6300K 1909 144 =80
MT8-018-AW-WW-09F 2800-3200K 2201 168 =80
MT8-018-AW-NW-09F 4000-4500K 2328 168 =80
MT8-018-AW-W-09F 5700-6300K 2438 168 =80
MT8-022-AW-WW-06F 2800-3200K 2880 216 =80
MT8-022-AW-NW-06F 4000-4500K 2991 216 >80
MT8-022-AW-W-06F 5700-6300K 3010 216 >80
MT8-009-AW-WW-07C  2800-3200K 1210 76 >80
MT8-009-AW-NW-07C 4000-4500K 1256 96 ~ 20
MT8-009-AW-W-07C 5700-6300K 1287 926 =80
MT8-014-AW-WW-04C 2800-3200K 1935 144 =80
MT8-014-AW-NW-04C 2000-4500K 2036 144 >80
MT8-014-AW-W-04C 5700-6300K 2081 144 >80
MT8-018-AW-WW-09C 2800-3200K 2716 168 =80
MT8-018-AW-NW-09C 4000-4500K 2824 168 ~g80
MT8-018-AW-W-09C 5700-6300K 2881 168 =80
MT8-022-AW-WW-06C 2800-3200K 3221 216 =80
MT8-022-AW-NW-06C 4000-4500K 3317 216 =80
MT8-022-AW-W-06C 5700-6300K 3458 216 =80
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Commercial Lighting

Super Brightness ST8 series

High light efficiency, transparent cover 140LM/W,
frosted cover 120LM/W; frosted cover on the
market 100LM/W, equivalent to that of CT8;

no shadow or dark space.

Unique thermal
management , patent
design;

UL/TUV/ERP/DLC compliant,
CRI >80

CRI > 90 available

(light efficiency up to 120LM/W,
transparent cover),

choose 2835 high bright LED.

Rotatable and non-rotatable are available.

4colours mEEB
of end caps for optional ,aluminum +PC,
novel and unique, security and reliable.

ow |[ o 4 S
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Code composition: Model No.+CCT+Light output+Length+CRI

Size:(mm)

0

A 0.6M=603mm/23.7"  L2M=1213mm/47.7"
B 0.6M=588mn/23.2* 12M=1198mm/47.2"

C: 127mm/05"

1.5M=1513mm/59.5"
1.5M=1498mm/59.0"

Model number CCT Light output Length  CRI
(+10%)im mm
Clear
ST8-009-AW-WW-01C 2800-3200K 1161 60 >80
ST8-009-AW-NW-01C 4000-4500K 1169 60 =80
5T8-009-AW-W-01C 5700-6300K 1163 60 =80
ST8-018-AW-WW-01C 2800-3200K 2598 120 >80
ST8-018-AW-NW-01C 4000-4500K 2652 120 >80
ST8-018-AW-W-01C 5700-6300K 2594 120 =80
ST8-022-AW-WW-01C 2800-3200K 3145 150 >80
ST8-022-AW-NW-01C 4000-4500K 3167 150 >80
ST8-022-AW-W-01C 5700-6300K 3215 150 =80
ST8-030-AW-WW-01C 2800-3200K 3990 150 =80
ST8-030-AW-NW-01C 4000-4500K 4050 150 =80
ST8-030-AW-W-01C 5700-6300K 4100 150 =80
Frosted
ST8-009-AW-WW-01F 2800-3200K 1023 60 =80
ST8-009-AW-NW-01F 4000-4500K 1047 60 =80
ST8-009-AW-W-01F 5700-6300K 1037 60 =80
ST8-018-AW-WW-O1F 2800-3200K 2180 120 =80
ST8-018-AW-NW-01F 4000-4500K 2276 120 =80
ST8-018-AW-W-01F 5700-6300K 2169 120 >80
ST8-022-AW-WW-O1F 2800-3200K 2736 150 =80
ST8-022-AW-NW-01F 4000-4500K 2768 150 =80
ST8-022-AW-W-01F 5700-6300K 2751 150 >80
ST8-030-AW-WW-01F 2800-3200K 3600 150 >80
ST8-030-AW-NW-01F 4000-4500K 3700 150 >80
ST8-030-AW-W-01F 5700-6300K 3800 150 >80

/1180

9W Warm White(Frosted)
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Commercial Lighting Code composition: Model No.+CCT+Light output+Length+CRI

ST8 LED Tube With External Power Supply

Size:(mm)

Qo 1] 5 T

A: 0.6M=603mm/23.7"  1.2M=1213mm/47.7"  1.5M=1513mm/59. 5"
B: 0.6M=588mm/23.2"  1.2M=1198mm/47.2"  1.5M=1498mm/59.0" i 4.

127 ‘ A ‘

The LED tube is designed with external power supply,
convenient to be disassembled and replaced;

Adopt high lumen 2835 LEDs, lighting efficiency of whole tube
with transparent cover can be up to be 140LM/W; Model number CCT Light output Length  CRI
Energy-saving, eco-friendly,no UV, IR or mercury, RoHS compliant; S =

Frosted

ST8-009-AW-WW-07F 2800-3200K 1165 60 >80
ST8-009-AW-NW-07F 4000-4500K 1203 60 =80
ST8-009-AW-W-07F 5700-6300K 1207 60 >80
ST8-014-AW-WW-07F 2800-3200K 1887 ) >80
ST8-014-AW-NW-07F 4000-4500K 1985 EY =80
ST8-014-AW-W-07F 5700-6300K 1978 0] =80
ST8-018-AW-WW-07F 2800-3200K 2263 120 >80
ST8-018-AW-NW-07F 4000-4500K 2291 120 >80
ST8-018-AW-W-07F 5700-6300K 2335 120 =80
ST8-022-AW-WW-07F 2800-3200K 3159 150 =80
ST8-022-AW-NW-07F 4000-4500K 3303 150 =80
ST8-022-AW-W-07F 5700-6300K 3264 150 =80

9W Warm White(Frosted)

Clear

ST8-009-AW-WW-07F 2800-3200K 1259 60 =80
ST8-009-AW-NW-07F 4000-4500K 1314 60 =80
ST8-009-AW-W-07F 5700-6300K 1316 60 =80
ST8-014-AW-WW-07F 2800-3200K 2031 90 >80
ST8-014-AW-NW-07F 4000-4500K 2096 0 =80
ST8-014-AW-W-07F 5700-6300K 2173 90 =80
ST8-018-AW-WW-07F 2800-3200K 2580 120 >80
ST8-018-AW-NW-07F 4000-4500K 2850 120 >80
ST8-018-AW-W-07F 5700-6300K 2897 120 >80
ST8-022-AW-WW-07F 2800-3200K 3473 150 =80
ST8-022-AW-NW-07F 4000-4500K 3594 150 =80
ST8-022-AW-W-07F 5700-6300K 3693 150 =80

Compact appearance,
novel design, the LED
tube is packed in round
paper tube, convenient to
install and transport.

Aluminum profile design, high impact-resistance,
excellent thermal management performance,
longer lifetime;

4colours mEEB
of end caps for optional ,aluminum +PC,
novel and unique, security and reliable.
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330 || it ||V 002 Es|| C€ S
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Commercial Lighting

High Brightness CT8 series

CRI >80, UL/TUV/ERP/DLC compliant,
PF> 0.95,

100% 4000V high-voltage test, no glare,
no interference.

SMD 2835 LEDs, single-end isolated driver,
good thermal management, high lumen,
light effiency >100 Im/w.

Oval tube, rotatable end cap available,
long lifetime, energy-saving, high bright,
5 years warranty, highly cost effective.

[} max || ow |[ LED PF || >2 N x
277v || 1ew|| (2 ; ErP TOV,
ms%ﬁ%ﬁj ac || 22w | ediina |77 [20-05) Gue IES]| C€ @ ®-| Yo
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Code composition: Model No.+CCT+Light output+LED Q’ty+CRI

Size:(mm)
r : 1,
ﬂE—ﬁﬁ
A Qom=goamm 12m-tzi3mm 15meisismm
T o
Model number CCT Light output LED  CRI
£10%)Im Q'ty
Frosted
CT8-009-AW-W-01F 5700-6300K 916 52 =80
CT8-009-AW-NW-01F 4000-4500K 877 52 =80
CT8-009-AW-WW-01F  2800-3200K 832 52 =80
CT8-018-AW-W-01F 5700-6300K 1945 110 =80
CT8-018-AW-NW-01F 4000-4500K 1851 110 =80
CT8-018-AW-WW-01F  2800-3200K 1745 110 =80
CT8-022-AW-W-01F 5700-6300K 2433 130 =80
CT8-022-AW-NW-01F 4000-4500K 2262 130 =80
CT8-022-AW-WW-01F  2800-3200K 2184 130 =80
Clear
CT8-009-AW-W-01C 5700-6300K 1064 52 =80
CT8-009-AW-NW-01C  4000-4500K 990 52 =80
CT8-009-AW-WW-01C  2800-3200K 937 52 =80
CT8-018-AW-W-01C 5700-6300K 2174 110 =80
CT8-018-AW-NW-01C  4000-4500K 2090 110 =80
CT8-018-AW-WW-01C  2800-3200K 1963 110 =80
CT8-022-AW-W-01C 5700-6300K 2913 130 =80
CT8-022-AW-NW-01C  4000-4500K 2684 130 =80
CT8-022-AW-WW-01C  2800-3200K 2568 130 =80
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Commercial Lighting

Microwave Sensor LED T8 Tube

Radar sensor, doppler principle, send electromagnetic

wave via plate antenna;

Bright/standby bright effect;

Save energy exceed 80% compared by common fluorescent tube;

Wider detection area,
and no blind area compared
with IR body sensor and voice control sensor;

Sensor effect won't be
affected by environment,
temperature or dust;

Detection distance:A . 6-8m in horizontal
and vertical state ; B. Detection angle: 360 °.

MAX || ow || LED PF || > }‘S
277V || 18W @ Sri
vl 2 ]| 22w || |20 [o.os)| ez ES| | CE€ | Em
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Code composition: Model No.+CCT+Light output+Length+CRI

Size:(mm)

o0 b=

i =

A:0.6m=600.0MM 0.9m=908.0MM  1.2m=1212.0MM  1.5m=1512.0MM
B:0.6m=588.0MM 0.9m=894.0MM  1.2m=1198.0MM  1.5m=1498.0MM

/1180

Model number CCT Lig{ht output LED CRI
£10%)Im Q’ty

Frosted

CT8-009-AW-W-04F 5700-6300K 702 48 =80
CT8-009-AW-NW-04F 4000-4500K 785 48 =80
CT8-009-AW-WW-04F 2800-3200K 818 48 =80
CT8-018-AW-W-04F 5700-6300K 1577 110 =80
CT8-018-AW-NW-04F 4000-4500K 1715 110 =80
CT8-018-AW-WW-04F 2800-3200K 1929 110 =80
CT8-022-AW-W-04F 5700-6300K 2129 132 =80
CT8-022-AW-NW-04F 4000-4500K 2301 132 =80
CT8-022-AW-WW-04F 2800-3200K 2485 132 =80
Clear 9W Warm White(Frosted)
CT8-009-AW-W-04C 5700-6300K 800 48 =80
CT8-009-AW-NW-04C  4000-4500K 916 48 =80
CT8-009-AW-WW-04C 2800-3200K 948 48 =80
CT8-018-AW-W-04C 5700-6300K 1804 110 =80
CT8-018-AW-NW-04C 4000-4500K 2058 110 =80
CT8-018-AW-WW-04C  2800-3200K 2291 110 =80
CT8-022-AW-W-04C 5700-6300K 2347 132 =80
CT8-022-AW-NW-04C  4000-4500K 2650 132 =80
CT8-022-AW-WW-04C 2800-3200K 2763 132 =80
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Commercial Lighting

Compatible XT8 Tube

Can work with electronic ballast or without electronic ballast

Can be compatible with more than 90% electronic ballasts in North America
Easy to install;can replace fluorescent tube without any retrofit fee

RF interference,no flicker

70%~80% Energy-saving over fluorescent tubes
- Minimum maintenance costs, generate little Heat
. No Mercury and other hazardous materials,
fully RoHS-compliant

[ ow LED PF || >
|| 1sw 3%?2 D00 [=0.95|5gnar AES|| CE [RoHs
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Code composition: Model No.+CCT+Light output+Length+CRI

Size:(mm)

@\;ﬁf 1 ©

A: 0.6m=588mm 1.2m=1198mm

B: 28.4mm
im0
Model number CCT Light output Length  CRI
(+10%)Im cny
XT8-009-AW-WW-01F 2800-3200K 1120 60 =80
XT8-009-AW-NW-01F 4000-4500K 1160 60 =80
XT8-009-AW-W-01F 5700-6300K 1180 60 >80
XT8-009-AW-WW-01C 2800-3200K 1240 60 =80
XT8-009-AW-NW-01C 4000-4500K 1290 60 =80
XT8-009-AW-W-01C 5700-6300K 1320 60 =80
XT8-015-AW-WW-01F 2800-3200K 1770 120 =80
XT8-015-AW-NW-01F 4000-4500K 1860 120 =80
XT8-015-AW-W-01F 5700-6300K 1900 120 =80
XT8-015-AW-WW-01C 2800-3200K 1940 120 =80
XT8-015-AW-NW-01C 4000-4500K 2050 120 =80
XT8-015-AW-W-01C 5700-6300K 2090 120 =80

9W Warm White(Frosted)
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Commercial Lighting

LED U Tube series

70%~80% Energy-saving over fluorescent tubes
Minimum maintenance costs, generate little Heat
No Mercury and other hazardous materials,

fully RoHS-compliant

115

PF> 0.95,
no glare, no interference.

mHEREEG
18WI| g, 0,05 szaga | 1ES|| CE

Code composition: Model No.+CCT+Light output+LED Q’ty+CRI

Size:(mm)

568mm

180.6mm

561mm 12.7mm
|
£
£
3
NG IE
Model number CCT Light output LED CRI
(£10%)Im Q rty
Clear
UT8-018-AW-W-01C 5700-6300K 1853 80 =80
UT8-018-AW-NW-01C 4000-4500K 2025 80 =80
UT8-018-AW-WW-01C 2800-3200K 2044 80 =80
Frosted
UT8-018-AW-W-01F 5700-6300K 1588 80 =80
UT8-018-AW-NW-01F 4000-4500K 1701 80 =80
UT8-018-AW-WW-01F 2800-3200K 1755 80 =80
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Commercial Lighting Code composition: Model No.+CCT+Light output+LED Q’ty+CRI

New Type XT5 Tube

Size:(mm)

SIAN

el
A: 0.6M=568mm 0.9M=873mm 1.2M=1178mm
B: 34.5mm
C:22.3mm
Model number CCT Liqht output LED  CRI
+10%)Im Q’ty
S
ST7AL
XT5-009-AW-WW-01F 5700-6300K 890 69 =80 o t“‘:‘“"
- XT5-009-AW-NW-01F 4000-4500K 900 69 =80 .ﬁs@)‘"{@aﬁ‘
. — —
e ) ) ) XT5-009-AW-W-01F 2800-3200K 910 69 =80 e -EE%‘véss- *
— Easy to install;can rgplaoe fluorescent tube without any retrofit fee T5-014-AW-WW-01F 5700-6300K 1380 % ~g0 ‘M“\\\\\\Qg’
ST RF interference,no flicker XT5-014-AW-NW-01F 4000-4500K 1390 96 >80 -6 1 oo
- o DR AR - - Pk
XT5-014-AW-W-01F 2800-3200K 1400 96 >80 { .
XT5-018-AW-WW-02F 5700-6300K 1690 120 =80 °
XT5-018-AW-NW-02F 4000-4500K 1700 120 =80 XT5-009-AW-NW-01F
XT5-018-AW-W-02F 2800-3200K 1700 120 =80

good thermal management, high lumen,
light effiency >100 Im/w.

ow || e PF || > @ | o<
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Commercial Lighting DIALUX |||Uminati0n SimUIation Diagram

LED Tubes

Industrial Area / Office Building / Ground Floor / Calculation surface 3 / Isolines/Horizontal illuminance

Calculation surface 3 / Isolines/Horizontal illuminance

460

Scale:1:10

Horizontal illuminance (Grid)
Average: 446 Ix, Min: 409 Ix, Max: 475 Ix, Min/average: 0.917,
Min/max: 0.861, Points: 5 x 5 (Relevant: all)

Scale: 1:10

Industrial Area / Office Building / Ground Floor / Calculation surface 3 / False colours/Horizontal illuminance

Calculation surface 3 / False colours/Horizontal illuminance

460
450
430
420

4

S

405

Horizontal illuminance (Grid)
Average: 446 Ix, Min: 409 Ix, Max: 475 Ix, Min/average: 0.917,
Min/max: 0.861, Points: 5 x 5 (Relevant: all)
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Commercial Lighting Scene Effect Diagram

LED Tubes

¢
¢

HI - - . -Much longer lifetime than CFL tube: min. 10 years (suppose that light is on 8 hours per day)
-70%~80% Energy-saving over Fluorescent tubes

-Solid State, high shock/vibration resistant

S | g n CO m p I e X | We bring innovation and give inspiration

-Work without ballast, Instant soft-start

-No RF interference, No fickering or buzzing

-Quick and easy installation to minimize retrofit costs

-Minimum maintenance costs, generate little Heat

-No Mercury and other hazardous materials, fully RoHS-compliant

-White LEDs operate continuously (LEDs of other colors operate 10 years)

E 'E www.signcomplex.com

marketing@signcomplex.com
phone:+86 755 2760 8650
E fax:+86 755 2760 8651
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LINEAR LIGHT

M SL8050 In Single Run ~ -----------emmmemmmmiiiiiiieeeeeeee 125-126
I SL8050 In Continuous Run ~ ------------oommmmoooeeenn 127-128
[l SL10075 In Single Run ~ -----------ommmmmmmmeniieeeee 129-130
I SL10075 In Continuous Run ~ ---------mommmmmmemeeeeees 131-132
I SL11070 In Single Run ... 133-134
[ SL11070 In Continuous Run ~ ----oecevmmmmmcninnaaann, 135-136
B HLT9T9/HL1935 ----nummemrmmmmmee e 137-138
R 139-140
B SL7250 --ovsmvsmessnsnsamssss s 141-142
T 143-144
B CL9834 oo 145-146
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Commercial Lighting Code composition: Model No.+CCT+Light output+Length+CRI

Linear light sLsos50in single run

Size:(mm)
Model number CCT Light output Length  CRI
‘ 606 | 50 (£10%)Im mm
| H %ﬁ SC-SLB0S0-018-AW-01WW  2700-3200K 1650 606 =80
[ H SC-5L8050-018-AW-01NW 3900-4500K 1620 606 =80
SC-5L8050-018-AW-01CW 5500-6500K 1656 606 =80
Size:(mm)
1204 50 Model number CCT Light output Length  CRI
(£10%)Im mm
“ | gﬂﬁ SC-SL8050-036-AW-01WW 2700-3200K 3060 1204 >80
SC-5L8050-036-AW-01NW 3900-4500K 3240 1204 >80
H H SC-SL8050-036-AW-01CW 5500-6500K 3310 1204 >80
Simple and modermn design,
screwless at end cap.
Three colors of lamp body,
white, black and silver. Sizer(mm)
Model number CCT Light output Length  CRI
‘ 1504 | 50 (+10%)Im mm
“ “ ?ﬁ SC-SL8050-045-AW-01WW 2700-3200K 3825 1504 =80
SC-SL8050-045-AW-01NW 3900-4500K 4050 1504 >80

H H SC-SL8050-045-AW-01CW 5500-6500K 4140 1504 =80

Smooth and soft lighting effect,
no dark dot and shadow at
the lighting area.

Various installation:Suspendent,
ceiling and recessed.
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Commercial Lighting Code composition: Model No.+CCT+Light output+Length+CRI

Linear Ilght SL8050 in continuous run

Size:(mm)

Model number CCT Light output Length  CRI

‘ 606 ] 50 (£10%)Im mn
| H ﬁ . SC-SL8050-018-AW-02WW  2700-3200K 1530 606 >80
[ H g SC-SL8050-018-AW-02NW 3900-4500K 1620 606 =80
£ $C-5L8050-018-AW-02CW 5500-6500K 1650 606 =80
5 SC-5L8050-018-AW-03WW 2700-3200K 1530 606 >80
£ 5C-518050-018-AW-03NW 3900-4500K 1620 606 >80
£ SC-5L8050-018-AW-03CW 5500-6500K 1650 606 =80
¢ SC-SLB050-018-AW-04WW 2700-3200K 1530 606 =80
£ 5C-5L8050-018-AW-04NW 3900-4500K 1620 606 =80
= 5C-5L8050-018-AW-04CW 5500-6500K 1650 606 =80

|
| Size:(mm)

| r 1204 50 Model number CCT Light output Length  CRI

[ (] [ ] Eﬁ (+10%)Im mm
¥ [ H | & . SC-SL8050-036-AW-02WW 2700-3200K 3060 1204 >80
| ‘ | g SC-5L8050-036-AW-02NW 3900-4500K 3240 1204 >80
| [ T ‘ | | H H & SC-5L8050-036-AW-02CW 5500-6500K 3310 1204 =80
i | 5 SC-5L8050-036-AW-03WW 2700-3200K 3060 1204 >80
£ 5C-5L8050-036-AW-03NW 3900-4500K 3240 1204 =80
' ‘ L.,-—-‘ 2 SC-SL18050-036-AW-03CW 5500-6500K 3310 1204 =80
| / = < SC-SL8050-036-AW-04WW 2700-3200K 3060 1204 =80
Three colors of lamp body, o ! % SC-SL8050-036-AW-04NW 3900-4500K 3040 1204 >80
white,black and silver. | /J;’”‘f’ 2 SC-5L8050-036-AW-04CW 5500-6500K 3310 1204 =80

—
i
_— e
e Smooth and soft lighting effect, Size:(mm) .
no dark dot and shadow at . w Model number CCT ngf?;[wQ%Lﬂrtnput Lernl%th CRI
the lighting area. h u ?ﬁ . SC-SL8050-045-AW-02WW 2700-3200K 3820 1504 =80
£ 5C-SL8050-045-AW-02NW 3900-4500K 4050 1504 =80
| H H £ $C-SL8050-045-AW-02CW 5500-6500K 4140 1504 =80
S S SC-SL8050-045-AW-03WW 2700-3200K 3820 1504 >80
£ SC-518050-045-AW-03NW 3900-4500K 4050 1504 >80
S SC-SL8050-045-AW-03CW 5500-6500K 4140 1504 =80
S SC-SL8050-045-AW-04WW 2700-3200K 3820 1504 =80
3 SC-SLB0SO-045-AW-04NW 3900-4500K 4050 1504 >80
SC-SL8050-045-AW-04CW 5500-6500K 4140 1504 =80
Simple and modern design,
screwless at end cap.

Various installation:Suspendent,
ceiling and recessed.

Suspendent Ceiling Embedded
installation installation Installation
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Commercial Lighting

Linear Ilght SL10075 in single run

Simple and modem design,
screwless at end cap.

Three colors of lamp body,
white,black and silver.

Smooth and soft lighting effect,
no dark dot and shadow at
the lighting area.

Various installation:Suspendent,
ceiling and recessed.

Code composition: Model No.+CCT+Light output+Length+CRI

Size:(mm)
607 75
Size:(mm)
1207 75
Size:(mm)

1507

75

100

Model number CCT Light output Length CRI
(£10%)Im mn
SC-SL10075-020-AW-01TWW 2700-3200K 1661 607 =80
SC-SL10075-020-AW-01NW 3900-4500K 1812 607 >80
SC-SL10075-020-AW-01CW 5500-6500K 1732 607 =80
Model number CCT Light output Length  CRI
(£10%)Im mm
SC-SL10075-040-AW-01WW 2700-3200K 3460 1207 =80
SC-SL10075-040-AW-01NW 3900-4500K 3557 1207 =80
SC-SL10075-040-AW-01CW 5500-6500K 3630 1207 =80
Model number CCT Light output Length  CRI
(+10%)Im mm
SC-SL10075-050-AW-01WW 2700-3200K 4072 1507 =80
SC-SL10075-050-AW-01NW 3900-4500K 4491 1507 =80
SC-SL10075-050-AW-01CW 5500-6500K 4295 1507 =80
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Commercial Lighting Code composition: Model No.+CCT+Light output+Length+CRI

Linear Ilght SL10075 in continuous run

Size:(mm)
Model number CCT Light output Length CRI
07 5 (£10%)Im min
ljj . SC-SL10075-020-AW-02WW 2700-3200K 1661 607 >80
= € SC-SL10075-020-AW-02NW 3900-4500K 1812 607 =80
£ 5C-5L10075-020-AW-02CW 5500-6500K 1732 607 >80
H H 5 SC-SL10075-020-AW-03WW 2700-3200K 1661 607 >80
2 SC-SL10075-020-AW-03NW 3900-4500K 1812 607 >80
£ 5C-5L10075-020-AW-03CW 5500-6500K 1732 607 >80
. SC-5L10075-020-AW-04WW 2700-3200K 1661 607 >80
€ $C-SL10075-020-AW-04NW 3900-4500K 1812 607 >80
& SC-5L10075-020-AW-04CW 5500-6500K 1732 607 >80
Size:(mm)
1207 s Model number CCT Ligbﬁtw&gj‘rtnput Ler%gm;th CRI
Cﬂj SC-5L10075-040-AW-02WW 2700-3200K 3460 1207 >80
3 2 SC-SL10075-040-AW-02NW 3900-4500K 3557 1207 >80
£ 5C-5L10075-040-AW-02CW 5500-6500K 3460 1207 =80
H H 5 SC-SLI0075-040-AW-03WW 2700-3200K 3460 1207 >80
o SC-SL10075-040-AW-03NW 3900-4500K 3557 1207 >80
I é SC-SL10075-040-AW-03CW 5500-6500K 3460 1207 >80
. SC-5L10075-040-AW-04WW 2700-3200K 3460 1207 =80
. £ 5C-SL10075-040-AW-04NW 3900-4500K 3557 1207 =80
Three colors of lamp body, 2 5C-SL10075-040-AW-04CW 5500-6500K 3460 1207 =80
- \ white,black and silver.
Smooth and soft lighting effect,
no dark dot and shadow at
the lighting area. Sizex(mm) M -
odel number CCT Light output Length  CRI
(+10%)Im mm
1507 . . SC-5L10075-050-AW-02WW 2700-3200K 4072 1507 >80
£ $C-5L10075-050-AW-02NW 3900-4500K 4491 1507 >80
. . ‘ gﬂj £ 5C-5L10075-050-AW-02CW 5500-6500K 4072 1507 >80
Simple and modern design, S SC-5L10075-050-AW-03WW 2700-3200K 4072 1507 >80
screwless at end cap. % SC-5L10075-050-AW-03NW 3900-4500K 4491 1507 >80
H H 2 SC-SL10075-050-AW-03CW 5500-6500K 4072 1507 >80
- SC-SL10075-050-AW-04WW 2700-3200K 4072 1507 =80
E SC-SL10075-050-AW-04NW 3900-4500K 4491 1507 =80
= SC-SL10075-050-AW-04CW 5500-6500K 4072 1507 >80

Various installation:Suspendent,
ceiling and recessed.

Suspendent Ceiling Embedded
installation installation Installation
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Commercial Lighting

Linear

133

light

Simple and modern design,

screwless at end cap.

SL11070 in single run

30% brightness

70% brightness

Suspendent
installation

Smooth and soft lighting effect,
no dark dot and shadow at
the lighting area.

Three colors of lamp body,

white,black and silver.

Code composition: Model No.+CCT+Light output+Length+CRI

Size:(mm)

607

70

110

Size:(mm)

1207

70

Size:(mm

)

1507

110

110 ~
E =

Model number CCT Light output Length  CRI
(£10%)Im mm
SC-SL11070-028-AW-0TWW 2700-3200K 2658 607 =80
SC-SL11070-028-AW-01NW 3900-4500K 2703 607 =80
SC-SL11075-028-AW-01CW 5500-6500K 2469 607 =80
Model number CCT Light output Length  CRI
(+10%)Im mm
SC-SL11070-056-AW-01WW 2700-3200K 5246 1207 =80
SC-SL11070-056-AW-01NW 3900-4500K 5340 1207 =80
SC-SL11070-056-AW-01CW 5500-6500K 4953 1207 =80
Model number CCT Light output Length  CRI
(£10%)Im mm
SC-SL11070-075-AW-01TWW 2700-3200K 6704 1507 =80
SC-SL11070-075-AW-01NW 3900-4500K 6520 1507 =80
SC-SL11070-075-AW-01CW 5500-6500K 6214 1507 =80
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Commercial Lighting

SL11070 in continuous run

Linear light

70% brightness

Smooth and soft lighting effect,
no dark dot and shadow at
the lighting area.

Simple and modem design,
screwless at end cap.

T
]

Suspendent
installation

135

Three colors of lamp body,
white,black and silver.

Code composition: Model No.+CCT+Light output+Length+CRI

Size:(mm)

607

Size:(mm)

1207

Size:(mm)

1507

110 =

First Run

110 ~
]

First Run

First Run

Middle Run

Last Run

Last Run  Middle Run

Last Run  Middle Run

Model number CCT Light output Length  CRI
(£10%)Im mm
SC-SL11070-028-AW-02WW 2700-3200K 2658 607 =80
SC-SL11070-028-AW-02NW 3900-4500K 2703 607 =80
SC-SL11070-028-AW-02CW 5500-6500K 2469 607 =80
SC-SL11070-028-AW-03WW 2700-3200K 2658 607 =80
SC-SL11070-028-AW-03NW 3900-4500K 2703 607 =80
SC-SL11070-028-AW-03CW 5500-6500K 2469 607 =80
SC-SL11070-028-AW-04WW 2700-3200K 2658 607 =80
SC-SL11070-028-AW-04NW 3900-4500K 2703 607 =80
SC-SL11070-028-AW-04CW 5500-6500K 2469 607 =80
Model number CCT Light output Length  CRI
(+10%)Im mm
SC-SL11070-056-AW-02WW 2700-3200K 5246 1207 =80
SC-SL11070-056-AW-02NW 3900-4500K 5340 1207 =80
SC-SL11070-056-AW-02CW 5500-6500K 4953 1207 =80
SC-SL11070-056-AW-03WW 2700-3200K 5246 1207 =80
SC-SL11070-056-AW-03NW 3900-4500K 5340 1207 =80
SC-SL11070-056-AW-03CW 5500-6500K 4953 1207 =80
SC-SL11070-056-AW-04WW 2700-3200K 5246 1207 =80
SC-SL11070-056-AW-04NW 3900-4500K 5340 1207 =80
SC-SL11070-056-AW-04CW 5500-6500K 4953 1207 =80
Model number CCT Light output Length CRI
(+10%)Im mm
SC-SL11070-075-AW-02WW 2700-3200K 6704 1507 =80
SC-SL11070-075-AW-02NW 3900-4500K 6520 1507 =80
SC-SL11070-075-AW-02CW 5500-6500K 6214 1507 =80
SC-SL11070-075-AW-03WW 2700-3200K 6704 1507 =80
SC-SL11070-075-AW-03NW 3900-4500K 6520 1507 =80
SC-SL11070-075-AW-03CW 5500-6500K 6214 1507 =80
SC-SL11070-075-AW-04WW 2700-3200K 6704 1507 =80
SC-SL11070-075-AW-04NW 3900-4500K 6520 1507 =80
SC-5L11070-075-AW-04CW 5500-6500K 6214 1507 =80
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Commercial Lighting

Linear light HL1919/HL1035

Accessory for surface mounting

~~My, Suspended installation

Modern, stylish, excellent -
surface treatment. B
Fully aluminum extrusion body.

Milky cover, more than
180 degree lighting angle. -

01 for touch-dim series

02 for non dimming series

o o
Suspendent Ceiling
installation installation
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Code composition: Model No.+CCT+Light output+Length+CRI

Size:(mm) W
9 ... 300 ‘
:Q* \
o
Size:(| ) 12W
19 ) 600 )
| \
o
Size:(mm) 24W
19 ., ) 1200 )
| \
o
Size:(mm) W
19
) 300 )
g}
™M
Size:(mm) 12W
19
) 600 )
g}
™M
Size:(mm) 24W
19
) 1200 )
g}
™M

Model number CCT Light output Length CRI
(+10%)Im mm
SC-HL1919-006-24V-01W 5500-6500K 501 300 280
SC-HL1919-006-24V-01NW 3900-4500K 490 300 280
SC-HL1919-006-24V-01WW 2700-3200K 452 300 280
SC-HL1919-006-24V-02W 5500-6500K 501 300 280
SC-HL1919-006-24V-02NW 3900-4500K 490 300 280
SC-HL1919-006-24V-02WW 2700-3200K 452 300 280
Model number CCT Light output Length CRI
(£10%)Im mm
SC-HL1919-012-24V-01W 5500-6500K 1055 600 280
SC-HL1919-012-24V-0TNW 3900-4500K 984 600 280
SC-HL1919-012-24V-0TWW 2700-3200K 879 600 280
SC-HL1919-012-24V-02W 5500-6500K 1055 600 280
SC-HL1919-012-24V-02NW 3900-4500K 984 600 280
SC-HL1919-012-24V-02WW 2700-3200K 879 600 280
Model number CCT Light output Length CRI
(£10%)Im mm
SC-HL1919-024-24V-01W 5500-6500K 2012 1200 280
SC-HL1919-024-24V-01NW 3900-4500K 2115 1200 280
SC-HL1919-024-24V-01WW 2700-3200K 1701 1200 280
SC-HL1919-024-24V-02W 5500-6500K 2012 1200 280
SC-HL1919-024-24V-02NW 3900-4500K 2115 1200 280
SC-HL1919-024-24V-02WW 2700-3200K 1701 1200 280
Model number CCT Light output Length CRI
(£10%)Im mm
SC-HL1935-006-24V-01TW 5500-6500K 522 300 280
SC-HL1935-006-24V-0TNW 3900-4500K 506 300 280
SC-HL1935-006-24V-01TWW 2700-3200K 466 300 280
SC-HL1935-006-24V-02W 5500-6500K 522 300 280
SC-HL1935-006-24V-02NW 3900-4500K 506 300 280
SC-HL1935-006-24V-02WW 2700-3200K 466 300 280
Model number CCT Light output Length CRI
(£10%)Im mm
SC-HL1935-012-24V-01W 5500-6500K mnm 600 280
SC-HL1935-012-24V-0TNW 3900-4500K 1025 600 280
SC-HL1935-012-24V-0TWW 2700-3200K 919 600 >80
SC-HL1935-012-24V-02W 5500-6500K mm 600 280
SC-HL1935-012-24V-02NW 3900-4500K 1025 600 280
SC-HL1935-012-24V-02WW 2700-3200K 919 600 >80
Model number CCT Light output Length CRI
(£10%)Im mm
SC-HL1935-024-24V-01W 5500-6500K 2082 1200 280
SC-HL1935-024-24V-0TNW 3900-4500K 2207 1200 280
SC-HL1935-024-24V-0TWW 2700-3200K 1768 1200 280
SC-HL1935-024-24V-02W 5500-6500K 2082 1200 280
SC-HL1935-024-24V-02NW 3900-4500K 2207 1200 280
SC-HL1935-024-24V-02WW 2700-3200K 1768 1200 280
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Commercial Lighting Code composition: Model No.+CCT+Light output+Length+CRI

Linear light HL040

Size:(mm) 18W
— 40— 606 Model number CCT Light output Length  CRI
1:10%)Im mm
]
< SC-HL4040-018-AW-01W 5500-6500K 1476 606 280
| SC-HL4040-018-AW-0INW 3900-4500K 1759 606 280
SC-HL4040-018-AW-01WW 2700-3200K 1383 606 280
‘ Accessory for surface mounting
|
| [ Size:(mm) 24W
|
] —40— 1206 Model number CCT Light output Length CRI
. (+£10%)Im mm
Sle @ SC-HL4040-024-AW-01W 5500-6500K 2241 1206 280
| L SC-HL4040-024-AW-01NW 3900-4500K 2319 1206 280
| SC-HL4040-024-AW-0TWW 2700-3200K 1952 1206 280
e s Suspended  installation |
' —— y
' — Il
. Size: 36W Model number CCT Light output Length CRI
Modern, stylish, excellent f}.l fze:(mm) 9L IutP cn9
surface tre,atmem' . R » x 7,4()* 1506 SC-HL4040-036-AW-01W 5500-6500K 3231 1506 280
Fully aluminum extrusion body. Milky cover, more than e 4 SC-HL4040-036-AW-01NW 3900-4500K 319 1506 280
T B T @ SC-HL4040-036-AW-01WW 2700-3200K 2826 1506 280
180 degree lighting angle. == L

L] PF
Tnetaiiation etalad
installation installation 100:40VAC| | 2835 -

g

ranty
3years.
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Commercial Lighting

Code composition: Model No.+CCT+Light output+Length+CRI

Linear light sL72s0

Size:(mm) 18W
—500- | > | .
=+ Model number CCT Light output Length CRI
o | (£10%)Im mm
SC-SL7250-018-AW-0TW 5500-6500K 1483 605 280
SC-5L7250-018-AW-0TNW 3900-4500K 1447 605 280
SC-SL7250-018-AW-01TWW 2700-3200K 1283 605 >80
Accessory for surface mounting
! !
| | Size:(mm) 36W Model number CCT Light output Length  CRI
f | (+10%)Im mm
|| | 500 | 1205 | SC-5L7250-036-AW-01W 5500-6500K 2919 1205 280
2 | SC-SL7250-036-AW-0TNW 3900-4500K 2977 1205 280
1 T SC-SL7250-036-AW-01WW 2700-3200K 2516 1205 280
| |
| 1
o, 1
___--"—_r -\-HH-.,_ | S . . |
uspended installation
H‘““HHH | p
h\-\.._\_\_\_“ [y
~ 0 :
= |
* 1
- |
|
w Size:(mm) 45W Model number CCT Light output Length CRI
: . (+10%)Im mm
| 500 | | SC-SL7250-045-AW-01W 5500-6500K 3007 1505 280
i‘;] v | SC-SL7250-045-AW-0TNW 3900-4500K 3375 1505 280
Modern, Stylish, eXCe”ent T -_ SC-SL7250-045-AW-01TWW 2700-3200K 2672 1505 280
surface treatment.

Fully aluminum extrusion body.

Milky cover, more than
110 degree lighting angle.

-

Suspendent Ceiling
installation installation
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Commercial Lighting

Code composition: Model No.+CCT+Light output+Length+CRI

Linear light rLs9s2

Size:(mm) 18W Model number CCT Lig(%/oﬂutput Length  CRI
+10%)Im mm
o 600 SC-RL4932-018-AW-01W 5500-6500K 1375 600 280
~ SC-RL4932-018-AW-0TNW 3900-4500K 1410 600 280
! SC-RL4932-018-AW-01WW 2700-3200K 1195 600 280
Accessory for recessed installation e
Size:(mm) 24w Model number CCT Light output Length  CRI
(+10%)Im mm
1200
oA SC-RL4932-024-AW-01W 5500-6500K 1745 1200 =80
| SC-RL4932-024-AW-0TNW 3900-4500K 1730 1200 =80
32 SC-RL4932-024-AW-01WW 2700-3200K 1570 1200 280
Milky cover, more than
110 degree lighting angle.
= Size:(mm) 36W Model number CCT Light output Length CRI
(+£10%)Im mm
= % o 1500 SC-RL4932-036-AW-01W 5500-6500K 2990 1500 280
< SC-RL4932-036-AW-01NW 3900-4500K 2790 1500 280
. X I SC-RL4932-036-AW-01WW 2700-3200K 2490 1500 >80
Modern, stylish, 32 ||
excellent surface treatment. \\
Fully aluminum extrusion body. T~
+
< +
‘\._‘ %
~ P
o
i
3years
Embedded

Installation
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Commercial Lighting

Code composition: Model No.+CCT+Light output+Length+CRI

Linear light cLesss

Size:(mm)

Model number CCT Lig;(@t()ycg‘utput Length  CRI

SC-CL-036-AW-01W 5500-6500K 3150 1200 =80

SC-CL-036-AW-01NW 3900-4500K 3140 1200 =80

SC-CL-036-AW-01WW  2700-3200K 3120 1200 =80

500 | 12031803 SC-CL-060-AW-01W  5500-6500K 5100 1800 =80

;%ﬁ’i | SC-CL-060-AW-01NW 4000-4500K 5040 1800 =80

SC-CL-060-AW-01WW  2700-3200K 4680 1800 =80
l |
| I
|

1117 AT
| L7 A7
, (RO o (RSTHIZ
| AR AR
. | NEES-an coalEass: sn coal
; Modern, stylish, | -’—‘5‘:;/// “'ﬁq?/lm\\\\\;’#s..
' l'| excellent surface treatment. Suspended installation w© 0’0“! ,w Q'O“‘.ll \\,‘;\’Q
] ' Fully aluminum extrusion body. Surfzce mounting | "% FHFERS
‘ |
S—

is also available. | SC-CL-060-AW-01W SC-CL-060-AW-01NW

Assessory is available for
continuous connection
one by one.

Milky cover, more than
120 degree lighting angle.

Suspendent 100-240V AC
installation

<
3years
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Commercial Lighting

DIALux lllumination Simulation Diagram

Linear light

Position of surface in room:
Marked point:
(0.000 m, 32.469 m, 1.500 m)

90Lux

60Lux

Values in Lux, Scale 1:200

Grid: 128 x 128 Points
Eav [1x] m|n [Ix] max [IX] uo E max
51 1.06 143 0.021 0.007
T17.53m
30
60
120 120 60 30
60 120
/ 60
30 120 30
60 120
120 60
120 30
30 o 1 //
\/\ 120/\ D 60
= . T 0.00
0.00 27.84m
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Scale: 1:25

Horizontal illuminance (Grid)

Average: 305 Ix, Min: 243 Ix, Max: 376 Ix, Min/average: 0.797, Min/max: 0.646, Points: 3 x 7 (Relevant: all)

Calculation surface 1/ Isolines/Horizontal illuminance

\
\
\

300

/
300

300
Ix

280
-+

302
+

296
-+

281
+

280
-+

277
+

361
+

337
+

337
+

338
+

296
+

298
+

321
+

313
+

296
+

292
+

286
+

250
+
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SPOT LIGHT

AND PAR LIGHT

New A-Spot Series  ---------oromim 153-154
A-Spot™ Series (triacDimmable)  -------s-eeeeseenannanas 155-156
X-SPOL --ccemmeeeemmeeameeeaceeeameeeame e e neeeameeeanees 157-158
PAR20 PAR30 PAR38  ---------oeoeemeeeeceeeee 159-160
PLLight oo 161-162
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Commercial Lighting

Code composition: Model No.+CCT+Light output+CRI

NEW A-SPOT series

100% 4000V high-voltage test,

sold well at present,
high bright 2835 LEDs

light output of white exceed 85LM/W,

3 years warranty, multi certificates complete,

Unique design, patent product, ..'
excellent heat dissipation
performance

good light effect,
soft and uniform
light, no spot,
no glare, high
light efficacy.

CE, RoHS, UL/ERP/Energy Star compliant, needle radiator,
increase the contact area with air, die-cast high purity
aluminum alloy (ADC12), oxidized surfaxe,bright silver,black,

constant temperature curing, reach better heat dissipation effect.

# # 5 MR16| |GU10 GUIOIMR16
4.5W .
e | it ool | W[ W Siver

153

Size:(mm)

GU10/4.5W

MR16/4.5W

Model number CCT Liqht output CRI
+10%)Im
GU10-006-AW-W-04 5700-6300K 362 =80
GU10-006-AW-NW-04 4000-4500K 348 >80
GU10-006-AW-WW-04 2800-3200K 323 =80
White GU10 Warm White GU10
Model number CCT Lig{ht output CRI
+10%)Im
MR16-006-D5-W-04 5700-6300K 354 >80
MR16-006-D5-NW-04 4000-4500K 331 =80
MR16-006-D5-WW-04 2800-3200K 327 =80

White MR16 Warm White MR16
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Commercial Lighting

A-SPOT™ geries Triac dimmable A-SPOT™ series

Unique design, patent product,
excellent heat dissipation

performance

155

sold well at present,
high bright 5730 LEDs

light output of white exceed 85LM/W,
100% 4000V high-voltage test,
3 years warranty, multi certificates complete,

CE, RoHS, UL/ERP/Energy Star compliant, needle radiator,
increase the contact area with air, die-cast high purity
aluminum alloy (ADC12), oxidized surfaxe,bright silver,black,

constant temperature curing, reach better heat dissipation effect.

good light effect,

soft and uniform light,
no spot, no glare,
high light efficacy.

Code composition: Model No.+CCT+Light output+CRI

Size:(mm) . l

Black  Silver

MR16/4.5W

Model number

A-SPOT™ geries

AR-006-AW-01WE27
AR-006-AW-01NWE27
AR-006-AW-01WWE27
AR-006-AW-01WGU10
AR-006-AW-01NWGU10
AR-006-AW-01WWGU10
AR-006-D5-01WMR16
AR-006-D5-01INWMR16
AR-006-D5-01WWMR16
E27-006-AW-W-01
E27-006-AW-NW-01
E27-006-AW-WW-01
GU10-006-AW-W-01
GU10-006-AW-NW-01
GU10-006-AW-WW-01
MR16-006-D5-W-01
MR16-006-D5-NW-01
MR16-006-D5-WW-01

$ || 9 [[asw
woatoac [12v Ao
50/60Hz | [24V AC/DC 5w

CCT Light output CRI
(10%)Im

5700-6300K 329 =80
4000-4500K 363 =80
2800-3200K 327 =80
5700-6300K 329 =80
4000-4500K 363 =80
2800-3200K 327 =80
5700-6300K 329 =80
4000-4500K 363 =80
2800-3200K 327 =80
5700-6300K 329 =80
4000-4500K 363 =80
2800-3200K 327 =80
5700-6300K 329 =80
4000-4500K 363 =80
2800-3200K 327 >80 Warm White
5700-6300K 329 =80
4000-4500K 363 =80
2800-3200K 327 =80

Size:(mm) . .

Black  Silver

E27/5W

F @ Triac dimmable

Triac dimmable A-SPOT™ series

/118 0

S

Model number CCT Lig(gtofglﬂtput CRI ‘20
£26-006-AL-W-10 5700-6300K 300 >80 =E§§’A$%§E=

B NS,
E£26-006-AL-NW-10 4000-4500K 363 >80 'O:‘WM\\\:‘\‘Q.
£26-006-AL-WW-10 2800-3200K 327 izg 'A!g;"“
E26-006-AL-W-09 5700-6300K 329 = o
E26-006-AL-NW-09 4000-4500K 363 =80 White
£26-006-AL-WW-09 2800-3200K 327 =80
GU10-006-AL-W-10 5700-6300K 329 :2
GU10-006-AL-NW-10 4000-4500K 363 ~80
GU10-006-AL-WW-10 2800-3200K 327 —80
GU10-006-AL-W-09 5700-6300K 329 >80
GU10-006-AL-NW-09 4000-4500K 363 =80
GU10-006-AL-WW-09 2800-3200K 327 >80

Warm White
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Commercial Lighting

Code composition: Model No.+CCT+Light output+CRI

X-SPOT

Suitable for indoor decoration,
corridor, courtyard, warehouse,
entertainment venues and other palces.

Unique hexagon shape, enlarge
the cooling area,

die-casting aluminum alloy
(ADC12) of high purity,

oxidized surface with gloss
silver treatment, via process

of constant temperature curing ,
excellent cooling performance.

COB light source,
good lighting effect,

soft and uniform light,
no light spot, no glare.

High bright CREE COB LED,
CRI' >80, built-in isolated driver,
high light efficiency, lumen of

neutral white >00LM/W. 100% 4000V high-voltage test,

CE and ROHS compliant, 3 years warranty.
GU10| | MR1

LED
6
SOHz/60Hz | | 1224V | [creE cos

100240V AC| [ AC/DC
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Size:(mm) 4.5W

Size:(mm) 4.5W

Model number

CCT

nga(ggygﬁtput CRI

GU10-005-AW-W-07
GU10-005-AW-NW-07
GU10-005-AW-WW-07

Model number

4700-5300K
3800-4200K
2800-3200K

CCT

404 =80
369 =80
379 =80

qumlg)gtput CRI

MR16-005-AW-W-01
MR16-005-AW-NW-01
MR16-005-AW-WW-01

4700-5300K
3800-4200K
2800-3200K

397 =80
367 =80
371 =80

o
=

120 120

77
T4
\mz,'ofo
We

2
5

IS
0

7>

3 ‘mr,'o
S
W7

o
s

Q)

3
S
SE===
o,
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Commercial Lighting

PAR20 PAR30 PAR38

light output of white exceed 85LM/WV,
100% 4000V high-voltage test,

3 years warranty, multi certificates complete,

sold well at present,

high bright 5730 LEDs

Unique design, patent product,
excellent heat dissipation

performance

159

CE, RoHS, UL/ERP/Energy Star compliant, needle radiator,
increase the contact area with air, die-cast high purity

aluminum alloy (ADC12), oxidized surfaxe,bright silver,black,

constant temperature curing, reach better heat dissipation effect.

1

)
45° 0.9 ooo

Originall
design

good light effect,

soft and uniform light,
no spot, no glare,
high light efficacy.

N I~

anty
3years

Code composition: Model No.+CCT+Light output+CRI

Black Silver

Size:(mm) 8w

Black  Silver

Size:(mm) 12W

292.0

Black  Silver

Size:(mm) 18W

@120

Model number CCT Lig{hw‘g/ca‘utput CRI
+10%)Im
PAR20-008-AW-W 5700-6300K 580 >80
PAR20-008-AW-NW 4000-4500K 510 >80
PAR20-008-AW-WW 2800-3200K 530 >80 !
PAR20-008-AW-W
Modellnummer CCT Lig(hj(ﬂutput CRI
+10%)Im
PAR30-012-AW-W 5700-6300K 1020 >80
PAR30-012-AW-NW 4000-4500K 950 >80
PAR30-012-AW-WW 2800-3200K 960 >80 ¢
PAR30-012-AW-W
Model number CCT Lig(h%oﬂutput CRI
+10%)Im
PAR38-018-W 5700-6300K 1530 >80
PAR38-018-NW 4000-4500K 1410 >80
PAR38-018-WW 2800-3200K 1270 >80

PAR38-018-W

s180

um
g
N

117
SR

Do
TACKN
*‘Ixxgyllzﬁ"a"‘

PAR30-012-AW-WW

PAR38-018-WW
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Commercial Lighting Code composition: Model No.+CCT+Light output+CRI

PL light

Size:(mm) .
Model number CCT L|g<h‘t0(/))‘utput CRI 105 120 120 105
+10%)Im
PL-006-AW-W-01 5500-7000K 450 >80 0 >
6W PL-006-AW-NW-01 4000-4500K 440 >80 ® ®

= N 2:
i E] PL-006-AW-WW-01 2700-3200K 420 >80 * = 6°
5 ‘ PL-006-AW-W-02 5500-7000K 400 >80 e 600 ©
136.00- -30 -15 [ 15 30
PL-006-AW-NW-02 4000-4500K 390 >80 PLa0G AN 0L
8w PL-006-AW-WW-02 2700-3200K 370 >80
-105 -120 120 105
} PL-008-AW-W-01 5500-7000K 610 >80
= ‘ PL-008-AW-NW-01 4000-4500K 590 >80 - 5
PL-008-AW-WW-01 2700-3200K 575 >80 e 75
10W - p w©
PL-008-AW-W-02 5500-7000K 540 >80 5
a5 a5
PL-008-AW-NW-02 4000-4500K 520 >80 800
1 ‘ -30 -15 ) 15 30
PL-008-AW-WW-02 2700-3200K 500 >80 PLOOB A0
PL-010-AW-W-01 5500-7000K 780 >80
-105 -120 120 105
PL-010-AW-NW-01 4000-4500K 740 >80
-90 90
PL-010-AW-WW-01 2700-3200K 710 >80 2
s 7
PL-010-AW-W-02 5500-7000K 690 >80 "
-60 60
PL-0O10-AW-NW-02 4000-4500K 650 >80 » B -
PL-010-AW-WW-02 2700-3200K 630 >80 00
-30 -15 0 15 30
PL-010-AW-W-01
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DOWNLIGHT

Jade Downlight ~ ------oroerm 165-166
Eslim SMD LED Downlight Series ~ -----eeeeieeeeene 167-168
Dolux Downlight Series ~ --------vmmiie L 169-170
Luna PAR16 Series  --------emmmmmm 171-172
Luna COB Series ~ ------------remeomomonoeooonaees 173-174
iVAR COB Series  ---------commmmmmmmmceeeaes 175-176
Square Downlight Series ... ... 181-182
COB LED Downlight ~ ------ceoeeee 187-188
COB Gimble Downlight ... 189-190
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Commercial Lighting Code composition: Model No.+CCT+Light output+CRI

Jade Downlight

Size:(mm) oW

871
(92 3/4"]
Model number CCT Liqht output CRI
& 1 £10%)Im
E[FE SDR6-009-AL-850K 5000 K 968 >80
@ SDR6-009-AL-840K 4000 K 897 >80
SDR6-009-AL-830K 3000 K 930 >80
SDR6-009-AL-827K 2700 K 874 >80
@71 100
(92 3/4"]
]
Model number GCT _ Light output CRI ‘:““‘"’,',”
S X + /o)Im N ‘ '
o | SDR6-011-AL-850K 5000 K 1202 >80 s@‘\&\“”//;'é’ﬁ
o 5 MEn==dh==nu"
g g SDR6-011-AL-840K 4000 K 1057 >80 ’ e vy SSe N
SDR6-011-AL-830K 3000 K 1118 >80 "'f(,;//lﬂ\\\:\\\‘g..
SDR6-011-AL-827K 2700 K 1053 >80 o " lia\‘\:& &
[TLET
SDRE-011-AL-827K
w4 Model number CCT Ligqga/olutput CRI - “:“‘II'.'?‘ -
=10%)Im #‘ \‘“"", "“
SDR6-015-AL-850K 5000 K 1583 >80 ~ §\\\ //é’ﬁ“‘
- Y 90 S =M
EIF SDR6-015-AL-840K 4000 K 1489 >80 ;‘y§==-
g g SDR6-015-AL-830K 3000 K 1421 >80 "’l;//lﬂ\k\:\\%..
& SDR6-015-AL-827K 2700 K 1422 >80 e Q“'l‘a‘\:& ©
-30 .l“ 30

SDR6-015-AL-827K

Surface mount Recessed mount Recessed mount

=

LED PF [—]
) s o
AC SMD283s 3years
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Commercial Lighting Code composition: Model No.+CCT+Light output+CRI

Eslim SMD LED Downlight series

Size:(mm) 8W  Cut size:@100mm
-105 120 120 105 -105 -120 120 10!
0l0 90 - 0l0 90
RE 75 RE| 75
Model number CCT Lgm%%tput CRI » o 6 0
400
FDL4-008-AW-W-01 5500-7000K 500 >80 -9 E 45 49 50 4
s,
& - - | X - 30 -15 0 15 30 -30 -15 0 15 30
Koy FDL4-008-AW-NW-01 4000-4500K 490 >80 EDL4-008-AW-W-01 FDL4.008AW-WW.0L
FDL4-008-AW-WW-01 2700-3200K 420 >80
Size:(mm) 12W Cut size:@130mm
X -105_-120 120 10! 105_-120 120 10
Model number CCT Lght output CRI T
+10%)Im E E a0
-7 75 .75 75
FDL5-012-AW-W-01 5500-7000K 850 >80 P 5 0 R o
FDL5-012-AW-NW-01 4000-4500K 870 >80 & G
o -45 45 .45 300 45
FDL5-012-AW-WW-01 2700-3200K 740 >80
-30 -15 0 15 30 30 15 0 15 30
FDL5-012-AW-W-01 FDL5-012-AW-WW-01

Die-casting aluminum
alloy housing,

bﬂ”“:‘ﬁ_uwid matt white

Ultra slim, thickness <26mm
Size:(mm) 18W Cut size:@165mm

-105 -120 120 10t -105 -120 120 10¢
. Model number CCT  Light output CRI
giwo%nm P ; A== %0 - olo .
- FDL6-018-AW-W-01 5500-7000K 1370 >80 “ * 75
2 -60 60 -6l 600 60
o FDL6-018-AW-NW-01 4000-4500K 1400 >80 o &5

FDL6-018-AW-WW-01 2700-3200K 1220 >80 “ © “
-30 -15 0 15 30 30 -15 0 15 30
FDL6-018-AW-W-01 FDL6-018-AW-WW-01
Opal diffuser make light beam
uniform and low glare,
UGR<19
Size:(mm) 24W  Cut size:@200mm
Model number CCT Light output CRI ~105_-120 12010 105 _-120 120 105
Wb _ A Fae=rh==ul
/ FDL8-024-AW-W-01 5500-7000K 2130 >80 79 s -7y 7
2 FDL8-024-AW-NW-01 4000-4500K 2040 >80 R B 60 o i 60
1600
FDL8-024-AW-WW-01 2700-3200K 1750 >80 g a5 g 00 a5
30 15 0 15 30 30 -15 0 15 30
FDL8-024-AW-W-01 FDL8-024-AW-WW-01
Size:(mm) 30W Cut size:@235mm
X -105 -120 120 10¢ -105 -120 120 10t
Model number CCT ng%ht output CRI o T
+10%)Im - 0 - 90
FDL9-030-AW-W-01 5500-7000K 2620 >80 ™ ™o ™
o FDLO-030-AW-NW-01 40004500K 2520 >80 * i o Eic) *
FDL9-030-AW-WW-01 2700-3200K 2240 >80 “ o 2400 ‘5
30 -15 0 15 30 -30 -15 0 15 30
FDL9-030-AW-W-01 FDL9-030-AW-WW-01
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Commercial Lighting Code composition: Model No.+CCT+Light output+CRI

Dolux Downlight series

Size:(mm)

Model number CCT Power Lumen Beam angle Voltage CRI
(£10%)Im
QDL3-005-AW-01 5000/4000/3000 5 430 50° >80
QDL3-007-AW-01 5000/4000/3000 7 500 50° 100-240V AC >80
E QDL3-009-AW-01 5000/4000/3000 9 650 50° 50/60Hz >80
g QDL3-012-AW-01 5000/4000/3000 12 920 50° >80

Self -designed radiator with

high efficiency to ensure Size:(mm)

COB work in low temperature .

118mm
Model number CCT Power IT%Qin Beam angle Voltage CRI
£3 m
c QDL4-007-AW-01 5000/4000/3000 7 550 60° >80
£ QDL4-009-AW-01 5000/4000/3000 9 690 60° 100-240V AC >80
8 QDL4-012-AW-01 5000/4000/3000 12 1000 60° 50/60Hz >80
QDL4-015-AW-01 5000/4000/3000 15 1150 60° >80
18
mrr e
Size:(mm)
Model number CCT Power Lumen Beam angle Voltage CRI
(=10%)im
g QDL6-012-AW-01 5000/4000/3000 12 1150 60° >80
~ QDL6-018-AW-01 5000/4000/3000 18 1700 60° 100-240V AC >80
= QDL6-025-AW-01 5000/4000/3000 25 2250 60° 50/60Hz >80
QDL6-030-AW-01 5000/4000/3000 30 2850 60° >80
Size:(mm)
Model number CCT Power Iﬂ(r)gﬁ: Beam angle Voltage CRI
€3 m
QDL8-018-AW-01 5000/4000/3000 18 1700 80° >80
€ QDL8-025-AW-01 5000/4000/3000 25 2350 80° 100-240V AC >80
1S QDL8-030-AW-01 5000/4000/3000 30 2700 80° 50/60Hz >80
23 QDL8-035-AW-01 5000/4000/3000 35 3150 80° >80
N
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Commercial Lighting Code composition: Model No.+CCT+Light output+CRI

Luna PAR16 series

) T\ [ ]7 1]
S Model number  GCT  Light output CRI 0‘8‘%"1’"’" ““:“""f" >
‘ LA RS LA
DLP16-005-AW-NW-01 4000K 400 >80 e NS e Y S S ..
SN XN
DLP16-005-AW-WW-01 3000K 380 >80 ‘%gi\&\\\:@ wg&a\;w
DLP16-007-AW-W-01 5000K 510 >80 "Q"’ﬂﬂl“"’ “SOSRES
DLP16-007-AW-NW-01 4000K 570 >80 = '.g,':"“ 2 - L
DLP16-007-AW-WW-01 3000K 500 >80 ° °
DLP16-009-AW-W-01 5000K 780 >80 DLP46 065 AW WY 01
DLP16-009-AW-NW-01 4000K 830 >80
DLP16-009-AW-WW-01 3000K 750 >80

With 8 different lamp housings

il L

Il Il I Il Il Il Il Il
V-V V- Yy
/S
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Commercial Lighting

Luna COB series

Code composition: Model No.+CCT+Light output+CRI

/4180

Size:(mm) Model number CCT  Light output CRI
1+10%)Im 120 120
MDL3 -005-AW-W-01 5000K 370 >80 W
0z MDL3 -005-AW-NW-01 4000K 400 >80 %0 AR °
MDL3-005-AW-WW-01 3000K 380 >80 ,{(;;"\\‘&@
MDL3-007-AW-W-01 5000K 510 >80 5 "lﬂ“‘h\k&'
MDL3 -007-AW-NW-01  4000K 570 >80 0'.'“.5‘““
MDL3-007-AW-WW-01  3000K 500 >80 5 L1
MDL3-009-AW-W-01 5000K 780 >80 MDL3-005-AW-W-28" MDL3-005-AW-WW-28°
MDL3-009-AW-NW-01 4000K 830 >80
MDL3 -009-AW-WW-01 300K 750 80

Integrated driver with strain relief;
quick and easy to install.

Self -designed radiator with Size:(mm)
high efficiency to ensure —gms— Model number CCT Liqgtogkjntput CRI
; MDL35-010-AW-WW-01 300K 780 >80 =8
COB work in low temperature . 8 L'L MDL35-010-AW-NW-01 400K 820 >80 %’lﬂﬂ%&g.
n hoatRe MDL35-015-AW-WW-01 300K 1235 >80 : "'l;‘““y“\‘”
/) GRS
<:¢LH MDL35-015-AW-NW-01  4000K 1225 >80 '.gg‘“
MDL35-015-AW-WW-01
Rotatable 358° horizontally
and 30° vertically, meet any
lighting angle requirement.
== = ';H-_---v--;;r_; T s0 s 150
14 : b o i —— -Ff'f'r; Size:(mm) 120 120 120
i T el
f 1-;;&: -_,.?:,‘_ o "'";'f Model number ~ CCT  Light output CRI . .
. ) L
&b & Rl e MDL6-025-AW-W-01  5000K 2720 >80
" 1’-‘-'-‘-'"- MDL6-025-AW-NW-01  4000K 2660 >80 B “
: - MDL6-025-AW-WW-01  3000K 2610 >80 30 30 -30 30

MDL6-025-AW-W-01 MDL6-025-AW-WW-01

== ®
25w | | IR | i c5rm

30° Model number CCT L|g(£11t0u§3‘L’Jntput CRI

12230
730

MDL8-035-AW-W-01 5000K 4360 >80
MDL8-035-AW-NW-01 4000K 4300 >80
MDL8-035-AW-WW-01  3000K 4200 >80

IS
X Lzl Y
4annnt%

MDL8-035-AW-W-01 MDL8-035-AW-WW-01

Koz &
35w | || [200mm

High light efficiency Epistar
chip, 120lm/W UGR<19
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Commercial Lighting Code composition: Model No.+CCT+Light output+CRI

IVAR COB series

Size:(mm) 9W  Cut size:@95mm

Model number CCT Liqht output CRI
+10%)Im
DLD04-009-AW-W-01 5000K 760 >80
DLD04-009-AW-WW-01 3000K 720 >80
DLD04-009-AW-NW-01 4000K 830 >80 ’ §
DLD04-009-AW-W-01 DLD04-009-AW-WW-01
Size:(mm) 15W Cut size:@125mm
Die-casting magnesium Model b coT  Lioh ORI .
) . odel number ight output ST
alloy, high-efficiency Lo QZQ:““{“’,,,’%
) _015-AW-W- SN\ 2md
cooling, brown surface DLOOS OIS ANA oL 2000K e o jEs=—r~=ssay
DLDO5-015-AW-WW-01  3000K 1100 >80 S INNS,
treatment. l,img\\‘t‘s’y
DLD05-015-AW-NW-01 4000K 1330 >80 Q"A!Eal"“
High efficiency Epistar chip, /ﬁ"{/ L \ N. e DLDO05-015-AW-W-01 DLDO05-015-AW-WW-01
light output up to 99IM/W NS ®
f 125mm
Size:(mm) 20W Cut size:@140mm
Model number CCT Light output CRI
+10%)Im
N
DLD06-020-AW-W-01 5000K 1530 >80 W
: DLD06-020-AW-WW-01 3000K 1300 >80 ?4?
Anti-glare design DLD06-020-AW-NW-01 4000K 1590 >80
UGR<19
DLD06-020-AW-W-01 DLD06-020-AW-WW-01
Size:(mm) 25W Cut size:@170mm
Model number CCT Liqht output CRI Q“‘ '."0’
£10%)Im - Q&‘\\“l 956
RN
DLD07-025-AW-W-01 5000K 2480 >80 50 -=§§ 0
\
DLDO07-025-AW-WW-01 3000K 2260 >80 ":%;'grf’;‘
M [ \ \\m DLDO07-025-AW-NW-01 4000K 2440 >80 <& o
/ﬁ_} NG DLD07-025-AW-WW-01
High light efficiency Epistar
chip, 90Im/W UGR<19
Size:(mm) 35W  Cut size:@210mm
Model number CCT Light output CRI
+10%)Im
DLD08-035-AW-W-01 5000K 3060 >80
DLD08-035-AW-WW-01 3000K 2960 >80
/ﬂW} L \ “ DLDO8-035-AW-NW-01 4000K 3200 >80 DLD08-035-AW-W-01 DLD08-035-AW-WW-01
D EH!MI
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Commercial Lighting Interior LED

Luna COB Downlight Series simulation

100Lux

200Lux

Values in Lux, Scale 1:75

Position of surface in room:
Marked point:

(0.000 m, 0.000 m, 0.400 m)
9.00m
0.00

0.00 10.00m

Applicazioni

As lighting requirement improved, the lighting efficiency is also high

required;especially in those places with high ceiling, such as hotel

lobby, airport, shopping mall, retail shop, museum,etc; needing LED

with high efficiency. LUNA COB developed at the right moment, its

Grid: 128 x 128 Points light efficiency can be up to 120 Im/W@35W, and can replace 70W
metal halide down light, energy-saving up to 50%. In addition, it can
Eav [1x] Emin [1x] Emax [1x] uo Emin/ E max
13 0.26 229 0.020 0.001 rotate 358 ° horizontally, and 30° vertically, light up any blind angle.
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Commercial Lighting

Luna COB serie

Luna COB Downlight 6" 25W

5000K
CRI 82
UGR <19

179

— 200I\ux

Perfectly blended with ceiling and decoration;

distance between lamps is 2 meters, and desk
illuminance up to 500lux, meet illuminance
requirement of office environment. CRI 82,

can truly reflect furniture color, and no

damage to eyes.

Indoor Space / Workplane /

3.2m
o 4’ = /
2.65m
| — - (—>

150lux

Eslim SMD Downlight 9" 30W

4m ceiling height, 2.65-3.2m lamp distance, ground

illuminance 150LUX,UGR <19,
4000K
CRI 82 soft and uniform light, bright environment.
UGR <19
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Commercial Lighting Code composition: Model No.+CCT+Light output+CRI

Square Downlight series

Size:(mm) Cut size:210*130mm Model nubmer CCT Ligﬂgq/?)lgtPUt CRI
DLS-020-AW-W-01 5500-7000K 1500 >80
DLS-020-AW-WW-01 2700-3200K 1220 >80
DLS-020-AW-NW-01 4000-4500K 1530 >80
DLS-020-AW-W-02 5500-7000K 1650 >80
DLS-020-AW-WW-02 2700-3200K 1260 >80
DLS-020-AW-NW-02 4000-4500K 1600 >80
DLS-030-AW-W-01 5500-7000K 2200 >80
DLS-030-AW-WW-01 2700-3200K 2000 >80
DLS-030-AW-NW-01 4000-4500K 2100 >80
DLS-030-AW-W-02 5500-7000K 3000 >80
DLS-030-AW-WW-02 2700-3200K 2200 >80
DLS-030-AW-NW-02 4000-4500K 2950 >80

]

SRR

NS
N\wg

®

L210mm
IW130mm|

Die-casting aluminum alloy.
High-efficiency cooling.

Rotatable angle:45°.

o bol| 80° &
2
[Soianis | | 3OW 0.8 Syears
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DIALux lllumination Simulation Diagram

Square Downlight series

Commercial Lighting

Square Downlight series

Room 1/ Calculation Surface 1/ Isolines (E, Perpendicular)

Values in Lux, Scale 1: 87

» _
120 1zo \ /120 120 504m
\ 120 120
80 1zo 120 )
\ °16° 120 160 120 160.160 /
120120 /\ 120__120 120
80
40
4 /\40—\/\/
_40
40—40—140 2
\ 7000
0.00 1211m

Position of surface in room:
Marked point:
(0.042 m, 7.821 m, 5.034 m)

Grid: 128 x 128 Points

E. [Ix] E_. [Ix] [Ix] uo E . /E o
av min max min max Rectangle COB Downlight Black coating inside the lamp, perfectly
74 20 198 0.273 0.102 blended with the ceiling. 1Tm lamp distance,
20W o . o
6000K 5m ceiling height, 200 lux illuminance to ground,

CRI 82 bright and comfortable environment.
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Commercial Lighting Code composition: Model No.+CCT+Light output+CRI

COB LED Downlight

Size:(mm) Cut size:@120mm
Model number CCT Liqht output CRI
(+10%)Im
RDL4-020-AW-W 5000K 1920 >80
% RDL4-020-AW-NW 4000K 1935 >80
?/ RDL4-020-AW-WW 3000K 1887 >80
20W @87
Size:(mm) Cut size:@150mm .
Model number CCT quht output CRI
(+10%)Im
RDL5-030-AW-W 5000K 2718 >80
g RDL5-030-AW-NW 4000K 2746 >80

‘%?/ RDL5-030-AW-WW 3000K 2688 >80

RDL5-030-AW-W

2130
150mm

360°

= [

PF
=
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Commercial Lighting

Code composition: Model No.+CCT+Light output+CRI

COB Gimble Downlight

Size:(mm) Cut size:@175mm

-1+180

Model number CCT Lmngggpm CR

RDL6-040-AW-W-01 5000K 3797 >80
RDL6-040-AW-NW-01 4000K 3748 >80
RDL6-040-AW-WW-01 3000K 3591 >80
g RDL6-040-AW-W-02 5000K 3651 >80 RDL6-040-AW-W-01
RDL6-040-AW-NW-02 4000K 3713 >80
RDL6-040-AW-WW-02 3000K 3479 >80

35W

368°

1100-240V AC|
S0H2/60Hz
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Commercial Lighting WO I’kp I a n e

COB Gimble Downlight

COB Gimable Downlight 40W

5000K
CRI 82

3m

Perfectly blended with decoration style; lamp incline 45 degree,

distance between lamps is 1m, and distance

250lux

between lamp and glass is 0.5m; illuminance of

glass wall is 1100lux, CRI 82, so perfectly

highlight the clothing in show window.
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Track light

B Vero COB Track Light oo 193-194

B KasaCOB Track light —  —oooooeeeeeoeeceeececene 195-196

191 192



Commercial Lighting

Vero COB Track Light

Pure aluminum 1070
driver box , matt white

Pure aluminum and die-cast aluminum for light body and driver box,
perfect heat dissipation, low temperature working.

CREE@ COB CRI82 and 93 available.
Delivering a high light output 97Im/W (CRI82)

193

# ¢
L)
00-240vAC| | crée
S0Hz/60Hz | | CXAT507

PF 18° >
09 || 26 rgine

Code composition: Model No.+CCT+Light output+CRI+Beam Angle

1158

Size:(mm) 10w

Model nubmer

CCT nght(:%%gut CRI

150

TL-010-AW-W-01
TL-010-AW-NW-01

TL-010-AW-WW-01

961
LT

38.6
115.8

5000K
4000K
3000K

CCT

790

740
730

L|ght(i%gi‘)[‘pm>ut CRI

>80

>80

>80

TL-010-AW-WW-01

TL-010-AW-W-01

5000K
4000K
3000K

CCT nght(t%%gut CRI

1600
1500

1400

>80

)
s
TL-020-AW-WW-01

N\

>80

-3¢ 50

TL-020-AW-W-01

Size:(mm) 20W
Model nubmer
. TL-020-AW-W-01
3
3 TL-020-AW-NW-01
TL-020-AW-WW-01
3
3
212
167
102
: 1@
S
b
Size:(mm) 30w
Model nubmer
TL-030-AW-W-01
- TL-030-AW-NW-01
=4 r
~ 3 TL-030-AW-WW-01

{
|
154

50

9669

5000K
4000K

3000K

2500
2900

2150

>80

>80

>80

TL-030-AW-W-01

TL-030-AW-WW-01
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Commercial Lighting

Kasa COB Track light

70W Metal Halide Replacem

Pure aluminum and die-cast aluminum for light body and driver box,

perfect heat dissipation, low temperature working.

CITIZEN COB CRI82 and 93 available.
Delivering a high light output 97Im/W (CRI82)

Two colors optional

195

CITIZEN COB , CRI82
CRI93 available

Code composition: Model No.+CCT+Light output+CRI

Built-in heat sink and
pure aluminum housing

Size:(mm)

Model nubmer

CCT  Light output

(+10%)Im

CRI

TK-035-AW-W-01
TK-035-AW-NW-01

TK-035-AW-WW-01

Size:(mm)

Model nubmer

5000K 3100
4000K 3000
3000K 2900

CCT ngh(LOoo/gltmput

>80
>80

>80

CRI

TK-050-AW-W-01

TK-050-AW-NW-01

TK-050-AW-WW-01

5000K 4750
4000K 4400
3000K 4000

>80

>80

>80

166

Can rotate 180°

track box

35W
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Commercial Lighting

Kasa COB Track light

Code composition: Model No.+CCT+Light output+CRI

-l

REQUIREMENTS

SPECIFICATIONS

EN 12464-1sub 5.4.1

floor surface 160 m

General lighting 0.8m:300 lux

fixturs used 18

Accent lighting 1000 lux

mounting height 4.5meters

UGR<22 Ra>80

HID and KASA 50W HID KASA 50W
Fixture power consumption(incl.ballast) 88(70+18) 50

Lifetime 20000 50000
Overall luxlevel on workplane(0.8m) 306 312
Showing-area 989 1150

UGR >22 <22
Overall power consumption per 9.9w/m? 5.62w/m?
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LED TABLE LIGHT

] Uonms ] 0000 cccccccccecsmeocccccocomcoccececace: 201-202

I  ——e 203-204

199 200



Commercial Lighting

LED Table Light venus:

Code composition: Model No.+CCT+Light output+CRI

Touch Color Wheel

Short press () to turn on the colorful atmosphere light;

After turn on the atmosphere light, long press () for 3 seconds, colours shade and cycle ;
After turn on the atmosphere light, select colors on the wheel, then the atmosphere will
illuminate as the selected color.

Press () again to turn off the atmosphere light.

201

Size:(mm)

N

190°
TN }
‘.._..1
45
Model number CCT CRI Lumen

+10%(Im)

e

Power  Input Voltage

SC-V3-007-AW-W  5500-6500K >80 220

W AC100-240V
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Code composition: Model No.+CCT+Light output+CRI

Size:(mm)

.

Model number CCT CRI L%q‘]‘gp Power  Input Voltage
SC-V5-012-AW-W  5500-6500K >80 460 12W AC100-240V
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Industrial | ®le]a}ily

How to find safe and durable LED lamps from a variety

of industry lights on the market?

Signcomplex offer various led luminaries for any industrial

or hazardous application, like led tri-proof lighting, high-bay,

low-bay lightings, led flood light, canopy lighting. We

optimize the benefits of led technology to offer the innovative

and reliable led luninaire on the market.

.Signcomplex’s industrial lighting provide higher lumens as

compared with traditional lighting. Adopt well-known LEDs

source, CREE, BRIDGELUX, SEOUL, SAMSUNG,

light efficiency up to 110LM/W, average consume 50%

less energy than HID, 40% less energy than MH lumimaires. L i
This is a significant upgrade over traditional light sources, : ' ; .,/-\._
and expected operating life of industrial lighting is 50000 : : Fqél I

hours.

—

Our industry lamp adopt professional surface - " 'i j l}' . ' “ . .

treatment,spraying powder, anodized

oxidation, hard anodizing, so our products ? ' r
can be used indoor and various harsh outdoor 4 [ ‘ . “ . ﬂ

§
environment. As LED lighting leader, we l! l . I i I
produce all kinds of waterproof lamps, 1 '

including IP 68,IP67,IP66,IP65, to meet
commercial and industry lighting.

-.—.1,

Signcomplex’s industrial lighting is
specifically engineered to remove heat from
the led and driver to ensure longer lifetime,
better lumen output.

Application : widely used in factory,farm,airport,
warehouse,supermarket, parking lot, station and

other places.
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LED

Flood Light

M Ultra-slim Flood Light =~ --------coooimo 209-210
B Promotional Flood Light ---------coooo 211-212
L 213-214
I Ultra-slim PIR Flood Light  --------r-r-merememememememees 215-216
M PIRFlood light series -~ 217-220
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Industrial Lighting

Ultra-slim Flood Light

Code composition: Model No.+CCT+Light output+CRI

209

Size:(mm) 10w

il

|l
S
10—

Size:(mm) 20W

R S

]

Size:(mm) 30W
S ||
| —

Size:(mm) 50W

e —

Size:(mm) 70W

e
Size:(mm) 100W
[ ——
Size:(mm) 120W
H—
Size:(mm) 150W

Model number

CCT L|g(rlgo%n:[put CRI

FL-010-AW-W-S
FL-010-AW-NW-S
FL-010-AW-WW-S

Model number

5500-6500K 703 >70
4000-4500K 697 >70
2700-3200K 629 >70

CCT Lig(ht output CRI

10%)im

FL-020-AW-W-S
FL-020-AW-NW-S
FL-020-AW-WW-S

Model number

5500-6500K 1690 >70
4000-4500K 1580 >70
2700-3200K 1500 >70

CCT L|g(rlgo<%wput CRI

FL-030-AW-W-S
FL-030-AW-NW-S
FL-030-AW-WW-S

Model number

5500-6500K 2500 >70
4000-4500K 2520 >70
2700-3200K 2430 >70

CCT ngmo%mtput CRI

FL-050-AW-W-S
FL-050-AW-NW-S-
FL-050-AW-WW-§

Model number

5500-6500K 4420 >70
4000-4500K 4350 >70
2700-3200K 4250 >70

CCT ngm o%fmtpm CRI

FL-070-AW-W-S
FL-070-AW-NW-S
FL-070-AW-WW-S

Model number

5500-6500K 5700 >70
4000-4500K 5730 >70
2700-3200K 5150 >70

CCT L|g(rlgo%n:[put CRI

FL-100-AW-W-S
FL-100-AW-NW-S
FL-100-AW-WW-S

Model number

5500-6500K 8690 >70
4000-4500K 8760 >70
2700-3200K 8360 >70

CCT ng(rlg o%fmtpm CRI

FL-120-AW-W-S
FL-120-AW-NW-8
FL-120-AW-WW-S

Model number

5500-6500K 11760 >70
4000-4500K 11400 >70
2700-3200K 11040 >70

CCT L|g(rlgo(%%put CRI

FL-150-AW-W-S
FL-150-AW-NW-S
FL-150-AW-WW-S

5500-6500K 13870 >70
4000-4500K 13350 >70
2700-3200K 12240 >70
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Industrial Lighting Code composition: Model No.+CCT+Light output+CRI

Promotional Flood Light Statom) 10w

tasmn
(R

Model number  CCT Ligmo%nput CRI

FL-010-AW-W-P 5500-6500K 720 270
FL-010-AW-NW-P 4000-4500K 740 270
FL-010-AW-WW-P 2700-3200K 660 270

Size:(mm) 20W

Model number  CCT Ligmo%tput CRI

FL-020-AW-W-P 5500-6500K 1860 >70
FL-020-AW-NW-P 4000-4500K 1990 >70
FL-020-AW-WW-P 2700-3200K 1770 270

Model number  CCT Ligt(wgogwtput CRI

FL-030-AW-W-P 5500-6500K 3130 270
FL-030-AW-NW-P 4000-4500K 3250 270
FL-030-AW-WW-P 2700-3200K 2660 270

Size:(mm) 50W

Model number  CCT LIghEOC;l‘Jtput CRI
m
FL-050-AW-W-P 5500-6500K 5130 >70
FL-050-AW-NW-P 4000-4500K 4600 >70
FL-050-AW-WW-P 2700-3200K 4270 270

Model number  CCT nghgog)L‘Jtput CRI

FL-070-AW-W-P 5500-6500K 6940 >70

l ” FL-070-AW-NW-P 4000-4500K 7010 270

| !J FL-070-AW-WW-P 2700-3200K 6010 270
-—1—

1790mm
g

Model number  CCT Ligl(wgoghjtput CRI

FL-100-AW-W-P 5500-6500K 9350 270
FL-100-AW-NW-P 4000-4500K 9230 270
FL-100-AW-WW-P 2700-3200K 8450 270
Size:(mm) 120W
— siom 1 Model number  CCT  Light output CRI
L2 (+10%)Im
(" T D)
_ FL-120-AW-W-P 5500-6500K 11480 270
!
g °> i b FL-120-AW-NW-P 4000-4500K 11470 270
T FL-120-AW-WW-P 2700-3200K 10950 270
N )
P
[

Size:(mm) 150W
2553 35mm
1816mm 019 89.9mm 708"
o 555
Model number  CCT L'ghEOC})H‘tpUt CRI
& 53 FL-150-AW-W-P 5500-6500K 15960 270
FL-150-AW-NW-P 4000-4500K 14730 270
FL-150-AW-WW-P 2700-3200K 13280 270
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Industrial Lighting

VERSATT™M  Up o6 times longer lamp life than HID luminaires,

and 50% more efficient than traditional light sources

Bridgelux chip
up to 90Im/w

Professional reflector cup,
uniform light

Waterproof power supply

1 module/2 module can rotate 0-265°,
4 module can rotate 0-355°
teeth shape design, more securely

Patent thermal-management

technology, manufacture

floodlight with the highest power worldwide.

[%2)
[a)

PF P
s U e
. IP bS | | design

213

Code composition: Model No.+CCT+Light output+CRI

Size:(mm) 90w

ol

Size:(mm) 150W

361
14.212°

G0

430
16.929"

320
12.6'

Size:(mm) 180W

361
12217

80

430
16.929”

320
12.6”

Size:(mm) 300W

361
142127

80
00

430
16.929

481
18.937"

Size:(mm) 350W

361
142127

0%
89

430
16,929

481
18.937"

=

460

18.11"

200850 | 130
TETHEASET 5118

g0 | T
T 9T 515

2050 | T
T 06T B

Model number

CCT Ligmoghnput CRI

FL-090-AW-W-06/08
FL-090-AW-NW-06/08
FL-090-AW-WW-06/08

Model number

5500-6500K 10550 270
4000-4500K 10310 270
2700-3200K 9530 270

CCT  Light output CRI
(£10%)Im

FL-150-AW-W-06/08
FL-150-AW-NW-06/08
FL-150-AW-WW-06/08

Model number

5000-6500K 17200 270
4000-4500K 16320 270
2700-3200K 15390 270

CCT Ligmoghnput CRI

FL-180-AW-W-06/08
FL-180-AW-NW-06/08
FL-180-AW-WW-06/08

Model number

5000-6500K 20400 270
4000-4500K 19600 270
2700-3200K 18680 270

CCT Light output CRI

(10%)im

FL-300-AW-W-06/08
FL-300-AW-NW-06/08
FL-300-AW-WW-06/08

Model number

5000-6500K 34650 270
4000-4500K 32200 270
2700-3200K 30110 270

CCT Ligpgoowtput CRI
+10%)Im

FL-350-AW-W-06/08
FL-350-AW-NW-06/08
FL-350-AW-WW-06/08

5000-6500K 43200 270
4000-4500K 41180 >70
2700-3200K 38730 270

FL-090-AW-W-06/08

FL-150-AW-W-06/08

FL-180-AW-W-08

- ‘ -
SR
S\
San‘cee
= —7

FL-300-AW-W-06/08

:

=

A,
550

V[T
‘\|ll
W

&

A
R

T

>

X

'

X
EEE
Z

i

FL-350-AW-W-06
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Industrial Lighting

Ultra-slim PIR Flood Light

215

Code composition: Model No.+CCT+Light output+CRI

Size:(mm)

Size:(mm)

625

20W

Size:(mm)

30w

Size:(mm)

Size:(mm)

80W

Size:(mm)

Model number

CCT  Light output CRI

FL-010-AW-W-S-02
FL-010-AW-NW-8-02
FL-010-AW-WW-S-02

Model number

(10%)im
5500-6500K 700 >70
4000-4500K 700 >70
2700-3200K 630 >70

CCT ngmo%gput CRI

FL-020-AW-W-8-02
FL-020-AW-NW-8-02
FL-020-AW-WW-S-02

Model number

5500-6500K 1690 >70
4000-4500K 1580 >70
2700-3200K 1500 >70

CCT L|gmo%gput CRI

FL-030-AW-W-8-02
FL-030-AW-NW-8-02
FL-030-AW-WW-S-02

Model number

5500-6500K 2500 >70
4000-4500K 2530 >70
2700-3200K 2430 >70

CCT Light output CRI

FL-050-AW-W-8-02
FL-050-AW-NW-8-02
FL-050-AW-WW-S-02

Model number

(+10%)Im
5500-6500K 4420 >70
4000-4500K 4350 >70
2700-3200K 4250 >70

CCT L|g(kl‘50%1mtput CRI

FL-080-AW-W-8-02
FL-080-AW-NW-8-02
FL-080-AW-WW-S-02

Model number

5500-6500K 6640 >70
4000-4500K 6760 >70
2700-3200K 6350 >70

CCT L|gmo%mtput CRI

FL-100-AW-W-8-02
FL-100-AW-NW-8-02
FL-100-AW-WW-S-02

5500-6500K 8690 >70
4000-4500K 8760 >70
2700-3200K 8360 >70
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Industrial Lighting

PIR Flood light series

217

Epistar chip 100Im/w of lamp
supply LM8O0 test report of LED

Up to 6 times longer lamp life than HID luminaires,
and 50% more efficient than traditional light sources

Waterproof power supply

Detection distance,

LUX are adjustable

Code composition: Model No.+CCT+Light output+CRI

Size:(mm) 20W

181.0mm
AES

141.0mm

Size:(mm) 30W

121.0mm

Model number

CCT ngmoc%wput CRI

186.0mm

226.0mm
890"

.
|

0

Size:(mm) 50W

FL-020-AW-W-10
FL-020-AW-NW-10
FL-020-AW-WW-10

Model number

5500-6500K 1860
4000-4500K 1990
2700-3200K 1770

>70
>70
>70

CCT ngmo%r}put CRI

FL-030-AW-W-04
FL-030-AW-NW-04
FL-030-AW-WW-04

Model number

5500-6500K 3130
4000-4500K 3250
2700-3200K 2660

>70
>70
>70

CCT ngmoco%wput CRI

FL-050-AW-W-04
FL-050-AW-NW-04
FL-050-AW-WW-04

5500-6500K 5130
4000-4500K 4600
2700-3200K 4270

>70
>70
>70

-105_-120 120 105 -105_-120 12010
p oo %0 oo
7 75 7
6 3¢5 60 601 425’
593 836
4! 790 45 -4 890
30 -5 0 15 30 30 15 0 15 30
FL-020-AW-W-10 FL-020-AW-NW-10
-105_-120 120 105 -105_-120 120 10
p oo %0 oo
7 75 7
4 3¢5 60 -6 4]
595 53
4 5 45 4 55

30 -5 0 15 3

0

30 -15 0 15 30

FL-030-AW-W-05 FL-030-AW-NW-05
-105 -120 120 10! -105_-120 120 105
olo 9
-7 75 7% 75
-4t 7%0 60 -4 590 60
1480 7
4! 7l 45 -4 7 45

30 -15 0 15
FL-050-AW-W-04

30

30 15 0 15
FL-050-AW-NW-04

30
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Industrial Lighting DIALux lllumination Simulation Diagram

Industrial Area / Calculation surface 6 / Value chart/Horizontal illuminance

Calculation surface 6 / Value chart/Horizontal illuminance

Industrial Area / Calculation surface 4 / Isolines/Horizontal illuminance

Calculation surface 4 / Isolines/Horizontal illuminance

59 i€
N w T
| & = o 52 44
| 6 8 +
69 498 +
70 490 +
66 488 +=
55 482 +
43 P
| 10 52 e
| i
e
e
o 4
$5
¢3

Scale: 1:100

Horizontal illuminance (Grid)
Average: 60 Ix, Min: 40 Ix, Max: 70 Ix, Min/average: 0.667, Min/max: 0.571, Points: 15 x 7 (Relevant: 30)

Horizontal illuminance (Grid)
Average: 9.95 Ix, Min: 0.62 Ix, Max: 83 Ix, Min/average: 0.062, Min/max: 0.007, Points: 9 x 13 (Relevant: all)

Scale: 1:200
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TRI-PROOF
LAMP

. ¢ A

S —

Normal Type  -----cmemmm 221-232
A Series  ----oremmeememseemeessiseiiiiiiiiee e 233-236
High Efficiency Type =~ ------------oomommommoemeoeeee 237-242
Emergency Type — --------reremmmmmmn 243-248
Dimmable and Sensor Type =~ ---------ceomimmieannnn. 249-252
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Industrial Lighting

Normal Type Arcs™I

Up to 50% more energy efficient than fluorescent light and 8 times of the rated life

Safer with metal hook
Ceiling installation also available

100Im/w of lamp

230° beam angle

>80 |lIpbs

223

CRI>80

2835LED up to 100Im/w of lamp
Clear cover more even

3
Tornomal for UL TUV
wPe saa

Code composition: Model No.+CCT+Light output+CRI

Size:(mm) 30w

Size:(mm) 55W

980.5

Size:(mm) 70W

Size:(mm) 80W

1480.5

Model number ~ CCT  Light output CRI

(=10%)i

FTN-TP-030-AW-W-10  5500-7000K 2750
FTN-TP-030-AW-NW-10  4000-4500K 2750
FTN-TP-030-AW-WW-10  2700-3200K 2680

>80
>80
>80

Model number  CCT Ligmog)L‘Jtput CRI

FTN-TP-055-AW-W-10 5500-7000K 5100
FTN-TP-055-AW-NW-10  4000-4500K 4990
FTN-TP-055-AW-WW-10  2700-3200K 4340

>80
>80
>80

Model number  CCT Ligmo%nput CRI

FTN-TP-070-AW-W-10 5500-7000K 6910
FTN-TP-070-AW-NW-10  4000-4500K 6840
FTN-TP-070-AW-WW-10  2700-3200K 5250

>80
>80
>80

Model number  CCT  Light our}put CRI

(=10%)i

FTN-TP-080-AW-W-10  5500-7000K 7580
FTN-TP-080-AW-NW-10  4000-4500K 7600
FTN-TP-080-AW-WW-10  2700-3200K 6710

>80
>80
>80

FTN-TP-030-AW-W-10

ST
12 LS

oINS,
SUSEL
RIHAH, 60
'l';ﬁ!““

S
N
0

FTN-TP-030-AW-WW-10

FTN-TP-055-AW-W-10

FIN-TP-070-AW-W-10

FTN-TP-055-AW-WW-10

-+180

-150, 150

SR
29/ LA 120

\[17
N

FTN-TP-070-AW-WW-10

FTN-TP-080-AW-W-10

FTN-TP-080-AW-WW-10
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Industrial Lighting

Normal Type

ArcS™ | B

Up to 50% more energy efficient than fluorescent light and 8 times of the rated life

230° beam angle
CRI>80

Quick to install

Seamless connection,

No Black area on connection section

2835LED up to 100im/w of lamp

225

type

ars ears
ormal for UL TUV
SAA type

Code composition: Model No.+CCT+Light output+CRI

Size:(mm)

30w

500

0.984" 25

2362

64815

2551240197

600
2360

83

32677

61043

7401620118

Size:(mm) 55W
1000
0.984" 25 38.37
L A sl
)]
FE (
- 104815
11.2598£0.167
1000
0984 25 3837
[
)]
3976420176
Size:(mm) 70W
1200
0.984° 25 4724
o]
)]
FEE 1248£5
49.134£0.197"
1200
0.984° 25 4724
= !
)]
121043
A7638£0.178°
Size:(mm) 80W
1500
0.984" 25 39,06
= o o]
)]
FE, 1548+5
60.94520.197
1500
0.984" 25 99.08
< 1

)]

«

Model number

CCT ngmo%ﬁmtput CRI

TP-030-AW-W-B-01
TP-030-AW-NW-B-01
TP-030-AW-WW-B-01
TP-030-AW-W-B-02
TP-030-AW-NW-B-02
TP-030-AW-WW-B-02

Model number

5500-6500K
4000-4500K
2700-3200K
5500-6500K
4000-4500K
2700-3200K

CCT  Light output CRI
(+10%)Im

3100
3070
2860
3100
3070
2860

>80
>80
>80
>80
>80
>80

TP-055-AW-W-B-01
TP-055-AW-NW-B-01
TP-055-AW-WW-B-01
TP-055-AW-W-B-02
TP-055-AW-NW-B-02
TP-055-AW-WW-B-02

Model number

5500-6500K
4000-4500K
2700-3200K
5500-6500K
4000-4500K
2700-3200K

5760
5970
5420
5760
5970
5420

>80
>80
>80
>80
>80
>80

CCT  Light output CRI
(£10%)Im

TP-070-AW-W-B-01
TP-070-AW-NW-B-01
TP-070-AW-WW-B-01
TP-070-AW-W-B-02
TP-070-AW-NW-B-02
TP-070-AW-WW-B-02

Model number

5500-6500K
4000-4500K
2700-3200K
5500-6500K
4000-4500K
2700-3200K

7360
7400
6680
7360
7400
6680

>80
>80
>80
>80
>80
>80

CCT ngmO%mtput CRI

51043

59.449£0.118"

TP-080-AW-W-B-01
TP-080-AW-NW-B-01
TP-080-AW-WW-B-01
TP-080-AW-W-B-02
TP-080-AW-NW-B-02
TP-080-AW-WW-B-02

5500-6500K
4000-4500K
2700-3200K
5500-6500K
4000-4500K
2700-3200K

8320
8350
7640
8320
8350
7640

>80
>80
>80
>80
>80
>80
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Industrial Lighting Code composition: Model No.+CCT+Light output+CRI

Normal Type Arcs™i

Up to 50% more energy efficient than fluorescent light and 8 times of the rated life

Size:(mm) 20w Model number  CCT Ligmono/)L‘Jgput CRI
JI il Tﬁ: :5 FTN-TP-020-AW-W-01  5500-6500K 2000 >80 m ':’ o “" ’:" .
FINTPO20-AWNIO! 40004500k 1950 280 =~$§:\\\\‘“L s sﬁ\t\\‘w‘g’;‘i
-0 -E s g- 0 -0 -E i g- %0
£ = 3 FINTPO2AWWWO!T 27003200k 1750 >80 B e 5’9;//4‘,,:\'\\\*\\555
T e g ZHES, COHAS,

= ) FTN-TP-020-AW-W-01 FTN-TP-020-AW-NW-01

Quick to install

Waterproof joint,
more convenient to maintain

Waterproof power supply,
convenient to maintain

Size:(mm) 40W Model number  CCT Ligmo%nput CRI
— . FTN-TP-040-AW-W-01  5500-6500K 3900 >80
[ |
IK10 Impact-proof i :!3 FTN-TP-040-AW-NW-01  4000-4500K 3700 >80
oINS
- - FIN-TP-OABAW-WW-01  2700-3200K 3200 >80 S
i I S
L R 1 FTN-TP-040-AW-W-01 FTN-TP-040-AW-NW-01
e _
Size:(mm) 50W Model number  CCT Ligﬁgogﬁr}put CRI
1500.0mm oo, FTN-TP-050-AW-W-01  5500-6500K 4800 >80 'm’" o ‘. N
L F = ST o ST
{ 133 FIN-TPOSCAWNWAO!  40004500K 4600 280 N IR
. v SR,
FTN-TP-050-AW-WW-01  2700-3200K 4100 >80 B AN,
SO
i i
ALK
. srrsom > SLLT SR
Cover, 230°beam angle (— =tk FINTPARLAALS TP DA

“) 50C
Patented| Glow-Wire

VAC
Hz

length
customization

227 228



Industrial Lighting

Normal Type

Up to 50% more energy efficient than fluorescent light and 8 times of the rated life

ArcS™II B

Quick to install

IK10 Impact-proof

Waterproof joint,
more convenient to maintain

229

Seamless connection,
No Black area on connection section

type

UL TUV
SAA type

Code composition: Model No.+CCT+Light output+CRI

Size:(mm)

250450

20W

600

250450

9,8431.967"

0984" 25 267"

H =

A

a
|

600

9.843£1.967"

Three-core connecting wire expose from two ends by 250mm, UL compliant.

0984" 25 23627
S [
I }
64845
255120197
Three-core waterproof bare wire joint expose from two ends.
600
0.984" 25 23627
1 ]
; I

61013
24.01640.118"

Three-core seamless docking male and feamle head expose from two ends.

Size:(mm)

40W

1200

250+50

25050
9.843¢1.967"

0.984” 25 47.24"

H B

)

98431967
F

Three-core connecting wire expose from two ends by 250mm, UL compliant.

1200

0984”25 47.24%

=1 Il

i\

-

)

124845
49.13410.187"

Three-core waterproof bare wire joint expose from two ends.

1200

0884 25 1724
o [
)i
T
il \ U
121043
47.63840.118

Three-core seamless docking male and feamle head expose from two ends.

Size:(mm) 50W
250450 1500 250450
98431967 0,984 25 50.06” 98431967
o o]
I ) |

Three-core connector wire expose from two ends by 250mm, UL compliant.

1500
0.984" 25 59.06"
o o1
T a\ T
154845
60.945+0.197"
Three-core waterproof bare wire joint expose from two ends.
1500
0.984" 25 59.06"
S Iy
T 1 T
151043
59.44910.1187

Three-core seamless docking male and feamle head expose from two ends.

74

2913

22559“ ‘
2
@

65
2.559"

i
2992

66
2559

65
259"

74
2913"
)
NNk
74
2913
—
=
N ZEE

2992

2.997"

2.992"

7%
2992

7.997"

292"

Model number

CCT  Light output CRI
(=10%)im

Product typ.

TP-020-AW-W-B-04
TP-020-AW-NW-B-04
TP-020-AW-WW-B-04

TP-020-AW-W-B-10
TP-020-AW-NW-B-10
TP-020-AW-WW-B-10
TP-020-AW-W-B
TP-020-AW-NW-B
TP-020-AW-WW-B
TP-020-AW-W-B1
TP-020-AW-NW-B1
TP-020-AW-WW-B1

Model number

5500-6500K
4000-4500K
2700-3200K

5500-6500K
4000-4500K
2700-3200K

5500-6500K
4000-4500K
2700-3200K

5500-6500K
4000-4500K
2700-3200K

2020
1930
1850

2020
1930
1850

2020
1930
1850

2020
1930
1850

>80
>80
>80

>80
>80
>80

>80
>80
>80

>80
>80
>80

CCT ngmoawmtput CRI

Outlet joint
of bare wire

series

TuvV
compliant

series

uL
compliant
series
Seamless
comecting
UL

compliant
series

Product typ.

TP-040-AW-W-B-04
TP-040-AW-NW-B-04
TP-040-AW-WW-B-04

TP-040-AW-W-B-10
TP-040-AW-NW-B-10
TP-040-AW-WW-B-10
TP-040-AW-W-B
TP-040-AW-NW-B
TP-040-AW-WW-B
TP-040-AW-W-B1
TP-040-AW-NW-B1
TP-040-AW-WW-B1

Model number

5500-6500K
4000-4500K
2700-3200K

5500-6500K
4000-4500K
2700-3200K

5500-6500K
4000-4500K
2700-3200K

5500-6500K
4000-4500K
2700-3200K

4040
3860
3830

4040
3860
3830

4040
3860
3830

4040
3860
3830

>80
>80
>80

>80
>80
>80

>80
>80
>80

>80
>80
>80

CCT ngmo%mtput CRI

QOutlet joint
of bare wire

series

TuvV
compliant

series

UL
compliant
series
Seamless
comecting
uL

compliant
series

Product typ.

TP-050-AW-W-B-04
TP-050-AW-NW-B-04
TP-050-AW-WW-B-04

TP-050-AW-W-B-10
TP-050-AW-NW-B-10
TP-050-AW-WW-B-10

TP-050-AW-W-B
TP-050-AW-NW-B
TP-050-AW-WW-B
TP-050-AW-W-B1

TP-050-AW-NW-B1
TP-050-AW-WW-B1

5500-6500K
4000-4500K
2700-3200K

5500-6500K
4000-4500K
2700-3200K

5500-6500K
4000-4500K
2700-3200K

5500-6500K
4000-4500K
2700-3200K

4740
4370
4270

4740
4370
4270

4740
4370
4270

4740
4370
4270

>80
>80
>80

>80
>80
>80

>80
>80
>80

>80
>80
>80

Outlet joint
of bare wire

series

Tuv
compliant

series

UL
compliant
series
Seamless
comecting
uL

compliant
series
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Code composition: Model No.+CCT+Light output+CRI

Industrial Lighting

Normal Type Arcs™n

Up to 50% more energy efficient than fluorescent light and 8 times of the rated life

Stzes(mm) 10w Model number COT  Light output CRI

SHare e o FIN-TP-010-AW-W-02/06  5500-6500K 1150 >80
;%Eﬂ FIN-TP-O10-AW-NW-02/06 40004500 1130 280
" FIN-TP-O10-AW-WW-02/06 ~ 2700-3200K 970 >80

FTN-TP-010-AW-W-02/06 ~ FTN-TP-010-AW-WW-02/06

Quick installation

-/+180

Size: Model T Light output CRI ST
ize:mm)  20W odel number CC ight outpu C .“““’,
I

FIN-TP-020-AW-W-02/06  5500-6500K 2160 280 an e

250450 1200
9.843+1.967" 0718 41.24"
=] = FTN-TP-020-AW-NW-02/06  4000-4500K 2140 280
FIN-TP-020-AW-WW-02/06 ~ 2700-3200K 1860 280
IK10 Impact-proof 4
-1 57
% B

3 o

FTN-TP-020-AW-W-02/06  FTN-TP-020-AW-WW-02/06

Different length
can be customized

Model number CCT Ligmo%ygput CRI “‘“H'.'," ‘I‘"."’
N 11/
Wz

l'é
N
A%

\]
\I

%

Size:(mm) 25W
50
e <8
/m?\\\?\\ss
AN
6a5750%

1

250450 1500 FTN-TP-025-AW-W-02/06 5500-6500K 2690 >80
9.843+1.967" 0718, 59.06" -
% = d FTN-TP-025-AW-NW-02/06 ~ 4000-4500K 2670 280
FTN-TP-025-AW-WW-02/06 ~ 2700-3200K 2290 >80 -6
40

E FTN-TP-025-AW-W-02/06 ~ FTN-TP-025-AW-WW-02/06

1]
T
\

WS
NS
<t

4

.
S
=3

IP65 design

..Gv\ ..J}

e >

oS

Warranty || Warranty

3years | | 5years
saA tpe

Tornormal for UL TUV.
type

100-277V AC
50H2/60Hz

232
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Industrial Lighting

A Series ArcS™IA

Up to 50% more energy efficient than fluorescent light and 8 times of the rated life

Compact appearance,
easy to install and transport

Adopt anti-UV cover,
which can be used outdoor

High transmittance PC cover+high

light efficiency LEDs, light output up

to 100LM/W,transmit soft and uniform light;
no dark spot;

233

Code composition: Model No.+CCT+Light output+CRI

Size:(mm) 30w

©

130.96 [5.16"]

661 [26.02"]

Size:(mm) 70W

Size:(mm) 80W

1560 161,421

Model number  CCT Ligl(BO%rEput CRI

FTN-TP-30-AW-W-A-01  5500-6500K
FTN-TP-30-AW-NW-A-01 4000-4500K
FTN-TP-30-AW-WW-A-01 2700-3200K
FTN-TP-30-AW-W-A-02  5500-6500K
FTN-TP-30-AW-NW-A-02 4000-4500K
FTN-TP-30-AW-WW-A-02 2700-3200K

2810
2870
2690
3070
3070
2950

>80
>80
>80
>80
>80
>80

Model number  CCT '—iQPEO?MPUt CRI

FTN-TP-70-AW-W-A-01  5500-6500K
FTN-TP-70-AW-NW-A-01 4000-4500K
FTN-TP-70-AW-WW-A-01 2700-3200K
FTN-TP-70-AW-W-A-02  5500-6500K
FTN-TP-70-AW-NW-A-02 4000-4500K
FTN-TP-70-AW-WW-A-02 2700-3200K

6280
6430
5980
6980
7150
6600

>80
>80
>80
>80
>80
>80

Model number  CCT  Light output CRI
(£10%)im

FTN-TP-80-AW-W-A-01  5500-6500K
FTN-TP-80-AW-NW-A-01 4000-4500K
FTN-TP-80-AW-WW-A-01 2700-3200K
FTN-TP-80-AW-W-A-02  5500-6500K
FTN-TP-80-AW-NW-A-02 4000-4500K
FTN-TP-80-AW-WW-A-02 2700-3200K

7020
7220
6810
7590
7731
7480

>80
>80
>80
>80
>80
>80
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Industrial Lighting Code composition: Model No.+CCT+Light output+CRI

A Series ArcS™IIA

Up to 50% more energy efficient than fluorescent light and 8 times of the rated life Size:mm) 20w Model number CCT '—igt"ﬁﬁtﬁp“t CRI
+10%)Im
FIN-TP-020-AW-W-A-01  5500-6500K 1960 >80
FTN-TP-020-AW-NW-A-01  4000-4500K 1890 >80
|
e e e B FTN-TP-020-AW-WW-A-01  2700-3200K 1800 >80
FIN-TP-020-AW-W-A-02  5500-6500K 2310 >80
654.00 FIN-TP-020-AW-NW-A-02  4000-4500K 2320 >80
25.75"
FTN-TP-020-AW-WW-A-02 2700-3200K 2130 >80
Compact appearance,
easy to install and transport
Size:(mm) 40w Model number CCT  Light output CRI
(+10%)Im
FTN-TP-040-AW-W-A-01  5500-6500K 3950 >80
- Ea= Ea= = ‘Eiﬁ ® FIN-TP-040-AW-NW-A-01  4000-4500K 3980 >80
U ° FIN-TP-040-AW-WW-A-01 2700-3200K 3610 >80
FIN-TP-040-AW-W-A-02  5500-6500K 4590 >80
1?&-‘;‘1 FTN-TP-040-AW-NW-A-02  4000-4500K 4500 >80
' FIN-TP-040-AW-WW-A-02 2700-3200K 4100 >80
) Model number CCT Light output CRI
Size:(mm) 50W (+10%)Im
FIN-TP-050-AW-W-A-O1  5500-6500K 4650 >80
S == == == == =5 FTN-TP-050-AW-NW-A-01  4000-4500K 4440 >80
FTN-TP-050-AW-WW-A-01 2700-3200K 4150 >80
‘65?320 FIN-TP-050-AW-W-A-02  5500-6500K 5530 >80
' FTN-TP-050-AW-NW-A-02  4000-4500K 5540 >80
FIN-TP-050-AW-WW-A-02 2700-3200K 5040 >80

Adopt anti-UV cover,
which can be used outdoor

High transmittance PC cover+high light efficiency LEDs,
light output up to 100LM/W,transmit soft and uniform light;
no dark spot;
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Industrial Lighting

High Efficiency Type

2835 Type ArcS™ |

Up to 50% more energy efficient than fluorescent light and 8 times of the rated life

140lm/w of lamp

Safer with metal hook
Ceiling installation also available

230° beam angle

CRI b PF
>80 |ipbs|| =09

237

CRI>80
2835LED up to 140lm/w of lamp
Frosted cover more even

Tornormal for UL TUV
type  SAA type

Code composition: Model No.+CCT+Light output+CRI

Size:(mm) 30W

—
§) E———

Size:(mm) 55W

Size:(mm) 80W

|

Model number  CCT Ligmo%nput CRI

TP-030-AW-W-H-03  5500-6500K 4070 >80
TP-030-AW-NW-H-03  4000-4500K 3930 >80
TP-030-AW-WW-H-03  2700-3200K 3800 >80

Model number  CCT Lig‘hgo%nput CRI

TP-055-AW-W-H-03  5500-6500K 7480 >80
TP-055-AW-NW-H-03  4000-4500K 7120 >80
TP-055-AW-WW-H-03  2700-3200K 6920 >80

Model number  CCT Ligmo%nput CRI

TP-070-AW-W-H-03  5500-6500K 9420 >80
TP-070-AW-NW-H-03  4000-4500K 9200 >80
TP-070-AW-WW-H-03  2700-3200K 8950 >80

Model number  CCT  Light output CRI
(:WD%M

TP-080-AW-W-H-03 5500-6500K 10870 >80
TP-080-AW-NW-H-03  4000-4500K 10420 >80
TP-080-AW-WW-H-03  2700-3200K 10150 >80
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Industrial Lighting

High Efficiency Type 2835Type Arcs™iIB

Code composition: Model No.+CCT+Light output+CRI

Up to 50% more energy efficient than fluorescent light and 8 times of the rated life Sizex(mm) - 20W
il s E 2 Model number T Light output CRI
‘ I A = ‘ ‘ s odel numbe cC g&m%hlmpu C
e
| ‘ a@ " TP-020-AW-W-BH-03 5500-6500K 2750 >80
Three-core waterproof bare wire expose from one end by 250mm. TP-020-AW-NW-BH-03  4000-4500K 2660 >80
TP-020-AW-WW-BH-03  2700-3200K 2590 >80

Quick to install

08" 23

=

al

prod
1

Three-core waterproof connector of wire expose from two ends.

0

20150
SEA3ELIGT

0B’ 25

H

2367

al

250250
SEAGHLIT

Three-core connector wire expose from two ends by 250mm, UL compliant.

Size:(mm)

40W

250450
384321357

B’ 25

1200
24"

Model number

CCT ngmo%mtput CRI

. = i
‘ ) } TP-040-AW-W-BH-03  5500-6500K 5420 >80
Three-core waterproof bare wire expose from one end by 250mm. TP-040-AW-NW-BH-03  4000-4500K 5250 >80
TP-040-AW-WW-BH-03  2700-3200K 5020 >80

. = - gl
= (| PEN Ed
Waterproof joint, I )l | = “

more convenient to mainta

IK10 Impact-proof

Three-core waterproof connector of wire expose from two

ends.

o oo
TS Iy o8 T34t 967 n
;::.1 = 10 \ :Q e/l
% [R@)1 o
2z [\®/] 4
| ) | K .

Three-core connector wire expose from two ends by 250mm, UL compliant.

Size:(mm) 50W
s ™ Model number  CCT  Light output CRI
T4 067 e 2 3 7 (x10%)Im
H =
| }j } TP-050-AW-W-BH-03  5500-6500K 6720 >80
Three-core waterproof bare wire expose from one end by 250mm. TP-050-AW-NW-BH-03 4000-4500K 6450 >80
TP-050-AW-WW-BH-03  2700-3200K 6280 >80
o o s
— o
Lﬂ% 1 f
J ) |

Three-core waterproof connector of wire expose from two ends.

’:mm 967" e L wuj &
Al { |
| ) \ ”

Three-core connector wire expose from two ends by 250mm, UL compliant.

> >

Warranty | | Warranty
3years ears
Tornormal for UL TUV
type  SAA bpe
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Industrial Lighting

Industrial Lighting

High Efficiency Type ArcS™ Il A

Up to 50% more energy efficient than fluorescent light and 8 times of the rated life Size:(mm) 20W
Model number CCT  Light output CRI
A e — — e
SE L FIN-TP-20-AW-W-AH-01  5500-6500K 2470 >70
661. 00 FTN-TP-20-AW-NW-AH-01  4000-4500K 2480 270
ZG..OS“ FTN-TP-20-AW-WW-AH-01 2700-3200K 2160 270
Compact appearance,
novel design style,easy to install and transport.
Size:(mm) 40W
Model number CCT Light output CRI
(+10%)Im
ﬂ_ﬁi T — T E T T E T — EI—P\ FTN-TP-40-AW-W-AH-01 5500-6500K 4970 =70
L =
FTN-TP-40-AW-NW-AH-01  4000-4500K 5120 270
1264.00 FTN-TP-40-AW-WW-AH-01 2700-3200K 4340 >70
49.77"
Opal and wave cover optional.
Size:(mm) 50W
Model number CCT Light output CRI
FE === = =_Bn It
‘ o W‘ FIN-TP-50-AW-W-AH-O1  5500-6500K 6530 >70
49,7.7" FTN-TP-50-AW-NW-AH-01  4000-4500K 6470 >70
FTN-TP-50-AW-WW-AH-01 2700-3200K 5600 270

High transmittance PC cover transmit soft light, high light
efficiency, uniform light; no dark spot.

3.355"
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Industrial Lighting Code composition: Model No.+CCT+Light output+CRI

Emergency Type ArcS™ |

Up to 50% more energy efficient than fluorescent light and 8 times of the rated life

- . 14180 -+180
Size:(mm) 30w Model number ~ CCT ngmo%r}pm CRI KT ‘|ll..
2120/ L XN 120 4120 “‘"""0 120
A RIS
| & FTN-TP-030-W-04  5500-6500K 1000 >80 NaSS\ caa RS S\l 2o
- 90| 90
; 580.0mm - FTN-TP-030-NW-04 40004500k 950 280 ) f o A
) j FTN-TP-030-WW-04 2700-3200K 850 >80 RO -
FTN-TP-030-W-04 FTN-TP-030-WW-04
=
Size:(mm) 55W Model number ~ CCT  Light output CRI s B g
W TR eSO SR 1200 e
— 9B0Smm - =60 -\\\‘"’,',"‘-
-90] 90
§ E %& FIN-TP-055-NW-04  4000-4500K 1100 >80
° FTN-TP-055WW-04 2700-3200K 1000 280 ’

FTN-TP-055-W-04 FTN-TP-055-WW-04

e Integrated emergency power supply, more convenient to use.
e 5h super long emergency time.
e when power off , the start up time<0.5s

e overcharge and over discharge protection available

"
-2 > Wi Warranty
100-240v| | >80 P20 Glow-Wire| | Viamanty

Patented
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Industrial Lighting Code composition: Model No.+CCT+Light output+CRI

Emergency Type ArcS™ ||

Up to 50% more energy efficient than fluorescent light and 8 times of the rated life

Size:(mm) 20W

6000 .
24.47" 85

& mks

Model number  CCT Ligmo%nput CRI

800
315"

FTN-TP-020-AW-W-03  5500-6500K 2000 >80
FTN-TP-020-AW-NW-03  4000-4500K 1950 >80
) —m / FTN-TP-020-AW-WW-03  2700-3200K 1750 >80
571.5
r‘l— 274" S::’l":
: bak
5 i)
= 4
Size:(mm) 40W
1200mm o Model number ~ CCT  Light output CRI
N 474" _ = (£10%)Im
@;4 % % HI’.).El ) FTN-TP-040-AW-W-03 5500-6500K 3900 >80
= - FTN-TP-040-AW-NW-03  4000-4500K 3700 >80
1 775 I’Q FTN-TP-040-AW-WW-03  2700-3200K 3200 >80
& 635" L%
yT=—
Size:(mm) 50W

1500.0mm
59.06"

Model number  CCT Ligmo%nput CRI
+10%)Im

an
2 o I e

I

FTN-TP-050-AW-W-03  5500-6500K 4800 >80
FTN-TP-050-AW-NW-03  4000-4500K 4600 >80
\477.5ﬂh|m

1% FTN-TP-050-AW-WW-03  2700-3200K 4100 >80

e Integrated emergency power supply, more convenient to use.
e 5h super long emergency time.
® when power off , the start up time<0.5s

e overcharge and over discharge protection available

CRI
100-240v| | >80

o
Wire| |Warranty
Patented IP 20 Glow-Wire| S veans
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Industrial Lighting Code composition: Model No.+CCT+Light output+CRI

Emergency Type ArcS™ Il A

Up to 50% more energy efficient than fluorescent light and 8 times of the rated life

Size:(mm) 20W
Model number  CCT  Light output CRI
o=y o o (+10%)Im
L [ == | === © S |- olz
O~ Z|lo
S = — <o g~ FIN-TP-20-AW-W-A-03 ~ 5500-6500K 2310 >80
— T 1 [} [sr}
FIN-TP-20-AW-NW-A-03 4000-4500K 2310 >80
FTN-TP-20-AW-WW-A-03 2700-3200K 2130 >80
654.00 88.00 FIN-TP-20-AW-W-A-04 ~ 5500-6500K 1970 >80
25.75" 3.46 FIN-TP-20-AW-NW-A-04 4000-4500K 1970 >80
FTN-TP-20-AW-WW-A-04 2700-3200K 1800 >80
Compact appearance,
novel design style,easy to install and transport.
Size:(mm) 40W
Model number  CCT  Light output CRI
(=10%)im
FIN-TP-40-AW-W-A-03  5500-6500K 4590 >80
— " FTN-TP-40-AW-NW-A-03 4000-4500K 4 >
= =ac T g FTN—TP—42—AW—WW—A3)1 2(7)227322& 4?22 >22
e =5 5
FIN-TP-40-AW-W-A-04  5500-6500K 3950 >80
FTN-TP-40-AW-NW-A-04 4000-4500K 3980 >80
1264.00 3467
077" - FTN-TP-40-AW-WW-A-04 2700-3200K 3610 >80
Opal and wave cover optional.
Size:(mm) 50W
ngh transmn'tance'PC cover transmit soft light, high light Model number ~ CCT  Light output CRI
efficiency, uniform light; no dark spot. ! ! ! F R (10%)im
0 FIN-TP-50-AW-W-A-03 ~ 5500-6500K 5530 >80
1560.00 FTN-TP-50-AW-NW-A-03 4000-4500K 5530 >80
61.42"
FTN-TP-50-AW-WW-A-03 2700-3200K 5040 >80
FIN-TP-50-AW-W-A-04  5500-6500K 4650 >80
FTN-TP-50-AW-NW-A-04 4000-4500K 4440 >80
FTN-TP-50-AW-WW-A-04 2700-3200K 4150 >80
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Industrial Lighting

Code composition: Model No.+CCT+Light output+CRI

Dimmable and Sensor Type  Arcs™|

. . . . Size:(mm) 30w
Up to 50% more energy efficient than fluorescent light and 8 times of the rated life

— % g Model number  CCT Ligmo%tput CRI

E q FTN-TP-030-AW-W-06 ~ 5500-7000K 3100 >80
603.0mm FTN-TP-030-AW-NW-06  4000-4500K 2840 >80
2 Y S — —— — — — FTN-TP-030-AW-WW-06  2700-3200K 2660 >80
- FTN-TP-030-AW-W-07  5500-7000K 3100 >80
FTN-TP-030-AW-NW-07  4000-4500K 2840 >80
FTN-TP-030-AW-WW-07  2700-3200K 2660 >80
230° beam angle

Use fire-resistant PC cover, can pass 650°glow wire test;
Size:(mm) 55W Model number  CCT Ligmo%gput CRI
FTN-TP-055-AW-W-06 5500-7000K 5570 >80
% g FTN-TP-055-AW-NW-06  4000-4500K 5650 >80
— FTN-TP-055-AW-WW-06 2700-3200K 5100 >80
= = FTN-TP-055-AW-W-07  5500-7000K 5570 >80
TETE FTN-TP-055-AW-NW-07  4000-4500K 5650 >80
: ‘ FTN-TP-055-AW-WW-07 2700-3200K 5100 >80

FIN-TP-055-WW-01

Model number  CCT Ligmo%tput CRI

Size:(mm) 70W
FTN-TP-070-AW-W-06 5500-7000K 7170 >80
FTN-TP-070-AW-NW-06 4000-4500K 7600 >80
=_—- FINTP-O70AW-WW-05 27003200 6630 >80
CRI>80 FTN-TP-070-AW-W-07  5500-7000K 6560 >80
2835LED up to 100Im/w of lamp : FIN-TP-070-AW-NW-07  4000-4500K 4700 >80
FTN-TP-070-AW-WW-07  2700-3200K >80
Frosted cover more even 6630
Dimmable power supply, and the power
supply and lamp are installed seperately;
excellent thermal management ensure
long lifetime.
100Im/w of lamp
Size:(mm) 80W Model number CCT Ligmo%gput CRI
_— FIN-TP-080-AW-W-06  5500-7000K 8090 >80
g FTN-TP-080-AW-NW-06  4000-4500K 7900 >80
FIN-TP-080-AW-WW-06 2700-3200K 7080 >80
FTN-TP-080-AW-W-07 5500-7000K 8090 >80
FTN-TP-080-AW-NW-07  4000-4500K 7900 >80
FTN-TP-080-AW-WW-07 2700-3200K 7080 >80
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Industrial Lighting Code composition: Model No.+CCT+Light output+CRI

Dimmable and Sensor Type Arcs™iIB

Up to 50% more energy efficient than fluorescent light and 8 times of the rated life Size:(mm) 20W
25030 500 20150 M | number T Light output CRI Pr t typ.
0.984" 25 2362 9.843+1967 2;‘:3, odel numbe CC g(im%;]]mpu C oduc yp
o H [e] F - ?ﬁ .. TP-020-AW-W-B-07 5500-6500K 2020 >80 0-10v
[ | @E N =2 TP-020-AW-NW-B-07  4000-4500K 1930 >80 dimr.ning
Three-core connecting wire expose from two ends by 250mm, UL compliant. TP-020-AW-WW-8-07  2700-3200K 1850 >80 series
50 7 TP-020-AW-W-B-08 5500-6500K 2020 >80 DAL
g i 2913"
A e — ] TP-020-AW-NW-8-08  4000-4500K 1930 >80 dimming
& i REANCZIEE TP-020-AW-WW-B-08 ~ 2700-3200K 1850 >80 series
64845 TP-020-AW-W-B-09 5500-6500K 2020 >80 Microwave
25,51240,197"
Three-core waterproof bare wire joint expose from two ends. TP-020-AW-NW-B-09 4000-4500K 1930 >80 sensing
TP-020-AW-WW-B-09  2700-3200K 1850 >80 series
600
0.984" 25 2362
=1 =) .
T T EE
Water-proof design without adhesive, y 51043
. 4 24.0160.118"
so there is no water leakage caused #d )
: . 4 P Three-core seamless docking male and feamle head expose from two ends.
b}/ adhesive aging, convenient to y
disassemble. £
r
T
’
"4
o
Quick to install
Size:(mm) 40W
Model number  CCT Lig‘hgogéwtput CRI  Product typ.
+10%)im
1200 250150
094" 25 BaTy B3+ 967 TP-040-AW-W-B-07 5500-6500K 4040 >80 0-10v
K “ ol i TP-040-AW-NW-B-07  4000-4500K 3860 >80 dimming
) 2 TP-040-AW-WW-B-07  2700-3200K 3830 >80 series
Three-core connecting wire expose from two ends by 250mm, UL compliant. TP-040-AW-W-B-08 5500-6500K 4040 >80 DALI
TP-040-AW-NW-B-08  4000-4500K 3860 >80 dimming
1200 TP-040-AW-WW-B-08  2700-3200K 3830 >80 series
0.984" 25 47.24'
Fe ¢ [ R TP-040-AW-W-B-09 5500-6500K 4040 >80 Microwave
T 1 S
i ) I < TP-040-AW-NW-B-09  4000-4500K 3860 >80 sensing
IK10 Impact-proof s TP-040-AW-WW-B-09 ~ 2700-3200K 3830 >80 series

251

Warranty

=

e jears
Tornormal for UL TUV.
WPE San type

Three-core waterproof bare wire joint expose from two ends.

1200

0.984" 25 47.24"
B 5] i
il \ U .
121043 -
47 638+0.118°

Three-core seamless docking male and feamle head expose from two ends.

Size:(mm) 50W

154845
60.945:0,197"

Three-core waterproof bare wire joint expose from two ends.

1500
0.984" 25 59.06"

B

of

);

il { [

151043
59.44920.1187
Three-core seamless docking male and feamle head expose from two ends.

292"

Model number

CCT ngmo%lﬁtput CRI

Product typ.

25050 1500 250450 5 TP-050-AW-W-B-07 5500-6500K 4740 >80 0-10V
9.84341.967" . 59.06" 9.84341.967"
oot ﬁ 25 TP-050-AW-NW-B-07  4000-4500K 4370 >80 dimming
o [o] —
| \( [ 4% %@f o8 TP-050-AW-WW-B-07 2700-3200K 4270 >80 series
| ) \ AT R
TP-050-AW-W-B-08 5500-6500K 4740 >80 DALI
Three-core connector wire expose from two ends by 250mm, UL compliant. TP-050-AW-NW-B-08 4000-4500K 4370 >80 dimming
TP-050-AW-WW-B-08 2700-3200K 4270 >80 series
1500
0984 25 5908° e TP-050-AW-W-B-09 5500-6500K 4740 >80 Microwave
t a\ 1 B TP-050-AW-NW-B-09 4000-4500K 4370 >80 sensing
T )) F TP-050-AW-WW-B-09  2700-3200K 4270 >80 series
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Industrial Lighting DIALux lllumination Simulation Diagram

Tri-proof Lamp

Industrial Area / Educational Building / Calculation surface 4 / Isolines/Horizontal illuminance

Calculation surface 4 / Isolines/Horizontal illuminance

75
100
200
Ix
200
Scale: 1:50 (100
75 100

Gestione della luce: corpo

in alluminio e vano ottico ‘

verniciati di nero 100

Horizontal illuminance (Grid)
Average: 149 Ix, Min: 66 Ix, Max: 201 Ix, Min/average: 0.445, Min/max: 0.328, Points: 7 x 9 (Relevant: all)
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Industrial Lighting

Tri-proof Lamp

. Patent design, 230° large beam angle to replace fluorescent tubes
. Water-proof, dust-proof, impact-proof

. up to 110lm/W

. Fire-resistant material, 650 C glow wire test

. IK10 impact-proof test

. available with 0-10V, Dali dimmer

. supply Emergency and Wireless sensor lamps

Apply in parking lots, subway station, warehouse, factory, farm




Wall Pack

B Wall Pack -----------nmmmmmmmmenn e 259-260
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Industrial Lighting

Wall Pack

Code composition: Model No.+CCT+Light output+CRI

Size:(mm)

Model number CCT Light output CRI

(£10%)im
195 WPHC-045-AW-W 5000 K 4600 >80
BEN WPHC-045-AW-NW 4000 K 4500 >80
a |\
Using small drive current, LED package “d \ WPHC-045-AW-WW 3000K 4100 >80
I A N
will have a longer lifespan.With rapid \
installation bracket, no extra disassembly 45w
or assembly during the installation
The die-cast fixture after anti corrosion
treatment is heavy-duty and reliable. Sizes(mm) ,
Model number CCT ng?ht output CRI
195 +10%)Im
g f WPHC-070-AW-W 5000K 7600 >80
£ _ WPHC--070-AW-NW 4000K 7500 >80
‘E N WPHC-070-AW-WW 3000K 7000 >80
| 360
70W
Size:(mm) .
Tt Model number CCT quqgvc))‘utput CRI
Jaessisesy +10%)im
H!”«'- ddiine 195 WPHC-100AW-W 5000K 10500 >80
ELEE - g f
: ARARARRARARAS af |\ WPHC--100-AW-NW 4000K 10200 >80
RS
n.&‘-“:” S e b d WPHC-100-AW-WW 3000K 9500 >80
e . [ e—
B2 \

----- ] oy 100w

Polyester powder-coated finish, rust and
corrosion proof

Use a unique heat sink

design to shorten the

thermal pass way

1P b!

®.

RGN

Pending _Pending
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Shoebox

B ShoeboX  --------eemmee e 263-264

F_
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Industrial Lighting

Shoebox

Code composition: Model No.+CCT+Light output+CRI

Seoul LED Type

Size:(mm)
B F Model number CCT Lig?ht output CRI
i o 5 £10%)Im
(2362") o 3576 g
g SB-100-AW-W 5000K 11300 >80
§}E g# SB-100-AW-NW 4000K 11000 >80
~ iy SB-100-AW-WW 3000K 10500 >80
1 gF
With die-cast frame and driver box, pure
extrude AL heat sink, this luminaries is tough, ]
2362 13787 236" 1378
heavy-duty and excellent thermal dissipation
100W
performance.
Size:(mm)
i U g Model number CCT Lighggutput CRI
g +10%)Im
& §F SB-120-AW-W 5000K 13200 >80
_ SB-120-AW-NW 4000K 13000 >80
1 &F SB-120-AW-WW 3000K 12000 >80
I = I
13787 232" 13787 13787
120W
Size:(mm)
3 % { Model number CCT Ligh’g/())lutput CRiI
& +10%)Im
SB-150-AW-W 5000K 16800 >80
: o é@ SB-150-AW-NW 4000K 16000 >80
Optical PC lens, ® | SB-150-AW-WW 3000K 15000 >80
ageing-resistant and up
to 90% transmittance o]
1378° 2362" 1378
150W
Polyester powder-coated finish, Size:(mm)
rust and corrosion proof B
% [ oL g g H 5 i
£ 3576 g
~ B Model number CCT Liqh’g/())lutput CRI
-~ 2 +10%)Im
SB-180-AW-W 5000K 19800 >80
© %;g SB-180-AW-NW 4000K 19000 >80
8 h SB-180-AW-WW 3000K 18000 >80
|60 |

1378

2362" 178

various installation:
180W

A

two modules three modules

1 VAC anty

263 264
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HIGH BAY & LOW

BAY LIGHTING SERIES

* I UFO High Bay Hight Cibay Series ------------------------ 267-268
. -
| B LiBay High Bay & Low Bay Lighting Series ------------ 269-272
» -

- s . .

= B HighBaylLight oo 273-276
-
- -
- = = ! =
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Industrial Lighting

UFO High Bay Hight Cibay Series

Code composition: Model No.+CCT+Light output+CRI

[ 204/8"
'0_0; 119/4.7"
n 53/2.1"
S 2310/12.1" Model number CCT Light output CRI
E Ny
£
= 5 GB-80-AW-W-02 5500-6500K 9130 >80
g = GB-80-AW-NW-02 4000-4500K 8730 >80
GB-80-AW-WW-02 2700-3200K 7970 >80
suspendent installation
Size:(mm) 100W
. 204/8"
2 119/4.7"
n 53/2.1"
%
3
?E: Model number CCT Light output CRI
S
g
T GB-100-AW-W-02 5500-6500K 11890 >80
o g GB-100-AW-NW-02 4000-4500K 11490 >80
GB-100-AW-WW-02 2700-3200K 10310 >80
Size:(mm) 120W
R 204/8"
E 119/4.7"
;‘ 53/2.1"
Using anti-glare glass, ; Loy Model number CCT Light output  CRiI
UGR < 25 7 BT — GB-120-AW-W-02 5500-6500K 13530 >80
g
o © A R5.75/0.23" GB-120-AW-NW-02 4000-4500K 12930 >80
GB-120-AW-WW-02 2700-3200K 11670 >80
Size:(mm) 150W
243/9.6"
127/5"
) 60/24" | LT T
— 3 a0 nss AR ",//}'A Model number CCT  Light output  CRI
£ D7 = = GB-150-AW-W-02 5500-6500K 17510 >80
2 N GB-150-AW-NW-02 4000-4500K 16740 >80
: 2N
( Y ({///“\\\\\ GB-150-AW-WW-02 2700-3200K 15100 >80
ceiling installation
wall mounted installation
Size:(mm) 200W
243/9.6"
z 2400 158" \\\\W///"/ Model number CCT Light output CRI
E 43.5/1.7 ;\\\ L //f.AA
E ] C GB-200-AW-W-02 5500-6500K 23610 >80
2 f,/j/ \\\\ GB-200-AW-NW-02 4000-4500K 22570 >80
SN2 GB-200-AW-WW-02 2700-3200K 20360 >80
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Industrial Lighting

Code composition: Model No.+CCT+Light output+CRI

LiBay High Bay & Low Bay Lighting Series seoul LED Type

Up to 50% more energy efficient than fluorescent light,

and 50% more energy efficiency than HID luminaries

Hole-like design for leaking water.

Ceiling installation bracket;
simplest installation method.

Seoul LED 130Im/w of lamp
Anti-glare design, better protective eyes
Lens angle optional

Screw-less design,
more beautiful

S o e

200W 240W 280W

150W

BERERCREE

100
50Hz/60Hz

269

Sze:mm)  90W Model number CCT  Light output  CRI
GK-090-AW-W-L-04/05  5500-6500K 11530  >70

wmzé.w" GK-090-AW-NW-L-04/05 4000-4500K 10930 >70

LE = GK-090-AW-WW-1-04/05 2700-3200K 10340  >70

3 GK-090-AW-W-L-16/19  5500-6500K 9730 >70

i - ° °- GK-090-AW-NW-L-16/19  4000-4500K 9300 >70

s 22 GK-090-AW-WW-L-16/19  2700-3200K 8560 >70

o GK-090-AW-W-L-17/20  5500-6500K 10670  >70

GK-090-AW-NW-L-17/20  4000-4500K 10190  >70

GK-090-AW-WW-L-17/20 2700-3200K 9340 >70

GK-090-AW-W-L-18/21 5500-6500K 10810 >70
GK-090-AW-NW-L-18/21  4000-4500K 10330 >70
GK-090-AW-WW-L-18/21 2700-3200K 9590 >70

Model number CCT Light output CRI

20, GK-120-AW-W-L-04/05  5500-6500K 14930  >70
E GK-120-AW-NW-L-04/05  4000-4500K 14730  >70

GK-120-AW-WW-1-04/05 ~ 2700-3200K 14030  >70
GK-120-AW-W-L-16/19  5500-6500K 13400  >70
GK-120-AW-NW-L-16/19  4000-4500K 12800  >70
GK-120-AW-WW-L-16/19  2700-3200K 11470  >70
GK-120-AW-W-L-17/20  5500-6500K 14130  >70
GK-120-AW-NW-L-17/20  4000-4500K 13500  >70
GK-120-AW-WW-L-17/20  2700-3200K 12330  >70
GK-120-AW-W-L-18/21 5500-6500K 14410  >70
GK-120-AW-NW-L-18/21  4000-4500K 13770  >70
GK-120-AW-WW-L-18/21  2700-3200K 12630  >70

@ §gg§g =l

Model number CCT Light output CRI

GK-150-AW-W-L-04/05 5500-6500K 19580  >70

e GK-150-AW-NW-L-04/05  4000-4500K 19640  >70
zﬂ GK-150-AW-WW-L-04/05 2700-3200K 18740  >70
s 5 L GK-150-AW-W-L-16/19 5500-6500K 16960  >70
% GK-150-AW-NW-L-16/19  4000-4500K 16210  >70
EEy GK-150-AW-WW-L-16/19  2700-3200K 14850 >70

GK-150-AW-W-L-17/20 5500-6500K 17740  >70
GK-150-AW-NW-L-17/20  4000-4500K 16940 >70
GK-150-AW-WW-L-17/20  2700-3200K 15510 >70
GK-150-AW-W-L-18/21 5500-6500K 18570  >70
GK-150-AW-NW-L-18/21 4000-4500K 17740  >70
GK-150-AW-WW-L-18/21  2700-3200K 15840  >70
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Code composition: Model No.+CCT+Light output+CRI Industrial Lighting

Size:(mm)  200W Model number CCT Light output  CRI

GK-200-AW-W-L-04/05 5500-6500K 24770  >70
GK-200-AW-NW-L-04/05 4000-4500K 25080  >70

52110
5-4.33"

5-100 [N
sesenaseen EEEaE 2 GK-200-AW-WW-L-04/05  2700-3200K 24110  >70
8e5|[8s8es) [858es) (83888 10 GK-200-AW-W-L-16/19 5500-6500K 23230  >70
S50 S5 e8| (658 (6585 GK-200-AW-NW-L-16/19  4000-4500K 22190  >70
2 GK-200-AW-WW-L-16/19  2700-3200K 19930  >70
GK-200-AW-W-L-17/20 5500-6500K 23780  >70
LE T o GK-200-AW-NW-L-17/20  4000-4500K 22680  >70
—) GK-200-AW-WW-L-17/20  2700-3200K 20790  >70
—s s R GK-200-AW-W-L-18/21 5500-6500K 24160  >70
GK-200-AW-NW-L-18/21  4000-4500K 23080  >70
o GK-200-AW-WW-L-18/21  2700-3200K 20310  >70

Size:(mm) 240W

Model number CCT Light output CRI

6-110

GK-240-AW-W-L-04/05 5500-6500K 29790  >70
GK-240-AW-NW-L-04/05 4000-4500K 29610  >70
GK-240-AW-WW-L-04/05  2700-3200K 28170  >70
GK-240-AW-W-L-16/19 5500-6500K 27550  >70
GK-240-AW-NW-L-16/19 4000-4500K 26320 >70
GK-240-AW-WW-L-16/19 ~ 2700-3200K 24310 >70

5.709"

12 06 0w GK-240-AW-W-L-17/20 5500-6500K 27730  >70
GK-240-AW-NW-L-17/20  4000-4500K 26490  >70

—
§ 5 5 5 § GK-240-AW-WW-1-17/20  2700-3200K 24090  >70
GK-240-AW-W-1-18/21 5500-6500K 30470  >70
> - * GK-240-AW-NW-L-18/21  4000-4500K 29110  >70

HE

GK-240-AW-WW-L-18/21 ~ 2700-3200K 25410 >70

Size:(mm) 280W

Model number CCT Light output CRI

GK-280-AW-W-L-04/05 5500-6500K 34130 >70
GK-280-AW-NW-L-04/05 4000-4500K 33080  >70
GK-280-AW-WW-L-04/05  2700-3200K 31120 >70
GK-280-AW-W-L-16/19 5500-6500K 32450 >70
GK-280-AW-NW-L-16/19 4000-4500K 31000  >70
GK-280-AW-WW-L-16/19 ~ 2700-3200K 27610  >70
GK-280-AW-W-L-17/20 5500-6500K 31910  >70
GK-280-AW-NW-L-17/20  4000-4500K 30480  >70

|
LIE||[FBESS

TR o
L GK-280-AW-WW-L-17/20  2700-3200K 27380  >70
2 GK-280-AW-W-L-18/21  5500-6500K 32210  >70
4— ° J 2 d a GK-280-AW-NW-L-18/21  4000-4500K 30780  >70
GK-280-AW-WW-L-18/21  2700-3200K 27700  >70

945"
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Industrial Lighting

High Bay Light

The product adopt durable and long lifetime LEDs light source,soft light,

no glare, simple design.IP65 level, so it can be widely used in various places.
[ts main material include aluminum alloy and anti-UV PC,

which ensure the lamp can work securely and reliably in different environments.

273

Adopt structural waterproof design, no adhesive ,

so there is no leakage caused by adhesive aging,

easy to disassemble;

reflector cover:45°

Frosted aluminum cover,high lighting effect,
uniform luminous surface, no dark spot.

reflector cover:90°

High-efficient thermal management design

reflector cover:120°

1100-277V AC|
50Hz/60Hz

Warranty
5years

Code composition: Model No.+CCT+Light output+CRI

Size:(mm) 50W

300~350
11.8~13.8"

371

Size:(mm) 80W

300~350
275 T8~138"

45°

Size:(mm) 100W

300~350

300~350
118~138"

00~350
275 18~138"
10.8

330

9]

PN

120°

300~350
113~138

365
144

120°

300~350.

IESEx 00350
75 s [§~135
108
275 [II5~138
® 108
o= s
45° 90° 120°
Size:(mm) 120W
300~350
fTa-138 00-350. 300~350
P E=Er g
_ 5 18~138
s 108
©

440

173

387

120°

Model number CCT Light output Beam angle LED Qty. CRI
GK-050-AW-W-P-05 5500-6500K 4430 45° Tpcs >70
GK-050-AW-NW-P-05  4000-4500K 4420 45° Ipcs >70
GK-050-AW-WW-P-05  2700-3200K 4070 45° Ipcs >70
GK-050-AW-W-P-06 5500-6500K 5120 90° 1pcs >70
GK-050-AW-NW-P-06  4000-4500K 4790 90° Ipcs >70
GK-050-AW-WW-P-06  2700-3200K 4410 90° 1pcs >70
GK-050-AW-W-P-07 5500-6500K 5160 120° Ipcs >70
GK-050-AW-NW-P-07  4000-4500K 4820 120° 1pcs >70
GK-050-AW-WW-P-07  2700-3200K 4430 120° Ipcs >70
Model number CCT Light output Beam angle LED Qty. CRI
GK-080-AW-W-P-05 5500-6500K 7760 45° Tpcs >70
GK-080-AW-NW-P-05  4000-4500K 7130 45° Ipcs >70
GK-080-AW-WW-P-05  2700-3200K 6630 45° 1pcs >70
GK-080-AW-W-P-06 5500-6500K 8130 90° Ipcs >70
GK-080-AW-NW-P-06 4000-4500K 7670 90° 1pcs >70
GK-080-AW-WW-P-06  2700-3200K 7130 90° Tpcs >70
GK-080-AW-W-P-07 5500-6500K 8210 120° Tpcs >70
GK-080-AW-NW-P-07  4000-4500K 7740 120° 1pcs >70
GK-080-AW-WW-P-07  2700-3200K 7200 120° 1pcs >70
Model number CCT Light output Beam angle LED Qty. CRI
GK-100-AW-W-P-05 5500-6500K 9200 45° 1pcs >70
GK-100-AW-NW-P-05 4000-4500K 8600 45° Ipcs >70
GK-100-AW-WW-P-05  2700-3200K 7910 45° Tpcs >70
GK-100-AW-W-P-06 5500-6500K 9810 90° 1pcs >70
GK-100-AW-NW-P-06 4000-4500K 9170 90° 1pcs >70
GK-100-AW-WW-P-06 2700-3200K 8440 90° 1pcs >70
GK-100-AW-W-P-07 5500-6500K 10020 120° Ipcs >70
GK-100-AW-NW-P-07 4000-4500K 9370 120° 1pcs >70
GK-100-AW-WW-P-07  2700-3200K 8620 120° Ipcs >70
Model number CCT Light output Beam angle LED Qty. CRI
GK-120-AW-W-P-05 5500-6500K 11060 45° 3pcs >70
GK-120-AW-NW-P-05 4000-4500K 10470 45° 3pcs >70
GK-120-AW-WW-P-05 2700-3200K 9900 45° 3pcs >70
GK-120-AW-W-P-06 5500-6500K 10990 90° 3pcs >70
GK-120-AW-NW-P-06 4000-4500K 10370 90° 3pcs >70
GK-120-AW-WW-P-06  2700-3200K 9640 90° 3pcs >70
GK-120-AW-W-P-07 5500-6500K 12030 120° 3pcs >70
GK-120-AW-NW-P-07 4000-4500K 11350 120° 3pcs >70
GK-120-AW-WW-P-07 2700-3200K 10550 120° 3pcs >70
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Indoor Space / Workplane / Isolines (E)

Code composition: Model No.+CCT+Light output+CRI

Size:(mm) 150W
s Model number CCT Light output Beam angle LED Qty. CRI
108" . 00-350
. — e GK-150-AW-W-P-05 5500-6500K 13120 45° 3pcs >70
] 10.8' °
i il © | 5 GK-150-AW-NW-P-05 4000-4500K 12390 45 3pcs >70 200Lux
o GK-150-AW-WW-P-05  2700-3200K 11740 45° 3pcs >70
5 2 GK-150-AW-W-P-06 5500-6500K 13580 90° 3pcs >70
GK-150-AW-NW-P-06 4000-4500K 12690 90° 3pcs >70 100Lux
o o0 oo GK-150-AW-WW-P-06  2700-3200K 11670 90° 3pcs >70
GK-150-AW-W-P-07 5500-6500K 14810 120° 3pcs >70 SoLux
GK-150-AW-NW-P-07 4000-4500K 13840 120° 3pcs >70
GK-150-AW-WW-P-07  2700-3200K 12730 120° 3pcs >70
Size:(mm) 200W
s Model number CCT Light output Beam angle LED Qty. CRI
288 )~
T . L35
P T GK-200-AW-W-P-05 5500-6500K 17780 45° 3pcs >70
jixy
i QJT GK-200-AW-NW-P-05 4000-4500K 16800 45° 3pcs >70
i I GK-200-AW-WW-P-05  2700-3200K 14930 45° 3pcs >70
s GK-200-AW-W-P-06 5500-6500K 19390 90° 3pcs >70
h GK-200-AW-NW-P-06 4000-4500K 18120 90° 3pcs >70
GK-200-AW-WW-P-06 2700-3200K 16670 90° 3pcs ~70 Industrial Area / Storage Building / Ground Floor / Storage / Workplane 5 / Isolines/Perpendicular illuminance (adaptive)
= . GK-200-AW-W-P-07  5500-6500K 20290 120 3pcs  >70 Workplane 5 / Isolines/Perpendicular illuminance (adaptive)
GK-200-AW-NW-P-07 4000-4500K 18960 120° 3pcs >70
GK-200-AW-WW-P-07  2700-3200K 17440 120° 3pcs >70
Size:(mm) 250W
Model number CCT Light output Beam angle LED Qty. CRI
w gl N GK-250-AW-W-P-05 5500-6500K 21980 45° 3pcs >70
030, S GK-250-AW-NW-P-05 4000-4500K 20190 45° 3pcs >70
o | GK-250-AW-WW-P-05  2700-3200K 18770 45° 3pcs >70
S GK-250-AW-W-P-06 5500-6500K 24050 90° 3pcs >70
B GK-250-AW-NW-P-06 4000-4500K 22680 90° 3pcs >70
GK-250-AW-WW-P-06  2700-3200K 21100 90° 3pcs >70
GK-250-AW-W-P-07 5500-6500K 25410 120° 3pcs >70
90° 120° GK-250-AW-NW-P-07 4000-4500K 23970 120° 3pcs >70
GK-250-AW-WW-P-07  2700-3200K 22290 120° 3pcs >70
Size:(mm) 300W
Model number CCT Light output Beam angle LED Qty. CRI
30 0
o [uens N i GK-300-AW-W-P-05 5500-6500K 27110 45° 3pcs >70
“ ) Scale: 1:200
GK-300-AW-NW-P-05 4000-4500K 25580 45 3pcs >70
GK-300-AW-WW-P-05  2700-3200K 23790 45° 3pcs >70 Perpendicular illuminance (Surface)
GK-300-AW-W-P-06 5500-6500K 30230 90° 3pes >70 Average: 240 Ix, Min: 113 Ix, Max: 303 Ix, Min/average: 0.469, Min/max: 0.371, Points: 1024 x 512 (Relevant: 523586)
GK-300-AW-NW-P-06 4000-4500K 28510 90° 3pcs >70
GK-300-AW-WW-P-06  2700-3200K 26520 90° 3pcs >70 Height of working plane: 0.800 m, Wall zone: 0.000 m
GK-300-AW-W-P-07 5500-6500K 32630 120° 3pcs >70
GK-300-AW-NW-P-07 4000-4500K 30790 120° 3pcs >70
GK-300-AW-WW-P-07  2700-3200K 28630 120° 3pcs >70
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Industrial Lighting Code composition: Model No.+CCT+Light output+CRI

High Bay Light

High Bay Light

. CREE or Epistar or Bridgelux LEDs, light efficiency of lamp up to 100Im/W
. MEANWELL power supply, efficiency>90%
. Patent thermal management, lamp body temperature<45°C
. Glass lens, can endure high temperature of 300°C and
light transmittance up to 90%
. High quality LEDs, stable power supply, patent thermal
management technology make sure light decay<10%
after 25,000 hours
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Industrial Lighting Code composition: Model No.+CCT+Light output+CRI

High Bay Light

\ L

b
i

W

W, VT4

Signcomplex high bay and low bay lighting are

commercial and industry leading lamps. With
100Im/W light output ,they are ideal choices for

replacing fluorescent and MH lamp source.

L\

e Signcomplex high bay and low bay lighting

bring new levels of performance, technical
innovation and unique design to indoor
\ / e Ly and outdoor use. CREE or Epistar LEDs,

light efficiency of lamp up to 100lm/W

-

!
I
i
T
1

\ " Applied in factory,airport,warehouse,supermarket,
parking lot.
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CORN LAMP
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Industrial Lighting Code composition: Model No.+CCT+Light output+CRI

LED Corn lamp

Size:(mm) 27TW

Model number CCT Lig(h%g))ytput CRI

E39/0

FR-027-AW-W-01 5500-7000K 3200 >80

FR-027-AW-NW-01 4000-4500K 2800 >80

FR-027-AW-WW-01 2700-3200K 2620 >80

FR-027-AW-W-02 5500-7000K 3200 >80

FR-027-AW-NW-02 4000-4500K 2800 >80
FR-027-AW-W-01

FR-027-AW-WW-02 2700-3200K 2620 >80

Pure aluminum 1070,
perfect heat dissipation

Size:(mm) 36W

E Model number ~ CCT  Light output CRI

ey FR-036-AW-W-05 5500-7000K 4200 >80

o FR-036-AW-NW-04 4000-4500K 3920 >80

QT] FR-036-AW-WW-04 2700-3200K 3450 >80

: W‘ FR-036-AW-W-06 5500-7000K 4200 >80

PC with flame retardant material ~— = TP ~ FR-036-AW-NW-05 4000-4500K 3920 >80
| o FR-036-AW-WW-05 2700-3200K 3450 >80 0

FR-036-AW-W-01

Size:(mm) 45W

Max. 120lm/W
§ Model number CCT Light output CRI
e300 (£10%)Im
L FR-045-AW-W-01 5500-7000K 5400 >80
FR-045-AW-NW-01 4000-4500K 5100 >80 X
AV
FR-045-AW-WW-01 2700-3200K 4500 >80 %‘
€267 FR-045-AW-W-02 5500-7000K 5400 >80 /{
FR-045-AW-NW-02 4000-4500K 5100 >80
FR-045-AW-WW-02 2700-3200K 4500 >80

FR-045-AW-W-01

Size:(mm) 54W

Model number CCT Light output CRI
(+10%)Im 120 A
FR-054-AW-W-01 5500-7000K 6400 >80 "
FR-054-AW-NW-01 4000-4500K 6200 >80 ///ﬂt\\\\\‘\.
ZI\

FR-054-AW-WW-01 2700-3200K 5400 >80 l‘éﬂ‘\ ‘»'

FR-054-AW-W-02 5500-7000K 6400 >80 "ﬂ“
FR-054-AW-NW-02 4000-4500K 6200 >80 FR-054-AW-W-01

FR-054-AW-WW-02 2700-3200K 5400 >80
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Industrial Lighting

LED Corn lamp

Green lighting is trend of future, no UV, no IR, no flicker, and mercury free,

s0 it has no harm to human body .

iLight corn lamp is developed at the right moment and aims at replacing
mercury lamp,HQI, HPS, MHL and CFL. It can replace traditional lamp of
higher power because of its high light efficiency 150im/W, and more
energy-saving compared with 100Im/w.With power 12-54W, the corn lamp
can replace 250W HPS/MHL.Light source adopt well-known SEOUL SMD,
high light efficiency, low light decay.

The lamp body is made of full aluminum 1070,
excellent thermal management. IP 64, can be used as indoor

highbay &lowbay and outdoor garden lamp, street lamp.

Code composition: Model No.+CCT+Light output+CRI

Size:(mm)

12w

w20t 121

€300 w01

€2607

2627

Size:(mm) 16W
e300
> [ 4
e
0
1290
1740
Size:(mm) 20W

19407 58]

e
86

153067

\

o |
FEvy)

E26/E27]

1630

183007 111

E39/40

149.0(5 78]

£2627

4505 781
10604 18]
1oe]
L )

0ze6

Size:(mm) 2TW
E39/40 ~ €267 :
= S
Iﬂmﬂlg
| =
=
H 700
Size:(mm) 36W
€390 - -mmwm €267 < H] s
i
Pl a0 ﬂmnqﬁ
Size:(mm) 45W
e Q< ca607 E j
T o | PU g | |
51600, w0y
Size:(mm) 54W
~ ] E =~
1B —_—
SN - ‘ L«mnmmga
Size:(mm) 80W

E30/0

Size:(mm)

g I

100W

E3oi0  BSALY
om |

Size:(mm)

120W

0

6 14 /0]

ot 110 1)

i 1o /41

e300

ono [+ 3]

Model number

CCT Light output CRI

(£10%)im
FR-012-AW-W-01H/02H 4700-5300K 1850 >80
FR-012-AW-NW-01H/02H  3700-4200K 1800 >80
FR-012-AW-WW-01H/02H  2900-3200K 1650 >80

Model number

CCT Ligmoghjmtput CRI

FR-016-AW-W-01H/02H
FR-016-AW-NW-01H/02H
FR-016-AW-WW-01H/02H

Model number

4700-5300K
3700-4200K
2900-3200K

CCT Light output

2250
2200
2150

>80
>80
>80

CRI

FR-020-AW-W-01H/02H
FR-020-AW-NW-01H/02H

FR-020-AW-WW-01H/02H

Model number

(10%)im
4700-5300K 3050
3700-4200K 3000
2900-3200K 2920

CCT Light output

(£10%)im

>80
>80
>80

CRI

FR-027-AW-W-01H/02H
FR-027-AW-NW-01H/02H
FR-027-AW-WW-01H/02H

Model number

4700-5300K
3700-4200K
2900-3200K

CCT ngmo%ymtput

4100
4050
3900

>80
>80
>80

CRI

FR-036-AW-W-01H/02H
FR-036-AW-NW-01H/02H
FR-036-AW-WW-01H/02H

Model number

4700-5300K
3700-4200K
2900-3200K

CCT Light output

5580
5400
5220

(+10%)im

>80
>80
>80

CRI

FR-045-AW-W-01H/02H
FR-045-AW-NW-01H/02H
FR-045-AW-WW-01H/02H

Model number

4700-5300K
3700-4200K
2900-3200K

CCT Ligmo%mtput

6960
6750
6570

>80
>80
>80

CRI

FR-054-AW-W-01H/02H
FR-054-AW-NW-01H/02H
FR-054-AW-WW-01H/02H

Model number

4700-5300K
3700-4200K
2900-3200K

CCT L|g(rl1to%‘1mtput

8375
8230
7730

>80
>80

FR-080-AW-W-01H/02H
FR-080-AW-NW-01H/02H
FR-080-AW-WW-01H/02H

Model number

4700-5300K
3700-4200K
2900-3200K

CCT Lig(ht output

+10%)im

12240
11960
10670

CRI

FR-100-AW-W-01H/02H
FR-100-AW-NW-01H/02H
FR-100-AW-WW-01H/02H

Model number

4700-5300K
3700-4200K
2900-3200K

CCT ngmo%t‘#tput

15050
14460
13680

CRI

FR-120-AW-W-01H/02H
FR-120-AW-NW-01H/02H
FR-120-AW-WW-01H/02H

4700-5300K
3700-4200K
2900-3200K

18280
17900
16460

>80
>80
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Industrial Lighting

Retrofit

Easy installation with

common compatibility

High efficacy LED up to 150Im/w

and 120lm/w for the luminaires;

The light source can be placed into below housings:

Pending Pending

289

Code composition: Model No.+CCT+Light output+CRI

Size:(mm)

100W

156

15050
17T 96e” |y

DETEENTT

Driver

Size:(mm)

150W

208

25050

150250
7L 960" Jg

Size:(in.)

180W

212

15050 g 25050
5916 _
7. TITEL 9697 98131960
—
-

— Driver

223

EXCH

Input
ndino|

1
13397

A0 yr575%)

10 _(1.5757)

13 rl 6937)

8.661-10. 2367

220-260

134
5,216

1.7247

[AEIRE

E39

7
T0.63"

200-310
TTA17-13. 386"

155

131

52167

7285

[EEE

270
o83

155

7,283

Model number CCT Ligr&tu?%%put CRI
RT-100-AW-W-01 5000K 12000 >80
RT-100-AW-NW-01 4000K 12000 >80
RT-100-AW-WW-01 3000K 10500 >80
Model number CCT Light output CRI
(+10%)Im
RT-150-AW-W-01 5000K 18000 >80
RT-150-AW-NW-01 4000K 18000 >80
RT-150-AW-WW-01 3000K 15800 >80
Model number CCT  Light output CRI
(£10%)Im
RT-180-AW-W-01 5000 K 21600 >80
RT-180-AW-NW-01 4000 K 21600 >80
RT-180-AW-WW-01 3000 K 18900 >80
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LED Controller Eljle Rade) S @ 2 {=1e =¥ (=1

Signcomplex has developed hundreds of of intelligent LED
controllers,like RF wireless controller series, Touch panel
controller series,WIFI controller series,DMX controller series,
DALI controller,0-10V/1-10V controller,power repeater,
smart system.....
Signcomplex controllers can be used cooperatively with -
various of LED lamps,such as LED strips,LED downlight, !
LED outdoor lights,LED panel light or smart home control ’ a-
1 ¥
& B

system.

All controllers are approved by CE,
ROHS,and some products are
approved by FCC.We can do the
OEM and ODM for customers to
meet different application
requirement.
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LED Controller

WiFi Controller

Size: (mm)

293

LC-ORGB-WIFI-01

Description:

Used for 5V-24V RGB DigiRibbon LED strip. Can be used with iPhone /
iPod / iPad or Android device(mobile phone, tablet PC) fo control
color, brightness and changing patterns of the LED strip.

Features:

1.Work with Apple 10S4.1 above system or Android 2.1 above system;
2.Free software download from apple or Android store;

3.Compatible with several kind of chips including LPD1109, SM16716,
LPD6803, LPD8803, WS2801, TM1803, TM1809;

4.Humanity 10S software GUI design, easy to use;

5.347 predefined pattern and 50 customer mode;

6.RJ-45 interface for output;

7.Compatible with different voltage digital RGB strip.

Technical parameters

Model number LC-ORGB-WIFI-01

Voltage 5V-24V DC

Output power(MAX) 100W

Control distance >20m

Weight 130g

Accessories Controller, RJ-45 output cable, User Manual

LC-ORGB-WIFI-02

Description:

Used for confrol 5V-24V RGB LED strip and low voltage LED lights, etc.
Automatically adapt to DC 5V-24V input voltage, apply to most
normal RGB LED products. Can use Iphone/Ipod/lpad and Android
devices fo control the color, brightness, modes of the lights.

Features:

1.Apply to above Apple 4.1 and Android 2.2 system.
2.Can download the control software from Apple and
Android system for free.

3.Humanized interface design for easy use.

4.36 predefined modes.

5.50 customized modes.

6.50 DIY gradual change modes.

Technical parameters

Model number LC-ORGB-WIFI-02
Voltage 5V-24V DC
Output power(MAX) 30W/72W/144W
Control distance >20m

Weight 130g

LC-000W-WIFI-01

Description:
Used for control 5V-24V monochrome or white/warm white LED strip,

low voltage lights. Can use Iphone/lpod/Ipad or Android devices fo
control color and brightness of lights.

Features:

1.Apply to Apple IOS 4.1 or Android 2.1 system or above.
2.Free software PlayLEDIIl download from Apple or Android store.
3.Humanity software GUI design, easy to use.

Technical parameters

Model number LC-000W-WIFI-01

Voltage 5V-24V DC

Output power(MAX)  120W(12V)240W(24V)

Control distance >20m

Weight 130g

QOutput current W and WW 2 channels Max. curent of each channel is 5A

LED Controller

Size: (mm)

- (Geezd

Size: (mm))

Controller Dimension(Net Weight: 100g)

Remote Dimension(Net Weight: 20g)

LCORGBD5.04

WiFi Controller

LC-000W-WIFI-02

Description:

Used for 5V-24V single color DigiRibbon LED strip. Can be
used with iPhone / iPod / iPad to control brightness and
changing modes of the LED strip.

Features:

. Can work with IPhone/IPod/IPad/IPad with above I0S4.1
system.

N

Free software download form apple store.

Compatible with several kind of chipsinclude LPD1109,
SM16716,LPD6803,LPD8803,WS2801,TM1803, TM1809.

4. Humanity |IOS software GUI design, easy to use.

5.25 preset chase mode.
6.
7.

w

RJ-45interface for output.
Apply to single color DigiRibbon strip of different voltage.

Technical parameters

Model number LC-000W-WIFI-02
Voltage 5V-24V DC
Output power(MAX)  100W

Control distance >20m

Weight 130g

LC-RGBW-WIFI-01

Function Descriptions:

1.Apply toi0S 5.0 and above system.

2.Can download the iOS application for free, no plugins.

3.Personalized interface and humanized operation, easy to use.

4.There are W, WW/W,RGB,RGBW and PlayLED 5 Settings 5 interface and the first
fourcorrespond to dimming controller, Color temperature controller, RGB
controller and RGBW confroller. The interface PlayLED 5 settings is for setting
working mode of WIFl conftroller(like:AP mode, STA mode), reset conftroller, share
the application, check the application version and instructions,etc.

5.This conftroller has preset patterns, customized patterns and DIY patterns.

6.This confroller have four functions of dimming controller, Color temperature
controller, RGB controller and RGBW controller. No need for bothering
purchasing various type of controller since one LC-RGBW-WIFI-01 controller can
meet all your 4 demands.

7.This controller is compatible with our company's remote (LC-0RGB-D5-04), so
that your portable device and remote (LC-ORGB-D5-04) can control this
controller in the same time, bring you more convenience and choices. RF mode
has 37 patterns

8.Add Music function into Static Colorinterface of RGB and RGBW controller
9.The controller can connect maximum 8i0S devices simultaneously

Feature:

Specially design for 5V-24V RGB LED strip and low constant voltage LED
lights, self-adaptive,DC 5V-24V voltage input, apply to most common
RGB LED product. Used for controling color,brightness and changing
pattemn via iPhone/iPod/iPad and other portable devices.

Technical parameters

Model number LC-RGBW-WIFI-01

Power Supply Constant voltage power
Input Voltage 5-24V

Output Channel 4 channels

Channel Current 2A/Channel, 8Ain total
Output Power 96/192W

Control Distance >20m

Net Weight 120g

Gross Weight 150g
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LED Controller

RF Touchable Controller

LED Controller

RF Touchable Controller

LC-0RGB-D4-02

LC-000W-D4-02
L] L]
Features:
o

Used for Common anode RGB strip/lights, has built-in
dimming, jump change, gradual change and other all total
- +
— 24 modes and RGB full color fouchring.

Function Description:

Used for White & Warm White LED strip/luminaires, Touch button and
touch ring to adjust brightness.

Technical parameters

Technical parameters
Model number LC-ORGB-D4-02 Size: (mm) Modelnumber LC-000W-D4-02
Size:(mm) Voltage DC12/24V 4 o \(;O\Toge Tf*;(z:\;/ 24V
1920 s Output current(MAX)  3A*3CH utput curent (MAX)
Output power(MAX) 216W(12V input)/432W(24V input). Output type Common anode
Weight 165g . 3 Weight 105g

LC-0RGB-D5-05

LC-000W-D4-01
» % Function Descriptions:
Used for RGB LED product, built-in light changing, jump light, gradual light changing Features:
efc. 16 changing pattems and RGB all color fouch ring. Used for Monochrome LED strip/luminaires, built-in touch
button and touchring to adjust brightn ess.
b Feature:
+ & 1.16 predefined pattems;
I 2.Brightness, color and speed control; Technical Parameters
3.Power-loss memory recovery function; ek mumlser LC-000W-D4-01
4.Touch surface with full color selection ring. Size: (mm)
- o Voltage DC 12V / 24V
. A 35 QOutput curent (MAX) 8A*1CH
Size: (mm) Technical parameters - Output type Comen Cnece
o M Model number LC-ORGB-DS5-05 3 Weight 105g
Voltage DC12/24V
Output current(MAX) ~ 3A /channel
3 Output power(MAX)  108W(12V input)/216W(24V input).
Channels RGB 3 channels
Weight 105g
Accessories Controller, User manual
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LED Controller

RF Touchable Controller

Esislsisicisielat

Size: (mm)
fi(cooooo00 ) <
SC-WCTI-C A HRlx

SC-WCI11-D

SC-WCI11-D

297

WC 11-C/D

LED Controller

Function Descriptions:

1.This product is designed to control low voltage RGB
LED luminaires. It has 16 pre-positioned changing
patterns. It features the unique touch interface
technology with the function keys.User does not need to
have even small pressure on the keys fo create dynamic
color patterns.

2.This user-oriented controller can make automatic
recognition of 12V or 24V DC when it works with LED
products, that means it is compatible with 12V DC and
24V DC. So it can be used for most RGB LED products in
the market.

3.With PWM built in MCU, it can realize even and smooth
dimming without flash thanks to the power MOS, the
total driven current of the 3 channels can be up to 18A.

Features:

1. Touch function;

2.12/24V DC;

3.16color patterns;

4.20levels for brightness adjustment;
5. Memory function;

6. Smooth dimming without flash.

Technical parameters

Modelnumber SC-WCI11

Voltage 12/24V DC

Output current (MAX) 6A*3CH

Output power (MAX) 216W(DC12V)/423W(DC24V)
Channels RGB 3 channels

Control distance >30m

Weight 1269

Accessories Controller, User manual

LC-0RGB-D5-01-C/D

Function Description:

The LC-ORGB-D5-01 waterproof controller is designed for normal RGB
LED strips and low voltage RGB LED luminaries. It has 16 prepositioned
patterns. The controller is easy to use by the unique touch interface
technology and the humanized design.Not only the touch inferface
but also a paired wireless remote control within the distance of 30m
can be used. With the learning function, it applies to the same model
remote control in different encoding addresses. The contfroller is
compatible with 12V DC and 24V DC, so it can be used for most RGB
LED products in the market. Besides, the controller set a MCU internal
PWM dimming hardware to achieve flicker-less dimming. High-power
MQS drive, The fotal curent of RGB 3 channels is 18A.

Features:

1.16 color patterns, for example, seven colors static
(individually adjustable), jump, and gradual change (with
pausing function);

2.20levels of brightness adjustment;

3.20levels of speedregulation.

Model Number Compatible Controller
LC-0RGB-D5-01C 8 key remote pad
LC-0RGB-D5-01D 6 keyremote pad

Technical parameters

Model number LC-ORGB-DS5-01

Voltage DC12/24V

Output curent(MAX) ~ 6A*3CH

QOutput power(MAX) 216W(12V input)/432W(24V input).

Control distance >30m ( No barrier )
Weight 201g

Accessories Controller, User manual
waterproof P65

Size: (mm )

122, 00mm

127. 00mm

122, 00mm

27.50mm
—]

—35.4—|
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RF Standard Controller

SC-WC6-V1

Function Descriptions:

The controller adopt high performance processor,and control
RGB outdoor luminaires via 2.4 G wireless remote controller.
User can choose color, mode and change speed via 2.4G
remote controller; and the controller can switch between

52 colors, and it can pause during dimming. The controller
has synchronous function, the color effect between multiple
units can be synchronous.

Technical Parameters

Model Number SC-WC6-V1
Voltage 12~24V DC
color mode 52
waterproof grade P65
Weight 1989

Size: (mm )

LC-0RGB-D4-01

Function Descriptions:

1. 86 color modes;

2. Adjust color under the static mode;

3. Jump, fade in and out(with pause function);

4.Switch with three function modes: The first one confrol 5 channels
Output (R,.G,BW,WW) for four or five colors LED products. The second
one can confrol 3 channels output(R,G,B), for three colors LED
product, and the third one can control 2 channels output(W,WW), for
single color LED product or that with two colors. (note: four color LED
product would be RGB+W or RGB+WW, five colors LED product would
be RGB+W+WW, and three colors LED products would be RGB).

Features:

1.5channels(R, G,B,W,WW);
2.12/24V DC;

3.86color patterns;

4.20 levels for brightness adjustment;
5. Memory function;

6.Smooth dimming without flash.

Technical Parameters

Model number LC-ORGB-D4-01

Voltage 12V DC/24V DC

QOutput current(MAX) 4A*5CH

Output power(MAX) 240W(12Vinput)/480W(24V input).

Channels RGB/W/WW 5 channels

Control distance >30m

Weight 116g

Accessories Controller,8 key remote pad, User manual
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LED Controller

RF Standard Controller

Size: (mm )
78

64
&
OE

99,5

43
(S

j
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WC7

LED Controller

Features:

2.4GHzZ wcC7

Compatible with all common RGB strips and low voltage
RGB lamps, Built-in 32 modes and can be controlled by a
small key board. Automatically adapt to LED light which
works at DC12V or DC24V. Hardware PWM dimmer without
any flashes. High-power MOS driver, the whole current of the
RGB three channelsreaches to 18A.

SC-WC7-V2

1.16 changing patternsincluding jump and smooth;
2.Wireless control;

3.Power-off data protection;

4.Working with power amplifier to expand power output
unlimitedly.

SC-WC7-V3

1. Used for of 24V/12V single color strip, built-in dimming and
gradient modes;

2. Can choose the modes and dimming with remote
controller.

SC-WC7-vV4

1. Used for of 24V/12V single color strip.

2. With Adjust light remote controller.

Technical parameters

Model number SC-wcC7

Voltage 12V DC/24V DC

QOutput current (MAX) 6A*3CH

Output power (MAX) 216W(12V input)/432W (24V input)
Channels RGB 3 channels

Control distance >30m

Weight 106g

LC-ORGB-D4-16

Function Description:

The conftroller adopt high performance processor, and
control RGB LED strip,RGB luminaires via 2,4 G wireless
remote controller. User can choose color, mode and change
speed via 2,4G remote controller. The controller features
dimming, pause when change, dimmable and other
functions (52 color modes, touch slide ring control), and it
also has synchronizing function,the color effect between
multiple units can be synchronous.

Technical Parameters

Model Number LC-ORGB-D4-16
Voltage 12~24V

color mode 52

waterproof grade P20

Weight 105g

LC-ORGB-D4-19

Function Description:

The MINI multicolor LED controller is suitable forRGB multicolor

LED strip. Via the controller,color change effect can be controlled:;
pixel quantity. can be set; speed and brightness can be adjusted.

Technical Parameters

Model Number LC-ORGB-D4-19
Voltage 5~24V DC
color mode 60

waterproof grade  IP20

Weight 105g

Size: (mm)

RF Standard Controller

LC-0RGB-D5-07

Features:

Compatible with any common 12V or 24V DC RGB LED strips
or RGB lamps. The infrared remote contfrol can be used to
easily access 16 predefined colors as well as dimming and
22 pattern modes with pulsating, blinking, cross-fading
and instant changes.

The infrared remote control has arange of up fo 5 meters.
The PWM dimmer and the High-power MOS driver grant a

fading without flashes up fo current of 3A per channel.

Technical parameters

Model number LC-ORGB-D5-07

Voltage DC12/24V

Output current(MAX) ~ 3A*3CH

Output power(MAX) 108W(12Vinput)/216W(24V input).
Channels RGB 3 channels

Weight 229

Control distance >5m

LC-0RGB-D5-06

Features:

Compatible with all common RGB strips and low voltage RGB lamps,
Builtin 16 modes and can be controlled by a small key board.
Automatically adapt to LED light which works at DC12V or DC24V.
Hardware PWM dimmer without any flashes. High-power MOS driver,
the whole current of the RGB three channelsreaches 9A.

Technical parameters

Model number LC-ORGB-D5-06

Voltage DC12/24V

Output current(MAX) 3A*3CH

Output power(MAX)  108W(12V input)/216W(24V input).
Channels RGB 3 channels

Weight 229

Control distance >30m
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LED Controller

LED Controller

LED Power Repeater

Size: (mm)

wl I
b=
49.7
64

Size: (mm)

45

Size: (mm))

Size: (mm)
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LA-RGB-D5-01

Function Descriptions:

LED amplifier adapt to all of our LED strips, luminaries or any
other luminaries similar with ours. Using an amplifier on every
degree for connecting more RGB luminaries , In theory, one
controller could connect innumerable amplifiers.

Technical parameters

Model number LA-RGB-D5-01

Voltage 12V DC/24V DC

Output current(MAX) 3A/channel

Output power(MAX) 108W(DC12V)/216W(DC24V)
Channels 3 channels RGB

Weight 106g

LA-000W-D5-01

Function Descriptions:

This signal amplifier is specialized for SC-YID-W (white and
warm white interlaced arrangement led strip), every
additional signal amplifier can bear more white & warm
white interlaced arrangement led strip, exact length
depends on the power of signal amplifier , theoretically,
one controller can drive innumerable signal amplifier
cascades.

Technical parameters

Model number LA-000W-D5-01

Voltage 12V DC/24V DC

Output current(MAX) 5A/CH*2

QOutput power(MAX) 120W (12V), 240W (24V)
Channels White, Warm white 2 channel
Weight 679

LA-RGBW-D5-01

Features:

This Signal Amplifier Is used for LC-ORGB-D4-01. Every additional signal
amplifier can be connected to more common RGB+W+WW strips and low
voltage RGB+W+WW Lamps.

Technical parameters

Voltage 12V DC/24V DC
Output power(MAX) 180W (12V), 360W (24V)
Output current(MAX) 3A/CH*5

Weight 70g

SC-AP-W-12/24

Function Descriptions:

1.LED amplifier canrun all our RGB waterproof lights. Its input
channel can be controlled by 3 channels of PWM.
Connected with an amplifier, more RGB lights can be
controlled. In theory, numberless amplifiers can be
connected after one controller.

2.Relay amplifier could amplify the weaken signal,and the
original signal remain the same all along.

Technical Parameters

Model number SC-AP-W-12/24

Voltage 12V DC/24V DC

Output current(MAX) 5A*3CH

Output power(MAX) 180W(DC12V)/360W(DC24V)
Channels 3RGB channel

IP Ip65

Weight 168g

Size: (mm)

DMX Controller

SC-WC8 2.4GHZ version

Features:

1.Meet DMX512(1990) protocol. Can be used as a DMX512
decoder;

2.A LCD screen show controller's current working status;

3.33 normal changing patterns and 4 DMX operating modes;
4.256 levels brightness , totally 16.77 million colors, real full
color (up to 65536 levels);

5.0-255 changing speed levels for dynamic change;

6.RGB individual dimming function;

7.Automatic parameter memory;

8.XLR3 Male and Female interface.

Technical parameters

Model number SC-wC8
Voltage 12V DC/ 24V DC
Output power (MAX) 720W

Control distance >30m

Weight 570g

Size: (mm)

1130

1
79,
0000
| 0000
74.7 !
=

Model Number

Compatible Controller

SC-WC9-V1

LPD6803

SC-WC9-V2

Tm1803

SC-WC9-V1/V2

Features:

1.ltis designed to control digital RGB LED strips;

2.Be free to set up the length of LED strips from Tm to 99m;
3.Meet DMX512(1990) protocol. Can be used asa DMX512
decoder;

4.ALCD screen show controller’'s current working statfus;
5.Wireless RF controlis optional;

6.36 normal color changing patterns and 1 DMX operating;
7.60 speed adjustment levels for dynamic change;
8.Automatic parameter memory;

9.XLR3 Male and Female interface;

10.Aluminum housing with black wire drawing finish.

Technical Parameters

Model Number SC-WC9-VI1/V2
Voltage 12V DC/ 24V DC
Output Power (MAX) 400W

Control Distance >20m

Weight 560g
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LED Controller

DMX Controller Infrared Remote Controller

LC-ORGB-D2-02
ATy
2 LC-0DMX-D4-06-A/B/C 3 Features:
Function Description: 24 keys IR controller is with multiple functions, adopt advanced MCU
Applied to 12V/24V RGB,RBBW , WW+W,W strips or conftrol, used for LEDs luminaires ; the controller has 20 modes to choose,
lamps,four output channels at most.the controller W low cost,easy wiring, convenient fo use; via IR conftroller,LED lights can
works as DMX512 decoder. N \\\ be changed the mode,adjusted the speed and brightness,choosen the
‘ static colour various dynamic light change effect can be realized.
}_ Technical Parameters
ot Model Number LC-ODMX-D4-06-A/B/C
Voltage 12~24V i
Size: (mm .

Max output power: 108W/216W tmm) Il inee] PelelmEicrs
waterproof grade IP65(LC-0DMX-D4-06-A/B/C) Model number LC-ORGB-D2-02

78.00mm Weight 240g/290g 49.5mm Voltage 5-12V

3.071 £ Output power (MAX) 72W

prew— E @i E:@m T Control distance >30m

L] c B E Weight 570,

oo 3 ) eig ]

99.00mm
3.898"

87. 70mm

i

IF =]
i s 51.9 mm 6.9 mm
||| 000
7777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777 £ 0000
0000
21 000
> Q000
0000
LC-0DMX-D4-06-D
Function Description:
Applied to 12V/24V RGB,RBBW , WW+W,W strips or
lamps.four output channels at most.the controller
works as DMX512 decoder.
Technical Parameters
ModelNumber LC-ODMX-D4-06-D
Volt 12~24V
100.30mm 26.25mm 1.033" MO Ggef t < 108W/216W
3.949"  78.00mm 87.70mm ax output power: /
3.071" waterproof grade  |P40(LC-0DMX-D4-06-D)
[—— Weight 130g/220g
A il
<1 2 S|
3 oo i el
A H

LC-0DMX-D4-17

Function Description:

Can be used as DMX512 decoder, and DMX512(1990) protocol
applies. OLED can display current operating state,convenient
to operate; buttons of controller panel can control mode,
change speed, brightness of corresponding channel.

Technical Parameters

Model Number LC-ODMX-D4-17
Voltage 12~24V

color mode 85

waterproof grade P20

Weight 320g

152
o O O J
3 0000
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Aluminum Bar

“Aluminum Bar

SC-ALH-01AS

SC-ALH-02AS

SC-ALH-03AS

SC-ALH-04AS

SC-ALH-01BS

Warranty

CE ROHS 3years

e
4 / Sectional Dimensions (mm)

1.7

1

11.2
15.2

Sectional Dimensions (mm)

Sectional Dimensions (mm)

Sectional Dimensions (mm)

Sectional Dimensions (mm)

PC Lens

f— 152

520mm(standard)
1020mm(standard)
2000mm(standard)
3000mm(standard)

(customized length is available. please
contact our sales for detailed information)

surface finish

6063Aluminum
Silver oxidation

transparent
frosted
opal

Accessories

end cap
clip
screw




Aluminum Bar

Aluminum Bar




Aluminum Bar

Aluminum Bar
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There are curves on the edges of aluminum profile,
which are not only for covering the edges, but also
for beautiful appearance and impact resistance.

Installation method of LED strip.(Take SC-ALH-04S for example)

2.Take out the power cord through 3.Put the end cap onto the profile
the hole on the end cap. and press gently to fix it.

4.Install the cover from the other side and then install the other end cap.
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LED Demobox

LED Demobox

3521-7P

Multifunctional Instrument
(Input voltage, Current,
Power, Power factor,
Annual electricity
consumption, Frequency)
Main switch
Fuse
Mr1é base

Power display (DC)
Wire clamp (DC 12V)
Wire clamp (AC)

311

Gul0 base

E14 base
One-to-one switch
E26/27 base

G24 base

Storage box

Dimmable select
switc

TCL dimmer

3521-7P

Features:

1.Small size and light weight.

2.Highly portable.

3.Compact design, best use of space.

4.Fully functional, high cost-effective; It's the necessary tool for sales to display product.
5.CE and ROHS compliant.

Front view

@Input voIToge-—/B—EBI m—~@Currenf
@Power’*‘BBEB| |8588‘"®Power factor
®Annual electricity +- BHE EBEB —~©Frequency

consumption

370/1457

230905
552,17
134527
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Limited

The “Warranty Period” will begin at the date of original Product purchase form either Signcomplex , or an authorized
Signcomplex Distributor/Dealer. Signcomplex will repair or replace product covered under this warranty with components
at Signcomplex’s election or discretion. Advances in technology may lead to “better or advanced” products being
selected forreplacement.

This Warranty is further conditioned on the purchaser contacting Signcomplex during the warranty period between normal
business hours to review the issue and initiate the Returned Merchandise Authorization (RMA) process. This must be done
prior to the return of any defective product. Only Signcomplex manufactured products may be returned through the
Signcomplex RMA process. No defective products, Signcomplex or otherwise, will be returned to purchaser. The
Signcomplex RMA form must be legible and completed in detail prior fo approval for return. The Signcomplex Warranty is
further conditioned and will only apply to Signcomplex products that are properly installed. This includes wiring and
connection to proper approved components and product working environments. This Warranty is void and does not
apply to products that fail as a result of neglect, mistake, misuse, alteration, improper installation or implementation.  This
includes butis not limited to: improper wiring, installation under improper and nonapproved operating environments
such as temperature, humidity or voltage conditions; improper ins-tallation using components that are not approved or are
not Signcomplex manufactured products.

Installation and usage of Signcomplex products should only be completed in association and complete knowledge of all
necessary and related codes, standards and instructions of installation. It is the responsibility of the purchaser to obtain all
necessary approvals and to understand the product’'sintended use and all relevant instructions, recommendations, and
guidelines for the proper installation, use of any Signcomplex product and related “manufactured products,” used in
conjunction with . The accuracy and completeness of any statements, technical information and recommendations in any
form of product literature or instructions are not guaranteed, are not part of this Warranty, and does not in any way cons-
titute a warranty. The purchaser is responsible for suitability of installation and full implementation and must determine
potential applications and installations independently.

Warranty Compensation will be based on"usage factors and time in use” and “Technology Value,” and will be prorated

based on this and information collected via the RMA process.

Product Warranty Matrix

LED tube LED flood fight

LED bulb wall pack 5 years

What is not covered under this Limited Warranty is defects of any kind caused or created by improper installation of
any kind; damage caused during shipping fo purchaser or beyond “acts of Nafture or God.” Signcomplex will not
cover additional labor costs or Warranty such labor associated with replacement products. This Warranty
document represents the only ex-press or implied Warranty - no other Warranties exist.
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<headquarter>

*

China
Signcomplex Limited

11

u.s France

Signcomplex USA Signcomplex France

<certified distributor>

m 1

Italy Belgium
RAFI s.r.l HelioWatt

<exclusive distributor>

E
Spain TRNC
Matrix Electronica, S.L. YAR Group

= 1

Iceland Nigeria

LED Lysing Project Labihzad Ltd

<regional distributor>
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Finland Sweden
Perel Oy AGOLUXAB
(LED Strip) (LED Strip)

Slovenia
Fobmark

[
®

India
Think LED

+

Switzerland

Accutron AG
(LED Tube)

Greenhouse International
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The Republic Romania
of Colombia SC OST
COLOMBIALEDsLTDA.  Distribution SRL.
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Covemel Platinum Imports Inc.
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Integris Private Limited
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